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	Reason for change:
	Message description for ETWS Primary Notification is currently missing for E-UTRAN interface. In Section 9.4.3 about message formation on E-UTRAN interface, it is specified that in case of ETWS, the description of the warning message content is only applicable for the secondary notification, however there is no description on message formation for primary notification.
9.4.3.2
Message Parameter

…

For ETWS, the description of the warning message content is only applicable for the secondary notification.
There is currently a subsection in 23.041 (section 9.4.1.3) on Primary Notification, however related references are related GSM and 9.4.1.3 specifically mentioned that it is for GSM only it is specified that this message is only applicable for GSM.

9.4.1.3
ETWS Primary Notification message
9.4.1.3.1
General Description
....
This message is only applicable in GSM.

Description for ETWS Primary Notification message at E-UTRAN interface is needed. 
Also clarify that for ETWS message, the Repetition Period IE and the Number of Broadcasts Requested IE are ignored by eNB if included in WRITE-REPLACE-WARNING-REQUEST message. This means once this message is sent, CBC can consider the message broadcast as success.
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	*** First Change ***


9.2.16
WRITE-REPLACE-WARNING-REQUEST Request/Indication

	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	List of TAIs
	9.3.29
	O

	Warning Area List
	9.3.30
	O

	Repetition-Period E-UTRAN
	9.3.36
	M 

	Extended Repetition-Period
	9.3.37
	O

	No-of-Broadcasts-Requested
	9.3.9
	M 

	Warning-Type
	9.3.24
	O 

	Warning-Security-Information
	9.3.25
	O 

	Data Coding Scheme
	9.3.18
	O (NOTE)

	Warning Message Content E-UTRAN
	9.3.35
	O

	OMC ID
	9.3.31
	O

	Concurrent Warning Message Indicator
	9.3.32
	O

	Send Write-Replace-Warning-Indication
	9.3.39
	O

	Global eNB ID
	9.3.46
	O

	NOTE:
The Data Coding Scheme IE is not required for ETWS primary notification but it is mandatory for ETWS secondary notification and CMAS warning messages when Warning Message Content E-UTRAN IE is present.


This primitive is sent by the CBC to the MME to request start or overwrite of a warning message broadcast and is responded to by the MME in a WRITE-REPLACE-WARNING-CONFIRM response.

NOTE:
For ETWS Primary Notification, the Repetition Period IE and the Number of Broadcasts Requested IE are ignored by eNB if included in WRITE-REPLACE-WARNING-REQUEST message (see 3GPP TS 36.413 [34]).
9.4.3.2
Message Parameter

	Parameter

	Message Identifier

	Serial Number

	CB Data {Warning Message Content E-UTRAN},

Data Coding Scheme


The table gives a high level description of the warning message content. The format of the warning message is described in 3GPP TS 36.331 [36].

For ETWS, the description of the warning message content is only applicable for the secondary notification. Description of the ETWS Primary Notification message is specified in subclause 9.4.3.3.
	*** Next Change ***


9.4.3.3
ETWS Primary Notification message

9.4.3.3.1
General Description

The ETWS Primary Notification message for E-UTRAN radio interface is described in 3GPP TS 36.331 [36]. The ETWS Primary Notification message is structured as in the table in subclause 9.4.3.3.2.
9.4.3.3.2
Message Parameter

	Octet Number(s)
	Parameter

	1‑2
	Message Identifier 

	3‑4
	Serial Number

	5-6
	Warning Type

	7-56
	dummy


The octets in the above table are transmitted in order, starting with octet 1. The bits within these octets are numbered 0 to 7; bit 0 is the low order bit and is transmitted first.

9.4.3.3.3
Message Identifier

This parameter identifies the source and type of the ETWS Primary Notification message. The contents of the parameter are specified in subclause 9.4.1.2.2 with respect to its structure and possible value range.

9.4.3.3.4
Serial Number

This parameter identifies a particular ETWS Primary Notification message from the source and type indicated by the Message Identifier and is altered every time the ETWS Primary Notification message with a given Message Identifier is changed. The contents of the parameter are specified in subclause 9.4.1.2.1 with respect to its structure and possible value range.
9.4.3.3.5
Warning Type

This parameter identifies the warning type of the ETWS Primary Notification message. It is identical with the Warning Type described in subclause 9.3.24 with respect to its structure and possible value range.

9.4.3.3.6
Dummy
This parameter is not used in the specification. The UE shall ignore this parameter.
	*** End Change ***


