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*** 1st Change ***

4.5.1.1
General

This procedure shall be used by the PCRF to request the status of policy counters available at the OCS, and to subscribe or unsubscribe to updates of policy counters by the OCS.

This procedure is mapped to the Spending-Limit-Request/Answer commands specified in section 5.6.

Table 4.5.1.1/1: Initial/Intermediate Spending Limit Report Request

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	User Identity
	Subscription-Id, Logical-Access-ID, Physical-Access-ID 
(NOTE x)
	C
	This IE shall contain the identity of the user. It shall be present in the initial request when the SL-Request-Type=INITIAL_REQUEST.

	Request Type
	SL-Request-Type
	M
	This IE shall indicate whether this is the initial or a subsequent request for the user.

	Subscribed Policy Counter Identifier List
	Policy-Counter-Identifier
	O
	This IE shall indicate the list of policy counter identifiers to be subscribed to. In the intermediate spending limit report request procedure, this list overrides a previously provisioned list. If omitted in either the Initial or Intermediate Spending Limit Report Request procedures the PCRF requests subscription to all available policy counters. 

	NOTE x:
The Logical-Access-ID AVP and Physical-Access-ID AVP are only applicable to Fixed Broadband Access network convergence as defined in annex A.


Table 4.5.1.1/2: Initial/Intermediate Spending Limit Report Response

	Information element name
	Mapping to Diameter AVP
	Cat.
	Description

	Policy Counter Status Report
	Policy-Counter-Status-Report
	O
	If present, this information element shall contain a policy counter identifier, the current status value and/or pending policy counter statuses with the activation times.

	Result
	Result-Code or Experimental-Result
	M
	This IE shall contain the result of the operation.


*** 2nd Change ***

5.4
Sy re-used AVPs
Table 5.4 lists the Diameter AVPs re-used by the Sy reference point from existing Diameter Applications, reference to their respective specifications and a short description of their usage within the Sy reference point. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter base protocol, do not need to be supported. The AVPs from Diameter base protocol are not included in table 5.4, but they are re-used for the Sy reference point. Unless otherwise stated, re-used AVPs shall maintain their 'M', 'P' and 'V' flag settings. Where 3GPP Radius VSAs are re-used, unless otherwise stated, they shall be translated to Diameter AVPs as described in RFC 4005 [4] with the exception that the 'M' flag shall be set and the 'P' flag may be set.

Table 5.4: Sy re-used Diameter AVPs

	Attribute Name
	Reference
	Description

	Subscription-Id
	IETF RFC 4006 [5]
	The identification of the subscription (IMSI, MSISDN, etc)

	Logical-Access-ID
	ETSI TS 283 034 [17]
	Contains a Circuit‑ID (as defined in IETF RFC 3046 [18]). The Logical Access ID may explicitly contain the identity of the Virtual Path and Virtual Channel carrying the traffic. Applicable only for Fixed Broadband Access network convergence as defined in annex A.

This AVP shall have the ‘M’ bit cleared.

	Physical-Access-ID
	ETSI TS 283 034 [17]
	Identifies the physical access to which the user equipment is connected. Includes a port identifier and the identity of the access node where the port resides. Applicable only for Fixed Broadband Access network convergence as defined in annex A.

This AVP shall have the ‘M’ bit cleared.


*** 3rd Change ***

Annex A (normative):
User Identity for Fixed Broadband Access network convergence
In the Fixed Broadband Access network convergence scenario, the User Identity refers to the Subscriber Identifier as defined in 3GPP TS 29.212 [19] Annex G.5.1.6.
If the User Identity is the Access Line Identifier, the Logical-Access-ID AVP and Physical-Access-ID AVP are included in the SLR command instead of the Subscription-Id AVP.
*** End of Change ***

