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1st change

5.4
Rx re-used AVPs

5.4.0

General
Table 5.4.0.1 lists the Diameter AVPs re-used by the Rx reference point from existing Diameter Applications, including a reference to their respective specifications and when needed, a short description of their usage within the Rx reference point. Other AVPs from existing Diameter Applications, except for the AVPs from Diameter Base Protocol, do not need to be supported. The AVPs from Diameter Base Protocol are not included in table 5.4.1, but they are re-used for the Rx protocol. Unless otherwise stated, re-used AVPs shall maintain their ‘M’, ‘P’ and ‘V’ flag settings. Where 3GPP Radius VSAs are re-used, unless otherwise stated, they shall be translated to Diameter AVPs as described in RFC 4005 [12] with the exception that the ‘M’ flag shall be set and the ‘P’ flag may be set.
Table 5.4.0.1: Rx re-used Diameter AVPs

	Attribute Name
	Reference
	Comments
	Applicability (notes 1, 2)

	3GPP-MS-TimeZone
	TS 29.061 [34]
	Indicates the offset between universal time and local time in steps of 15 minutes of where the MS currently resides.
This AVP shall have the ‘M’ bit cleared.
	NetLoc

	3GPP-SGSN-MCC-MNC
	TS 29.061 [34]
	Indicates the serving core network operator ID. For GPRS accesses the MCC and the MNC of the SGSN.
For EPS the MCC and the MNC provided by the SGW or TWAG.
This AVP shall have the ‘M’ bit cleared.
	NetLoc, Netloc-Trusted-WLAN

	3GPP-User-Location-Info
	TS 29.061 [34]
	Indicates details of where the UE is currently located (e.g. SAI or CGI), Coding shall be done as defined in TS 29.274 [33]
This AVP shall have the ‘M’ bit cleared.
	NetLoc

	User-Location-Info-Time
	TS 29.212 [8]
	Indicates the time the UE was last known to be in the location which is reported during bearer deactivation or IP-CAN session termination procedure.
	NetLoc
RAN-NAS-Cause

	Called-Station-Id
	RFC 4005 [12]
	The PDN the user is connected to.
	Rel8

	Final-Unit-Action
	RFC 4006 [14]
	The action applied by the PCEF when the user’s account cannot cover the service cost.
	Rel8

	Framed-IP-Address
	RFC 4005 [12]
	The valid routable Ipv4 address that is applicable   for the IP Flows towards the UE at the PCEF. The PCRF shall use this address to identify the correct IP‑CAN session (session binding). For example, the IP address may actually be that of the network interface of a NAT device between the UE and the GW. The values 

0xFFFFFFFF and 0xFFFFFFFE are not applicable as described in RFC 4005 [12].
	

	Framed-Ipv6-Prefix
	RFC 4005 [12]
	A valid full Ipv6 address that is applicable to an IP flow or IP flows towards the UE at the PCEF. The PCRF shall use this address to identify the correct IP-CAN session (session binding, refer to TS 29.213 [9]). For example, the IP address may actually be that of the network interface of a NAT device between the UE and the GW.

The encoding of the value within this Octet String type AVP shall be as defined in RFC 3162 [20], clause 2.3. The "Reserved", "Prefix-Length" and "Prefix" fields shall be included in this order. The AF shall set the "Prefix Length" to 128 and encode the Ipv6 address of the UE within the "Prefix" field.
	

	Granted-Service-Unit (NOTE 3)
	RFC 4006 [14]
	The volume and/or time thresholds for sponsored data connectivity. Only CC-Total-Octets, one of the CC-Input-Octets and CC-Output-Octets, or CC-Time AVPs are reused.

This AVP shall have the ‘M’ bit cleared.
	SponsoredConnectivity,

SCTimeBasedUM

	IP-CAN-Type
	TS 29.212 [8]
	IP-CAN type of the user.
	

	OC-OLR
	IETF draft-ietf-dime-ovli-02 [35]
	Contains the necessary information to convey an overload report
	

	OC-Supported-Features
	IETF draft-ietf-dime-ovli-02 [35]
	Defines the support for the Diameter overload indication conveyence by the sending node
	

	RAN-NAS-Release-Cause
	TS 29.212 [8]
	Indicates RAN and/or NAS release cause code information.
	RAN-NAS-Cause

	NetLoc-Access-Support
	TS 29.212 [8]
	Indicates the level of support for NetLoc procedures provided by the current access network.
	NetLoc

	RAT-Type
	TS 29.212 [8]
	Indicate which Radio Access Technology is currently serving the UE.
	Rel8

	Reservation-Priority
	TS 183.017 [15]
	The vendor-id shall be set to ETSI (13019) [15].

The support of this AVP shall be advertised in the capabilities exchange mechanisms (CER/CEA) by including the ETSI parameter in the Supported-Vendor-Id AVP. 
	

	Subscription-Id
	RFC 4006 [14]
	The identification of the subscription (IMSI, MSISDN, etc.)
	

	Supported-Features
	TS 29.229 [25]
	If present, this AVP informs the destination host about the features that the origin host requires to successfully complete this command exchange.
	Rel8

	Used-Service-Unit

(NOTE 3)
	RFC 4006 [14]
	The measured volume and/or time for sponsored data connectivity. Only CC-Total-Octets, one of the CC-Input-Octets and CC-Output-Octets, or CC-Time AVPs are reused.

This AVP shall have the ‘M’ bit cleared.
	SponsoredConnectivity 

SCTimeBasedUM

	TWAN-Identifier


	TS 29.061 [34]
	Indicates the UE location in a Trusted WLAN Access Network.
This AVP shall have the ‘M’ bit cleared.

	Netloc-Trusted-WLAN

	NOTE 1:
AVPs marked with "Rel8" are applicable as described in clause 5.4.1.
NOTE 2:
AVPs marked with "SponsoredConnectivity" are applicable for sponsored data connectivity.
NOTE 3:
Volume Usage monitoring control functionality is applicable for SponsoredConnectivity supported feature. Time Based Usage monitoring control is applicable for SCTimeBasedUM supported feature.


5.4.1
Use of the Supported-Features AVP on the Rx reference point

The Supported-Features AVP is used during session establishment to inform the destination host about the required and optional features that the origin host supports. The client shall, in the first request of a Diameter session indicate the set of supported features. The server shall, in the first answer within the Diameter session indicate the set of features that it has in common with the client and that the server shall support within the same Diameter session. Any further command messages shall always be compliant with the list of supported features indicated in the Supported-Features AVPs during session establishment. Features that are not advertised as supported shall not be used to construct the command messages for that Diameter session. Unless otherwise stated, the use of the Supported-Features AVP on the Rx reference point shall be compliant with the requirements for dynamic discovery of supported features and associated error handling on the Cx reference point as defined in clause 7.2.1 of TS 29.229 [25].
The base functionality for the Rx reference point is the 3GPP Rel-7 standard and a feature is an extension to that functionality. If the origin host does not support any features beyond the base functionality, the Supported-Features AVP may be absent from the Rx commands. As defined in clause 7.1.1 of TS 29.229 [25], when extending the application by adding new AVPs for a feature, the new AVPs shall have the M bit cleared and the AVP shall not be defined mandatory in the command ABNF.
As defined in TS 29.229 [25], the Supported-Features AVP is of type grouped and contains the Vendor-Id, Feature-List-ID and Feature-List AVPs. On the Rx reference point, the Supported-Features AVP is used to identify features that have been defined by 3GPP and hence, for features defined in this document, the Vendor-Id AVP shall contain the vendor ID of 3GPP (10415). If there are multiple feature lists defined for the Rx reference point, the Feature-List-ID AVP shall differentiate those lists from one another. 

On receiving an initial request application message, the destination host shall act as defined in clause 7.2.1 of TS 29.229 [25]. The following exceptions apply to the initial and stateless AAR/AAA command pair: 

-
If the AF supporting post-Rel-7 Rx functionality is able to interoperate with a PCRF supporting Rel-7, the AAR shall include the features supported by the AF within Supported-Features AVP(s) with the ‘M’ bit cleared. Otherwise, the AAR shall include the supported features within the Supported-Features AVP(s) with the M-bit set.
NOTE 1:
One instance of Supported-Features AVP is needed per Feature-List-ID. 
-
If the AAR command does not contain any Supported-Features AVP(s) and the PCRF supports Rel-7 Rx functionality, the AAA command shall not include the Supported-Features AVP. In this case, both AF and PCRF shall behave as specified in the Rel-7 version of this document.

-
If the AAR command contains the Supported-Features AVP(s), the PCRF shall include the Supported-Features AVP(s) in the AAA command, with the ‘M’ bit cleared, indicating only the features that both the PCRF and AF support.
NOTE 2:
The client will always declare all features that are supported according to table 5.4.1.1. When more than one feature identifying a release is supported by both AF and PCRF, the AF will work according to the latest common supported release. 
Once the PCRF and AF have negotiated the set of supported features during session establishment, the set of common features shall be used during the lifetime of the Diameter session.
The table below defines the features applicable to the Rx interfaces for the feature list with a Feature-List-ID of 1. 

Table 5.4.1.1: Features of Feature-List-ID 1 used in Rx

	Feature bit
	Feature
	M/O
	Description

	0
	Rel8
	M
	This feature indicates the support of the base 3GPP Rel-8 functionality, including the AVPs and corresponding procedures supported by the base 3GPP Rel-7 Rx standard, but excluding those features represented by separate feature bits. AVPs introduced with this feature are marked with "Rel8" in Table 5.4.0.1

	1
	Rel9
	M
	This feature indicates the support of the base 3GPP Rel-9 functionality, including the AVPs and corresponding procedures supported by the Rel8 feature bit, but excluding those features represented by separate feature bits.

	2


	ProvAFsignalFlow
	O
	This indicates support for the feature of provisioning of AF signalling flow information as described in subclause 4.4.5a. If the PCRF supports this feature the AF may provision AF signalling flow information.

   NOTE:
This feature is used by the IMS Restoration Procedures to provide to the PDN-Gateway the address of the P-CSCF selected by the UE, refer to TS 23.380 [28]. 

	3
	SponsoredConnectivity
	O
	This feature indicates support for sponsored data connectivity feature. If the PCRF supports this feature, the AF may provide sponsored data connectivity to the subscriber.

	4
	Rel10
	M
	This feature indicates the support of the base 3GPP Rel-10 functionality, including the AVPs and corresponding procedures supported by the Rel8 and Rel9 feature bit, but excluding those features represented by separate feature bits. AVPs introduced with this feature are marked with "Rel10" in table 5.3.1.

	5
	NetLoc
	O
	This feature indicates the support of the Access Network Information Reporting.

	6
	ExtendedFilter
	O
	This feature indicates the support for the local (i.e. UE) address and mask being present in filters signalled between network and UE.

	7
	SCTimeBasedUM
	O
	This feature indicates support for sponsored data connectivity feature with time-based usage monitoring control required. If the PCRF supports this feature, the AF may provide time threshold for the usage monitoring control.

	8
	Netloc-Trusted-WLAN
	O
	This feature indicates the support for the Trusted WLAN access.It requires that NetLoc feature is also supported.

	9
	RAN-NAS-Cause
	O
	This feature indicates the support for the detailed release cause code information (NOTE 1) from the access network.

	10
	GroupComService
	O
	This feature indicates the support of Group Communication services as described in TS 23.468 [36] for unicast services.

	Feature bit: The order number of the bit within the Feature-List AVP where the least significant bit is assigned number "0".

Feature: A short name that can be used to refer to the bit and to the feature, e.g. "EPS".

M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O"). 

Description: A clear textual description of the feature.
NOTE 1:
In this release, the release cause code information from the access network can include RAN/NAS release cause(s).


Table 5.4.1.2: Features of Feature-List-ID 2 used in Rx

	Feature bit
	Feature
	M/O
	Description

	0
	PCSCF-Restoration-Enhancement
	O
	This feature indicates support of P-CSCF Restoration Enhancement. It is used for the PCRF and the P-CSCF to indicate if they support P-CSCF Restoration Enhancement.

	Feature bit: The order number of the bit within the Feature-List AVP where the least significant bit is assigned number "0".

Feature: A short name that can be used to refer to the bit and to the feature, e.g. "EPS".

M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O"). 

Description: A clear textual description of the feature.
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