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	Other comments:
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***** First change *****
5.y
UE-initiated PDN connectivity modification procedure
5.y.1
General

The purpose of the UE-initiated PDN connectivity modification procedure is for the UE to modify the PDN connectivity with protocol data (e.g. PCO, routing rule).
5.y.2
Procedure description
The UE shall initiate the PDN connectivity modification procedure by sending a PDN MODIFICATION REQUEST message to the UE, starting the timer T3586, and entering the state PDN MODIFICATION PENDING (see example in figure 5.y.2.1).
Editor’s note (WID: NBIFOM-CT, CR#0018): The definition of T3586 is FFS.
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Figure 5.y.2.1: UE-initiatd PDN connectivity modification procedure
5.x.3
PDN connectivity modification procedure accepted by the network
Upon receipt of the PDN MODIFICATION ACCEPT message, the UE shall stop the timer T3586.
5.y.4
PDN connectivity modification procedure not accepted by the network
Upon receipt of the PDN MODIFICATION REQUEST message, the network may reject the request from the UE by sending a PDN MODIFICATION REJECT message to the UE.
The PDN MODIFICATION REJECT message contains a cause that typically indicates one of the following cause values:
#31:
request rejected, unspecified; or
#95 – 111:
protocol errors.
5.y.5
Abnormal cases in the UE
Editor’s note (WID: NBIFOM-CT, CR#0018): It is FFS on description of abnormal cases in the UE after expiry of T3586.
5.y.6
Abnormal cases in the TWAG
Apart from the case described in subclause 5.1.3, no abnormal cases have been identified.
***** Next change *****
7.a
PDN modification request

7.a.1
Message definition
This message is sent by the network or the UE to initiate modification of a PDN connection. See table 7.a.1.1.

Message type:
PDN MODIFICATION REQUEST

Direction:


both
Table 7.a.1.1: PDN MODIFICATION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PDN modify request message identity
	Message type
8.2
	M
	V
	1

	
	Procedure transaction identity 
	Transaction identifier
8.3
	M
	V
	1

	
	PDN connection ID
	PDN connection ID
8.9
	M
	V
	1

	27
	Protocol configuration options
	Protocol configuration options
8.7
	O
	TLV
	3-253

	X
	NBIFOM container
	NBIFOM container
8.a
	O
	TLV
	x


7.a.2
Protocol configuration options
This IE is included in the message when the UE or the network wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the peer entity.
7.a.3
NBIFOM container
This IE is included in the message when the UE or the network wishes to update routing rule to the peer entity as specified in 3GPP TS 23.161 [x].
Editor’s note (WID:NBIFOM-CT, CR#0018): The length value x and the definition of the NBIFOM container IE is FFS.
7.b
PDN modification accept

7.b.1
Message definition

This message is sent by the network or the UE to acknowledge modification of a PDN connection. See table 7.b.1.1.

Message type:
PDN MODIFICATION ACCEPT

Direction:


both
Table 7.b.1.1: PDN MODIFICATION ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PDN connectivity accept message identity
	Message type8.2
	M
	V
	1

	
	Procedure transaction identity 
	Transaction identifier
8.3
	M
	V
	1

	
	PDN connection ID


	PDN connection ID
8.9
	M
	V
	1/2

	27
	Protocol configuration options
	Protocol configuration options
8.7
	O
	TLV
	3-253

	X
	NBIFOM container
	NBIFOM container
8.a
	O
	TLV
	x


7.b.2
Protocol configuration options
This IE is included in the message when the UE or the network wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the peer entity.
7.b.3
NBIFOM container
This IE is included in the message when the UE or the network wishes to indicate the routing rule handling result to the peer entity as specified in 3GPP TS 23.161 [x].
Editor’s note (WID:NBIFOM-CT, CR#0018): The length value x and the definition of the NBIFOM container IE is FFS.
***** Next change *****
7.c
PDN modification reject

7.c.1
Message definition

This message is sent by the network or the UE to reject to modify a PDN connection. See table 7.c.1.1.

Message type:
PDN MODIFICATION REJECT

Direction:


both
Table 7.c.1.1: PDN MODIFICATION REJECT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	PDN connectivity reject message identity
	Message type
8.2
	M
	V
	1

	
	Procedure transaction identity 
	Transaction identifier
8.3
	M
	V
	1

	
	PDN connection ID


	PDN connection ID
8.9
	M
	V
	1

	58
	Cause
	Cause
8.11
	M
	V
	1

	27
	Protocol configuration options
	Protocol configuration options
8.7
	O
	TLV
	3-253

	X
	NBIFOM container
	NBIFOM container
8.a
	O
	TLV
	x


7.c.2
Protocol configuration options
This IE is included in the message when the UE or the network wishes to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the UE.
7.c.3
NBIFOM container
This IE is included in the message when the UE or the network wishes to indicate the routing rule handling result to the peer entity as specified in 3GPP TS 23.161 [x].
Editor’s note (WID:NBIFOM-CT, CR#0018): The length value x and the definition of the NBIFOM container IE is FFS.
***** End of changes *****
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