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	Reason for change:
	From incoming LS C1-154112 (S2-153717), it is expressed the need to avoid VoLTE call setup failure when the UE is under weak LTE coverage (esp. indoor).
This is the case for a "Voice centric" UE registered in IMS for voice for which the failure to setup the resources for an IMS voice session (e.g. QCI-1 bearer rejected by the eNB) should trigger the UE to perform a new call attempt using the CS domain.

In this context, this CR proposes to define a possible agreement between the network and the UE to use the 500 error response without a Retry-After header field and with a check that the request comes from the P-CSCF as a request for a call establishment via CS domain.

	
	

	Summary of change:
	In L.5 section it is added a NOTE with an optional behavior based on network and UE agreement to define the 500 error response code to be sent by the network that would trigger a call establishment via CS domain after checking that this 500 response comes from the P-CSCF (using P-Asseterted-Identity).

	
	

	Consequences if not approved:
	Do not have a description of this optional possiblity will lead to miunderstanding between the network and the UEs and as a consequence, the user experience and the network optimization will not be satisfactory.
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***** Next change *****
L.5
Use of circuit-switched domain

There is no CS domain in this access technology.
NOTE 1:
If the UE sends an INVITE request including voice codecs which is not successful due to a failure from the lower layers indicating that access is barred for originating calls but not specific to CSFB (see 3GPP TS 24.301 [8J]) and if the CS domain is supported and available, the UE can attempt the voice call via the CS domain.

NOTE 2:
If the UE has sent an INVITE request including voice codecs, receives a 500 (Server Internal Error) response to this INVITE request containing no Retry-After header field, this response contains a P-Asserted-Identity header field with a value equal to the value of the last entry of the Path header field value received during registration and the UE is attached to both PS and CS domains, the UE can attempt the voice call via the CS domain, e.g. by initiating a service request for CS fallback (see 3GPP TS 24.301 [8J]).

***** Next change *****
