Page 1



3GPP TSG-CT1 Meeting #95
C1-154869
Anaheim, United States, 16th Nov 2015 - 20th Nov 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.301
	CR
	2263
	rev
	2
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to UE initiated release of bearer resources

	
	

	Source to WG:
	MediaTek Inc., Samsung

	Source to TSG:
	C1

	
	

	Work item code:
	TEI13
	
	Date:
	2015-11-20

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	If the UE send a Bearer Resource Modification Request to network in order to release all the resources in a bearer, the network would normally respond by initiating a deactivation procedure for the context, but the network sends Bearer Resource Modification Reject with cause #31. 

The current specification does not specify what would be the correct UE action in such a case which means after the rejection the UE may have a useless EPS bearer context that cannot be released.

It should be possible for the UE to locally release the EPS Bearer Context not in use. Furthermore, the UE should optionally allowed to initiate a TAU procedure to synchronize EPS Bearer Context states with the network.

	
	

	Summary of change:
	If the UE had initiated resource release for all the traffic flows for the bearer, it shall deactivate the EPS bearer context locally without peer-to-peer signalling between the UE and the MME and the UE may also initiate a TAU procedure in order to provide the EPS bearer context status to the MME to allow re-synchronization.

	
	

	Consequences if not approved:
	It remains unspecified whether the UE can locally release unnecessary bearer resources in case of unexpected reject from the network.
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***** Next change *****
6.5.4.5
Abnormal cases in the UE

The following abnormal cases can be identified:

a)
Expiry of timer T3481:


On the first expiry of the timer T3481, the UE shall resend the BEARER RESOURCE MODIFICATION REQUEST and shall reset and restart timer T3481. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3481, the UE shall abort the procedure, release the PTI allocated for this activation and enter the state PROCEDURE TRANSACTION INACTIVE. In addition, if the UE had initiated resource release for all the traffic flows for the bearer, it shall deactivate the EPS bearer context locally without peer-to-peer signalling between the UE and the MME. In order to synchronize the EPS bearer context status with the MME, on indication of "back to E-UTRAN coverage" from the lower layers, the UE shall send a TRACKING AREA UPDATE REQUEST message that includes the EPS bearer context status IE to the MME.

b)
Unknown EPS bearer context


Upon receipt of the BEARER RESOURCE MODIFICATION REJECT message including ESM cause #43 "invalid EPS bearer identity", the UE shall deactivate the existing EPS bearer context locally without peer-to-peer signalling between the UE and the MME.

c)
Collision of a UE requested bearer resource modification procedure and an EPS bearer context deactivation procedure.


When the UE receives a DEACTIVATE EPS BEARER CONTEXT REQUEST message during the bearer resource modification procedure, and the EPS bearer identity indicated in the DEACTIVATE EPS BEARER CONTEXT REQUEST message is a EPS bearer context the UE indicated in the UE requested bearer resource modification procedure, then the UE shall abort the UE requested bearer resource modification procedure and proceed with the EPS bearer context deactivation procedure.
d)
Rejection of a UE requested bearer resource modification procedure when the UE has initiated the procedure to release all traffic flows for the bearer

Upon receipt of a BEARER RESOURCE MODIFICATION REJECT message with ESM cause value #31 "request rejected, unspecified", if the UE had initiated resource release for all the traffic flows for the bearer, it shall deactivate the EPS bearer context locally without peer-to-peer signalling between the UE and the MME. In order to synchronize the EPS bearer context status with the MME, the UE may send a TRACKING AREA UPDATE REQUEST message that includes the EPS bearer context status IE to the MME.
