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	Reason for change:
	Present specification indicates that “If the MS deems that the network has failed the authentication check, then it shall request RR or RRC to release the RR connection and the PS signalling connection, if any, and bar the active cell or cells (see 3GPP TS 25.331 [23c] and 3GPP TS 44.018 [84]).” (see sub-clause 4.3.2.6.1).

However, it is not sufficient the reference to TS 25.331 as it’s in fact TS 25.304 on Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode which contains the information of how to treat an active cell as barred for cell (re-)selection procedure, e.g., quotes of TS 25.304:
“Barred Cell: A cell a UE is not allowed to camp on”
”[..]
-	If the UE is camping on another cell, the UE shall exclude the barred cell from the neighbouring cell list until the expiry of a time interval Tbarred. The time interval Tbarred is sent via system information in a barred cell together with Cell status information in the Cell Access Restriction IE.
-	If the UE does not select another cell, and the barred cell remains to be the "best" one, the UE shall after expiry of the time interval Tbarred again check whether the status of the barred cell has changed.
[..]”

	
	

	Summary of change:
	Reference to TS 25.304 is added.

	
	

	Consequences if not approved:
	Lack of reference to TS 25.304 remains which may result in implementers not knowing how to treat the active cell as barred for cell (re-)selection procedure.
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[bookmark: _Toc430935600][bookmark: _Toc430935736]***** Next change *****
[bookmark: _Toc430935707]4.3.2.6.1	MS behaviour towards a network that has failed the authentication procedure
If the MS deems that the network has failed the authentication check, then it shall request RR or RRC to release the RR connection and the PS signalling connection, if any, and bar the active cell or cells (see 3GPP TS 25.331 [23c], 3GPP TS 25.304 [98] and 3GPP TS 44.018 [84]). The MS shall start any retransmission timers (e.g. T3210, T3220 or T3230), if they were running and stopped when the MS received the first AUTHENTICATION REQUEST message containing an invalid MAC or invalid SQN, or no AUTN when a UMTS authentication challenge was expected.
