Page 1



3GPP TSG CT4 Meeting #70bis
C4-151795
Belgrade, Republic of Serbia; 12th – 16th October 2015
revision of C4-151622
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.008
	CR
	0468
	rev
	1
	Current version:
	12.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Allowed WAF and/or WWSF Identities

	
	

	Source to WG:
	Nokia Networks

	Source to TSG:
	CT4

	
	

	Work item code:
	TEI12, IMS_WebRTC
	
	Date:
	2015-10-14

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	To meet the requirements from TS 33.203 annex X, clause x.3.2.3 step 6 which reads:

"... the HSS further includes a list of WAF and WWSF identities (if available), ... allowed for this IMS subscription."

	
	

	Summary of change:
	Add Allowed WAF and/or WWSF Identity List as permanent data conditionally stored in HSS and S-CSCF.

	
	

	Consequences if not approved:
	Requirement from TS 33.203 not met.

	
	

	Clauses affected:
	3.xx (new), 3xx.1 (new), 5.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

3.xx
Data related to WebRTC
3.xx.1
Allowed WAF and/or WWSF Identity List
An Allowed WAF or WWSF Identity identifies a WebRTC Authentication Function or WebRTC Web Server Function the subscription is allowed to use. See 3GPP TS 33.203 [49]. Multiple WAF or WWSF identities may be stored within the Allowed WAF and/or WWSF Identity List.
The Allowed WAF and/or WWSF Identity List is permanent data stored in the HSS and in the S-CSCF.
* * * Next Change * * * *

5.3
IP Multimedia Service Data Storage

Table 5.3: Overview of IMS subscriber data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	IM-SSF
	AS
	TYPE

	Service Centre Address
	2.4.23
	C
	-
	-
	C
	P

	Private User Identity
	3.1.1
	M
	M
	-
	-
	P

	Public User Identity
	3.1.2
	M
	M
	-
	-
	P

	Barring Indication
	3.1.3
	M
	M
	-
	-
	P

	List of authorized visited network identifiers
	3.1.4
	M
	-
	-
	-
	P

	Services related to Unregistered State
	3.1.5
	M
	-
	-
	-
	P

	Implicitly registered Public User Identity sets
	3.1.6
	C
	C
	-
	-
	P

	Default Public User Identity indicator
	3.1.7
	C
	-
	-
	-
	P

	Display Name
	3.1.9
	C
	C
	-
	-
	P

	Alias Public User Identities Set
	3.1.10
	C
	C
	-
	-
	P

	Loose-Route Indication
	3.1.11
	C
	C
	-
	-
	P

	Service Priority Level
	3.1.12
	C
	C
	-
	-
	P

	Extended Priority
	3.1.13
	C
	C
	-
	-
	P

	Reference Location Information
	3.1.14
	C
	C
	-
	-
	P

	Priviledged-Sender Indication
	3.1.15
	C
	C
	-
	-
	P

	Additional MSISDN
	3.1.16
	C
	-
	-
	C
	P

	Registration Status
	3.2.1
	M
	-
	-
	-
	T

	S-CSCF Name
	3.2.2
	M
	-
	-
	-
	T

	Diameter Client Identity of S-CSCF
	3.2.3
	M
	-
	-
	-
	T

	Diameter Server Identity of HSS
	3.2.4
	-
	M
	-
	C
	T

	UNRI
	3.2.5
	C
	-
	-
	C
	T

	UNRR
	3.2.6
	C
	-
	-
	-
	T

	S-CSCF Restoration Information
	3.2.7
	C
	C
	-
	-
	T

	Maximum Number Of Allowed Simultaneous Registrations
	3.2.8
	C
	C
	-
	-
	P

	RAND, XRES, CK, IK and AUTN
	3.3.1
	M
	C
	-
	-
	T

	Digest Nonce
	3.3.2.1
	-
	C
	-
	-
	T

	Digest HA1
	3.3.2.2
	C
	C
	-
	-
	P

	Digest Nextnonce
	3.3.2.3
	-
	C
	-
	-
	T

	Authentication Pending Flag
	3.3.2.5
	C
	-
	-
	-
	T

	Line Identifier List
	3.3.3.1
	C
	C
	-
	-
	P

	Server Capabilities
	3.4.1
	C
	-
	-
	-
	P

	S-CSCF Reassignment Pending Flag
	3.4.2
	C
	-
	-
	-
	T

	Initial Filter Criteria
	3.5.2
	C
	C
	-
	-
	P

	Application Server Information
	3.5.3
	C
	C
	-
	-
	P

	Service Indication
	3.5.4
	M
	-
	-
	M
	P

	Shared iFC Set Identifier
	3.5.5
	C
	C
	-
	
	P

	Transparent Data
	3.5.6
	C
	-
	-
	C
	T

	Application Server Identity List
	3.5.7
	C
	-
	-
	-
	T

	Subscribed Media Profile Identifier
	3.6.1
	C
	C
	-
	-
	P

	List of Subscribed Communication Service Identifiers
	3.6.2
	M
	C
	-
	C
	P

	Primary Event Charging Function Name
	3.7.1
	C Note 1
	C
	-
	-
	P

	Secondary Event Charging Function Name
	3.7.2
	C
	C
	-
	-
	P

	Primary Charging Collection Function Name
	3.7.3
	C Note 1
	C
	-
	-
	P

	Secondary Charging Collection Function Name
	3.7.4
	C
	C
	-
	-
	P

	O-IM-CSI
	3.8.1
	C
	-
	C
	-
	P

	VT-IM-CSI
	3.8.2
	C
	-
	C
	-
	P

	D-IM-CSI
	3.8.3
	C
	-
	C
	-
	P

	GsmSCF address for IM CSI
	3.8.4
	C
	-
	-
	-
	P

	IM-SSF address for IM CSI
	3.8.5
	C
	-
	-
	-
	T

	IMS Service Level Trace Information
	3.9.1
	C
	C
	-
	C
	T

	Allowed WAF and/or WWSF Identity List
	3.xx.1
	C
	C
	-
	-
	P

	Note 1: At least one of these Primary Charging Function Names shall be mandatorily provisioned in the HSS.


Table 5.3A: Overview of PSI user data used for IP Multimedia services

	PARAMETER
	Subclause
	HSS
	S-CSCF
	IM-SSF
	AS
	TYPE

	Private Service Identity
	3.1.2A
	M
	M
	-
	-
	P

	Public Service Identity
	3.1.2B
	M
	M
	-
	 M
	P

	Services related to Unregistered State
	3.1.5
	M
	-
	-
	-
	P

	PSI Activation State
	3.1.8
	M
	-
	-
	M
	T

	Display Name
	3.1.9
	C
	C
	-
	-
	P

	Registration Status
	3.2.1
	M
	-
	-
	-
	T

	S-CSCF Name 
	3.2.2
	C
	-
	-
	-
	T

	AS Name
	3.2.2A
	C
	-
	-
	-
	P

	Diameter Client Identity of S-CSCF
	3.2.3
	M
	-
	-
	-
	T

	Diameter Server Identity of HSS
	3.2.4
	-
	M
	-
	C
	T

	Server Capabilities
	3.4.1
	C
	-
	-
	-
	P

	Initial Filter Criteria
	3.5.2
	C
	C
	-
	-
	P

	Application Server Information
	3.5.3
	C
	C
	-
	-
	P

	Service Indication
	3.5.4
	M
	-
	-
	M
	P

	Shared iFC Set Identifier
	3.5.5
	C
	C
	-
	-
	P

	Transparent Data
	3.5.6
	C
	
	-
	C
	T

	Subscribed Media Profile Identifier
	3.6.1
	C
	C
	-
	-
	P

	Primary Event Charging Function Name
	3.7.1
	C Note 1
	C
	-
	-
	P

	Secondary Event Charging Function Name
	3.7.2
	C
	C
	-
	-
	P

	Primary Charging Collection Function Name
	3.7.3
	C Note 1
	C
	-
	-
	P

	Secondary Charging Collection Function Name
	3.7.4
	C
	C
	-
	-
	P

	Note 1: At least one of these Primary Charging Function Names shall be mandatorily provisioned in the HSS.


* * * End of Change * * * *

