Page 1



3GPP TSG CT4 Meeting #71
C4-152102
Anaheim, USA; 16th – 20th November 2015
was C4-151836

	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.230
	CR
	0477
	rev
	3
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Commands and codes for Np protocol

	
	

	Source to WG:
	ZTE, Ericsson

	Source to TSG:
	CT4

	
	

	Work item code:
	UPCON-DOTCON-CT
	
	Date:
	2015-11-16

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	TS 29.217 has been approved by CT plenary. The Diameter Command Code(s) and Diameter AVP Code(s) need to be allocated for the Np.

	
	

	Summary of change:
	· Add Diameter Commands for Np protocol

· Add Diameter AVPs for Np protocol
Rev 3:

  -  Correct spelling of “OctetString”

	
	

	Consequences if not approved:
	No support for Np application

	
	

	Clauses affected:
	5.1, 7.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

5.1
Command codes allocated for 3GPP

Based on the IETF RFC 3589 [10] the IANA has allocated a standard command code range 300 ‑ 313 for 3GPP. The command codes are presented in the following table. 

Table 5.1/1: Command code values allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	300
	User-Authorization-Request/-Answer
	UAR/UAA
	29.229 [2]

	301
	Server-Assignment-Request/-Answer
	SAR/SAA
	

	302
	Location-Info-Request/-Answer
	LIR/LIA
	

	303
	Multimedia-Auth-Request/-Answer
	MAR/MAA
	

	304
	Registration-Termination-Request/-Answer
	RTR/RTA
	

	305
	Push-Profile-Request/-Answer
	PPR/PPA
	

	306
	User-Data-Request/-Answer
	UDR/UDA
	29.329 [4]

	307
	Profile-Update-Request/-Answer
	PUR/PUA
	

	308
	Subscribe-Notifications-Request/-Answer
	SNR/SNA
	

	309
	Push-Notification-Request/-Answer
	PNR/PNA
	

	310
	Boostrapping-Info-Request/Answer
	BIR/BIA
	29.109 [7]

	311
	Message-Process-Request/Answer
	MPR/MPA
	29.140 [16]

	312
	GBAPush-Info-Request/Answer
	GPR/GPI
	29.109 [7]


Editor's Note: 
The following command codes have been allocated to 3GPP, but they have not been used yet.

Table 5.1/2: Command codes allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	313
	
	
	


As defined in the IETF RFC 5516 [23]. IANA has allocated the following command code values for the S6a/S6d interface application and S13/S13’ interface  application.
Table 5.1/3: SAE related Standard Command code valuess allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	316
	Update-Location-Request/Answer
	ULR/ULA
	29.272 [21]

	317
	Cancel-Location-Request/Answer
	CLR/CLA
	

	318
	Authentication- Information -Request/Answer
	AIR/AIA
	

	319
	Insert Subscriber Data-Request/Answer
	IDR/IDA
	

	320
	Delete-Subscriber-Data-Request/Answer
	DSR/DSA
	

	321
	Purge-UE-Request/Answer
	PUR/PUA 
	

	322
	Reset-Request/Answer
	RSR/RSA
	

	323
	Notify-Request/Answer
	NOR/NOA
	

	324
	ME-Identity-Check-Request/Answer
	ECR/ECA
	


Besides the standard command code values allocated for 3GPP, IANA has allocated the following vendor-specific command code values for 3GPP vendor-specific Diameter applications:

Table 5.1/4: Vendor-specific command codes allocated for 3GPP

	Command code value
	Command name
	Abbreviation
	Specified in 3GPP TS

	8388620
	Provide-Location-Request/Answer
	PLR/PLA
	29.172 [24]

	8388621
	Location-Report-Request/Answer
	LRR/LRA
	

	8388622
	LCS-Routing-Info-Request/Answer
	RIR/RIA
	29.173 [25]

	8388635
	Spending-Limit-Request/Answer
	SLR/SLA
	29.219 [26]

	8388636
	Spending-Status-Notification-Request/Answer
	SNR/SNA
	

	8388637
	TDF-Session-Request/Answer
	TSR/TSA
	29.212 [19]

	8388638
	Update-VCSG-Location-Request/Answer
	UVR/UVA
	29.272 [21]

	8388642
	Cancel-VCSG-Location-Request/Answer
	CVR/CVA
	

	8388639
	Device-Action-Request/Answer
	DAR/DAA
	29.368 [27]

	8388640
	Device-Notification-Request/Answer
	DNR/DNA
	

	8388641
	Subscriber-Information-Request/Answer
	SIR/SIA
	29.336 [28]

	xxxxxxx
	Configuration-Information-Request/Answer
	CIR/CIA
	29.336 [28]

	xxxxxx1
	Reporting-Information- Request/Answer
	RIR/RIA
	

	8388643
	Device-Trigger-Request/Answer
	DTR/DTA
	29.337 [29]

	8388644
	Delivery-Report-Request/Answer
	DRR/DRA
	

	8388645
	MO-Forward-Short-Message Request/Answer
	OFR/OFA
	29.338 [30]

	8388646
	MT-Forward-Short-Message Request/Answer
	TFR/TFA
	· 

	8388647
	 Send-Routing-Info-for-SM-Request/Answer
	SRR/SRA
	· 

	8388648
	 Alert-Service-Centre-Request/Answer
	ALR/ALA
	· 

	8388649
	Report-SM-Delivery-Status-Request/Answer
	RDR/RDA
	· 

	8388656
	Trigger-Establishment-Request/Answer
	TER/TEA
	29.215 [30]

	8388662
	GCS-Action-Request/Answer
	GAR/GAA
	29.468 [31]

	8388663
	GCS-Notification-Request/Answer
	GNR/GNA
	

	8388664
	ProSe-Subscriber-Information-Request/Answer
	PIR/PIA
	29.344 [33]

	8388665
	Update-ProSe-Subscriber-Data-Request/Answer
	UPR/UPA
	

	8388666
	ProSe-Notify-Request/Answer
	PNR/PNA
	

	8388713
	ProSe-Initial-Location-Information-Request/Answer
	PSR/PSA
	

	8388668
	ProSe-Authorization-Request/Answer
	PAR/PAA
	29.345 [34]

	8388669
	ProSe-Discovery-Request/Answer
	PDR/PDA
	

	8388670
	ProSe-Match-Request/Answer
	PMR/PMA
	

	8388671
	ProSe-Match-Report-Info-Request/Answer
	PIR/PIA
	

	8388672
	ProSe-Proximity-Request/Answer
	PRR/PRA
	

	8388673
	ProSe-Location-Update-Request/Answer
	PLR/PLA
	

	8388674
	ProSe-Alert-Request/Answer
	ALR/ALA
	

	8388675
	ProSe-Cancellation-Request/Answer
	RPR/RPA
	

	8388676
	ProXimity-Action-Request/Answer
	PXR/PXA
	29.343 [32]

	8388720
	Non-Aggregated-RUCI-Report-Request/Answer
	NRR/NRA
	29.217 [35]

	8388721
	Aggregated-RUCI-Report-Request/Answer
	ARR/ARA
	

	8388722
	Modify-Uecontext-Request/Answer
	MUR/MUA
	


* * * Second Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	*********part of table not shown for clarity********

	3836
	MIC
	OctetString
	29.345 [34]

	3837
	UTC-based-Counter
	Unsigned32
	

	3838
	ProSe-Match-Refresh-Timer
	Unsigned32
	

	Note: The AVP codes from 3839 to 3899 are reserved for TS 29.345.

	yy00
	Aggregated-Congestion-Info
	Grouped
	 29.217 [35]

	yy01
	Aggregated-RUCI-Report
	Grouped
	

	yy02
	Congestion-Level-Definition
	Grouped
	

	yy03
	Congestion-Level-Range
	Unsigned32
	

	yy04
	Congestion-Level-Set-Id
	Unsigned32
	

	yy05
	Congestion-Level-Value
	Unsigned32
	

	yy06
	Congestion-Location-Id
	Grouped
	

	yy07
	Conditional-Restriction
	Unsigned32
	

	yy08
	eNodeB-Id
	OctetString
	

	yy09
	IMSI-List
	OctetString
	

	yy10
	RCAF-Id
	DiameterIdentity
	

	yy11
	Reporting-Restriction
	Unsigned32
	

	yy12
	RUCI-Action
	Unsigned32
	

	Note: The AVP codes from yy13 to yy99 are reserved for TS 29.217.


