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* * * *1st Change * * * *
3.1
Definitions
For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply:
Application detection filter: A logic used to detect packets generated by an application based on extended inspection of these packets, e.g., header and/or payload information, as well as dynamics of packet flows. The logic is entirely internal to a TDF or a PCEF enhanced with ADC, and is out of scope of this specification.
Application identifier: An identifier, referring to a specific application detection filter.
ADC decision: A decision consists of references to ADC rules, associated enforcement actions (for dynamic ADC rules) and TDF session attributes and is provided by the PCRF to the TDF for application detection and control.

ADC rule: A set of information enabling the detection of application traffic and associated enforcement actions. ADC rules are directly provisioned into the TDF and referenced by the PCRF.
Detected application traffic: An aggregate set of packet flows that are generated by a given application and detected by an application detection filter.
IP-CAN bearer: IP transmission path of defined capacity, delay and bit error rate, etc.
See 3GPP TR 21.905 [1] for the definition of bearer.

IP-CAN session: association between a UE and an IP network.
The association is identified by one or more UE Ipv4 addresses/ and/or Ipv6 prefix together with a UE identity information, if available, and a PDN represented by a PDN ID (e.g. an APN). An IP-CAN session incorporates one or more IP-CAN bearers. Support for multiple IP-CAN bearers per IP-CAN session is IP-CAN specific. An IP-CAN session exists as long as the related UE Ipv4 address and/or Ipv6 prefix are assigned and announced to the IP network.
IP flow: unidirectional flow of IP packets with the same source IP address and port number and the same destination IP address and port number and the same transport protocol.
Port numbers are only applicable if used by the transport protocol.
Gateway Control Session: An association between a BBERF and a PCRF (when GTP is not used in the EPC), used for transferring access specific parameters, BBERF events and QoS rules between the PCRF and BBERF. In the context of this specification this is implemented by use of the Gxx procedures.

GC1 signalling: Signalling between the GCS AS and the application client on the UE over the GC1 reference point as defined in 3GPP TS 23.468 [50].

Monitoring key: Identifies a usage monitoring control instance.
Multi-access IP-CAN session: An IP-CAN session whose traffic can be routed over either a 3GPP access or a WLAN access or both. Each IP flow is routed at any single time only over one access.
TDF session: An association between an IP-CAN session and the assigned TDF for the purpose of application detection and control by the PCRF. The association is identified by one UE Ipv4 address and/or Ipv6 prefix together with optionally a PDN represented by a PDN ID and a set of ADC rules to be applied by the TDF.
Usage monitoring control instance: the monitoring and reporting of the usage threshold for input, output or total data volume or time of usage for the IP-CAN session/TDF session or the service data flows/application's traffic associated with the same monitoring key.
Presence Reporting Area: An area defined within 3GPP Packet Domain for the purposes of reporting of UE presence within that area due to policy control and/or charging reasons. There are two types of Presence Reporting Area: "UE-dedicated Presence Reporting Area", and "Core Network pre-configured Presence Reporting Area". 
RAN user plane congestion: RAN user plane congestion occurs when the demand for RAN resources exceeds the available RAN capacity to deliver the user data for a prolonged period of time.
Service data flow: An aggregate set of packet flows carried through the PCEF that matches a service data flow template (from 3GPP TS 23.203 [7]).

Service data flow filter: a set of packet flow header parameter values/ranges used to identify one or more of the packet flows (from 3GPP TS 23.203 [7]).
Service data flow template: The set of service data flow filters in a PCC rule or an application identifier in a PCC rule referring to an application detection filter, required for defining a service data flow (from 3GPP TS 23.203 [7]).
(S)Gi-LAN: The network infrastructure connected to the 3GPP network over the SGi or Gi reference point that provides various IP-based services.

(S)Gi-LAN service function: A function located in the (S)Gi-LAN that provides value-added IP-based services e.g. NAT, anti-malware, parental control, DDoS protection.
* * * *2nd Change * * * *
4.4.1
PCRF
The PCRF (Policy Control and Charging Rules Function) is a functional element that encompasses policy control decision and flow based charging control functionalities. These 2 functionalities are the heritage of the release 6 logical entities PDF and CRF respectively. The PCRF provides network control regarding the service data flow detection, gating, QoS and flow based charging (except credit management) towards the PCEF. The PCRF receives session and media related information from the AF and informs AF of traffic plane events.

The PCRF shall provision PCC Rules to the PCEF via the Gx reference point. Particularities for the Gxx reference point are specified in clause 4a.4.1. Particularities for the Sd reference point are specified in clause 4b.4.1.
If IP flow mobility applies, the PCRF shall, based on IP flow mobility routing rules received from the PCEF, provide the authorized PCC/QoS rules to the applicable BBF.
If NBIFOM applies, the PCRF takes the decisions as described in subclause 4.5.25.1.1.





The PCRF PCC Rule decisions may be based on one or more of the following:

-
Information obtained from the AF via the Rx reference point, e.g. the session, media and subscriber related information.

-
Information obtained from the PCEF via the Gx reference point, e.g. IP-CAN bearer attributes, request type, subscriber related information, IP flow mobility routing rules (if IP flow mobility is supported), NBIFOM routing rule (if NBIFOM is supported) and detected application's traffic information, if the PCEF supports Application Detection and Control feature.

-
Information obtained from the SPR via the Sp reference point, e.g. subscriber and service related data.
-
Information obtained from the TDF via the Sd reference point, e.g. report on application's traffic detection start/stop.
NOTE 1:
The details associated with the Sp reference point are not specified in this Release. The SPR's relation to existing subscriber databases is not specified in this Release.

-
Information obtained from the BBERF via the Gxx reference point.

-
Own PCRF pre-configured information.

If the information from the PCEF contains traffic mapping information not matching any service data flow filter known to the PCRF, and the PCRF allows the UE to request enhanced QoS for services not known to the PCRF, the PCRF shall add this traffic mapping information as service data flow filters to the corresponding authorized PCC Rule. The PCRF may wildcard missing filter parameters, e.g. missing uplink TFT address and port information in case of GPRS.
The PCRF shall report events to the AF via the Rx reference point.
The PCRF shall inform the PCEF through the use of PCC rules on the treatment of each service data flow that is under PCC control, in accordance with the PCRF policy decisions.

The PCRF shall be able to select the bearer control mode that will apply for the IP-CAN session and provide it to the PCEF via the Gx reference point.

Upon subscription to loss of AF signalling bearer notifications by the AF, the PCRF shall request the PCEF to notify the PCRF of the loss of resources associated to the PCC Rules corresponding with AF Signalling IP Flows, if this has not been requested previously.
If permitted by the subscriber's profile configuration received from the SPR, the PCRF may invoke the application's traffic detection and control at the PCEF supporting Application Detection and Control feature, by providing the corresponding PCC Rules.
The PCRF may use one or more pieces of information defined in the clause as input for the selection of traffic steering policies used to control the steering of the subscriber's traffic to appropriate (S)Gi-LAN service functions.

NOTE 2:
In order to allow the PCRF to select and provision an application based traffic steering policy, the reporting of detected applications to the PCRF or any other information defined in this clause can be used.

* * * *3rd Change * * * *
4.4.2
PCEF

The PCEF (Policy and Charging Enforcement Function) is the functional element that encompasses policy enforcement and flow based charging functionalities. These 2 functionalities are the heritage of the release 6 logical entities PEP and TPF respectively. This functional entity is located at the Gateway (e.g. GGSN in the GPRS case, P-GW in the EPS case and PDG in the WLAN case). It provides control over the user plane traffic handling at the Gateway and its QoS, and provides service data flow detection and counting as well as online and offline charging interactions.

For a service data flow that is under policy control the PCEF shall allow the service data flow to pass through the Gateway if and only if the corresponding gate is open.

For a service data flow that is under charging control the PCEF shall allow the service data flow to pass through the Gateway if and only if there is a corresponding active PCC rule and, for online charging, the OCS has authorized the applicable credit with that Charging key. The PCEF may let a service data flow pass through the Gateway during the course of the credit re-authorization procedure.

If requested by the PCRF, the PCEF shall report to the PCRF when the status of the related service data flow changes. This procedure can be used to monitor an IP-CAN bearer dedicated for AF signalling traffic.
In case the SDF is tunnelled at the BBERF, the PCEF shall inform the PCRF about the mobility protocol tunnelling header of the service data flows at IP-CAN session establishment or IP-CAN session modification when the tunnelling header information is changed.
If requested by PCRF, a PCEF, which supports Application Detection and Control feature, shall:

-
Perform application's traffic detection and control.
-
Report the detected application's traffic start/stop events to the PCRF along with TDF application instance identifier and service data flow descriptions when service data flow descriptions are deducible.
A PCEF shall ensure that an IP packet, which is discarded at the PCEF as a result of PCC rule enforcement, is neither reported for offline charging nor cause credit consumption for online charging.
If requested by the PCRF, a PCEF, which supports policy provisioning and enforcement of authorized QoS for service data flows that share resources, shall:

-
For PCC rules bound to the same bearer perform resource sharing among PCC rules marked for resource sharing.
When the PCRF provides a traffic steering policy identifier(s) in a PCC rule, the PCEF shall behave as specified in clause 6.2.2.6 of 3GPP TS 23.203 [7].
If NBIFOM applies, the PCEF takes the actions as described in subclause 4.5.25.1.2.
* * * *4th Change * * * *
4.5.16
Requesting Usage Monitoring Control 

The PCRF may indicate, via the Gx reference point, the need to apply monitoring control for the accumulated usage of network resources on an IP-CAN session basis. Usage is defined as volume or time of user plane traffic. Monitoring for traffic volume and traffic time can be performed in parallel. The data collection for usage monitoring control shall be performed per monitoring key, which may apply for a single service data flow, a set of service data flows or for all the traffic in an IP-CAN session. If the usage monitoring of an IP-CAN session level is enabled, the PCRF may request the PCEF to exclude a single service data flow or a set of service data flows from the usage monitoring of IP-CAN session level.
If the PCRF requests usage monitoring control and if at this time, the PCRF is not subscribed to the "USAGE_REPORT" Event-Trigger, the PCRF shall include the Event-Trigger AVP, set to the value "USAGE_REPORT", in a CC-Answer or RA-Request. The PCRF shall not remove the "USAGE_REPORT" Event-Trigger AVP while usage monitoring is still active in the PCEF.
At IP-CAN session establishment and modification, the PCRF may provide the applicable thresholds, volume threshold, time threshold or both volume threshold and time threshold, for usage monitoring control to the PCEF, together with the respective monitoring keys. To provide the initial threshold for one or more monitoring key(s), the PCRF may include the threshold in either RA-Request or in the response of a CC-Request initiated by the PCEF.
During the IP-CAN session establishment, the PCRF may receive information about total allowed usage per PDN and UE from the SPR, i.e. the overall amount of allowed traffic volume and/or time of usage that are to be monitored per PDN and UE and/or total allowed usage for Monitoring key(s) per PDN and UE. In addition, if NBIFOM applies for an IP-CAN session, the PCRF may receive the information about total allowed usage per access type from SPR. 

NOTE:
The details associated with the Sp reference point are not specified in this Release.
In order to provide the applicable threshold for usage monitoring control, the PCRF shall include a Usage-Monitoring-Information AVP per monitoring key. The threshold level shall be provided in its Granted-Service-Unit AVP. Threshold levels may be defined for:

-
the total volume only; or

-
the uplink volume only; or

-
the downlink volume only; or

-
the uplink and downlink volume; or
-
the time.

The PCRF shall provide the applicable volume threshold(s) in the CC-Total-Octets, CC-Input-Octets or CC-Output-Octets AVPs and/or time threshold in the CC-Time AVP of the Granted-Service-Unit AVP. The monitoring key shall be provided in the Monitoring-Key AVP. The PCRF may provide multiple usage monitoring control instances. The PCRF shall indicate if the usage monitoring instance applies to the IP-CAN session or to one or more PCC rules. For this purpose, the Usage-Monitoring-Level AVP may be provided with a value respectively set to SESSION_LEVEL or PCC_RULE_LEVEL. The PCRF may provide one usage monitoring control instance applicable at IP-CAN session level and one or more usage monitoring instances applicable at PCC Rule level. If the IP-CAN level usage monitoring is enabled and if the service data flow(s) need to be excluded from IP-CAN session level usage monitoring, the PCRF shall provide an indication of exclusion from session level monitoring associated with the respective PCC rule(s) by including the Monitoring-Flags AVP with the bit 0 set in the corresponding Charging-Rule-Install AVP when the PCRF installs or updates the PCC rule(s). If the exclusion is enabled, the PCRF may disable the exclusion again by including the Monitoring-Flags AVP with the bit 0 not set in the corresponding Charging-Rule-Install AVP.
The PCRF may provide a Monitoring-Time AVP to the PCEF for the monitoring keys(s) in order to receive reports for the accumulated usage before and after the monitoring time occurs within the report triggered by the events defined in 4.5.17.1-4.5.17.5. In such a case, there may be two instances of Granted-Service-Unit AVP within Usage-Monitoring-Information AVP per monitoring key. One of them indicates the threshold levels before the monitoring time occurs, and the other one, which includes Monitoring-Time AVP, indicates the subsequent threshold levels after the monitoring time occurs. The detailed functionality in such a case is defined by 4.5.17.6.
If the PCRF wishes to modify the threshold level for one or more monitoring keys, the PCRF shall provide the thresholds for all the different levels applicable to the corresponding monitoring key(s).
If the PCRF wishes to modify the monitoring key for the session level usage monitoring instance, it shall disable the existing session level monitoring usage instance following the procedures defined in 4.5.17.3 and shall provide a new session level usage monitoring instance following the procedures defined in this clause. The PCRF may enable the new session level usage monitoring instance and disable the existing session level usage monitoring instance in the same command.

When the accumulated usage is reported in a CCR command, the PCRF shall indicate to the PCEF if usage monitoring shall continue for that IP-CAN session, usage monitoring key, or both as follows:

-
If monitoring shall continue for specific level(s), the PCRF shall provide the new thresholds for the level(s) in the CC-Answer using the same AVP as before (CC-Total-Octets, CC-Input-Octets, CC-Output-Octets AVP or CC-Time AVP within the Granted-Service-Unit AVP);
-
otherwise, if the PCRF wishes to stop monitoring for specific level(s) the PCRF shall not include an updated threshold in the CCA command for the stopped level(s) i.e. the corresponding CC-Total-Octets, CC-Input-Octets, CC-Output-Octets or CC-Time AVPs shall not be included within Granted-Service-Units AVP.

If both volume and time thresholds were provided and the threshold for one of the measurements is reached, the PCEF shall report this event to the PCRF and the accumulated usage since last report shall be reported for both measurements.
When usage monitoring is enabled, the PCRF may request the PCEF to report accumulated usage for one or more enabled monitoring keys regardless if a usage threshold has been reached by sending to the PCEF within the Usage-Monitoring-Information AVP the Usage-Monitoring-Report AVP set to the value USAGE_MONITORING_REPORT_REQUIRED. The PCRF shall only require PCEF to report accumulated usage for one or more monitoring keys in a CC-Answer when the PCEF has not provided accumulated usage in the CC-Request for the same monitoring key(s).
To specify the usage monitoring key for which usage is requested the PCRF shall include the usage monitoring key within the Monitoring-Key AVP within the Usage-Monitoring-Information AVP. To request usage be reported for all enabled usage monitoring keys the PCRF shall omit the Monitoring-Key.

The PCRF shall process the usage reports and shall perform the actions as appropriate for each report.
* * * *5th Change * * * *
4.5.25.1.1
PCRF procedures
The PCRF takes the following decisions:

-
The PCRF shall decide whether NBIFOM applies to the IP-CAN session.

-
The PCRF shall decide which NBIFOM mode applies to the IP-CAN session.

-
The PCRF shall decide the default NBIFOM access that applies to the IP-CAN session.

-
In UE-initiated mode or in network-initiated mode when UE requested IP flow mapping, the PCRF shall authorize the NBIFOM routing rules received from the PCEF based on user subscription and operator's policy and determine the allowed access type for the PCC rule when the PCC rule is installed.

-
The PCRF shall determine the allowed access type for the PCC rule when the PCC rule is installed in the Network-initiated mode.

* * * *6th Change * * * *
4.5.25.1.2
PCEF procedures

The PCEF takes the following actions:

-
PCEF shall negotiate the support of NBIFOM and of the NBIFOM mode with the PCRF when the UE requests PDN connectivity over the first access. 

-
PCEF shall negotiate the support of NBIFOM and of the default access for NBIFOM with the PCRF when the UE requests PDN connectivity over an additional access. 
-
PCEF shall derive the NBIFOM routing rules transfered via the Gx interface based on the NBIFOM routing rules or IP flow mapping carried via the GTP signalling.

-
In a multi access IP-CAN session, PCEF shall associate the PCC rules to the allowed access within the IP-CAN session. The allowed access may be either explicitly included in the PCC Rule or the default NBIFOM access for the traffic on the IP-CAN session.

-
PCEF shall associate the PCC rules to an IP-CAN bearer within the allowed access by performing the bearer binding.

-
PCEF shall derive the NBFOM routing rules transfered via the GTP signalling based on the received PCC rules from the PCRF.

-
The PCEF may provide the user location information and RAT type for each allowed access type:

-
Route the IP flow(s) by using the routing access information which is part of the NBIFOM routing rules.

* * * *7th Change * * * *
4.5.25.2.2
Addition of an access

When the PCEF receives both a handover request and an NBIFOM indication from the UE as defined in 3GPP TS 29.274 [22], the PCEF shall send a CCR command to the PCRF, to:

-
Notify the PCRF about the addition of an access to the IP-CAN session by including the Event-Trigger AVP set to the value ADDITION_OF_ ACCESS and the IP-CAN-Type AVP and the RAT-Type AVP set to the value of this access.

-
If the UE-initiated NBIFOM mode was selected at IP-CAN session establishment the notification contains also the default NBIFOM access selected by the UE by including the type of default access within the Default-Access AVP.

-
Notify the PCRF with the NBIFOM routing rules if the PCEF received the NBIFOM routing rule from the UE by including the NBIFOM routing rule within the Routing-Rule-Install AVP if UE-initiated NBIFOM mode was selected at IP-CAN session establishment.

The PCRF shall take following policy decisions and send the CCA command to the PCEF:

-
The PCRF shall reject the addition of the access if the multi-access PDN connection would correspond to an invalid combination of IP-CAN and RAT Types or is not allowed by the subscription by including the result code set to value DIAMETER_ERROR_NBIFOM_NOT_AUTHORIZED (XXXX).

NOTE:
In this release of the specification the only allowed combination corresponds to the UE using a 3GPP access and a WLAN access.

-
If the network-initiated NBIFOM mode was selected at IP-CAN session establishment, the PCRF shall indicate the default NBIFOM access to the PCEF by including the type of default access within the Default-Access AVP.

-
If the UE-initiated NBIFOM mode was selected at IP-CAN session establishment, the PCRF shall verify whether the default NBIFOM access provided by the UE complies with the subscription. The PCRF shall indicate the default NBIFOM access by including the type of default access within the Default-Access AVP.

-
In UE-initiated NBIFOM mode, the PCEF may notify the PCRF about the NBIFOM routing rules. The PCRF may reject NBIFOM Routing Rules received from the UE by including the Routing-Rule-Report AVP with the rejected NBIFOM routing rule identifier within the Routing-Rule-Identifier AVP and the Routing-Rule-Failure-Code AVP set to the corresponding value. Otherwise the PCRF determines the impacted PCC rules and provides or modifies these PCC rules by including the PCC rules within the Charging-Rule-Install AVP.


* * * *End of Change * * * *
