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	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.011
	44
	5
	Rel-13
	SMS with no combined attach for CIoT device
	B
	13.0.0
	C1-96
	C1-161533
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Huawei, HiSilicon, ZTE
	CIoT-CT
	2.5A
	TS/TR 23.401 CR 2951 (SA2)

	24.301
	2345
	1
	Rel-13
	Enhacements to the tracking area updating procedure for CIoT
	B
	13.4.0
	C1-96
	C1-161190
	Huawei, HiSilicon, Intel
	CIoT-CT
	5.5.3.2.2, 5.5.3.2.4, 5.5.3.3.2, 8.2.29.19
	TS 23.401 CR2959 (SA2)

	24.301
	2340
	2
	Rel-13
	Enhancement on detach procedure for CIoT
	C
	13.4.0
	C1-96
	C1-161464
	Huawei, HiSilicon, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Intel
	CIoT-CT
	3.1, 5.1.2, 5.5.2.1, 5.5.2.2.2, 5.5.2.3.1, 5.5.2.3.2, 5.6.2.2.2, 6.4.2.4, 6.4.3.4, 6.4.4.4, 6.4.4.6, 6.5.3.4.1, 6.5.4.4.1, B.1
	TS 23.401 ... CR#2951... (SA2)

	24.301
	2341
	2
	Rel-13
	Enhancement on PDN connection/disconnect trigger for CIoT
	C
	13.4.0
	C1-96
	C1-161466
	Huawei, HiSilicon, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Intel
	CIoT-CT
	6.5.1.1, 6.5.2.1
	TS23.401 ... CR#2942 (SA2)

	24.301
	2347
	2
	Rel-13
	Paging for MT-SMS when the UE is EPS attached
	B
	13.4.0
	C1-96
	C1-161526
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Huawei, HiSilicon, ZTE
	CIoT-CT
	5.6.2.4
	TS 23.401 CR 2951 (SA2)

	24.301
	2344
	2
	Rel-13
	Introduction of ROHC
	B
	13.4.0
	C1-96
	C1-161528
	Huawei, HiSilicon, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Intel
	CIoT-CT
	2, (new) 6.2A, 6.5.1.2, 6.5.1.3, 8.3.6.1, (new) 8.3.6.14, (new) 8.3.6.14, 8.3.20.1, (new) 8.3.20.7, (new) 9.9.4.21, (new) 9.9.4.22
	TS 23.401 CR 2942, 2951 (SA2)

	24.301
	2295
	5
	Rel-13
	Support of CIoT EPS optimization
	B
	13.4.0
	C1-96
	C1-161532
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	CIoT-CT
	1, 3.1, 3.2, 5.3.x
	TS 23.401 CR 2941 TS 23.401 CR 2951 (SA2)

	24.301
	2343
	3
	Rel-13
	Addition of User Plane EPS optimization
	B
	13.4.0
	C1-96
	C1-161534
	Ericsson
	CIoT-CT
	3.1, 5.3.1.xa (new), Annex D
	TS 23.401 CR 2930 (SA2)

	24.301
	2321
	6
	Rel-13
	Enhacements to the EPS attach procedure for CIoT
	B
	13.4.0
	C1-96
	C1-161548
	Huawei, HiSilicon, Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon, Intel
	CIoT-CT
	4.2, 5.5.1.1, 5.5.1.2.2, 5.5.1.2.4, 5.5.1.2.5, 6.2.2, 6.5.1.2, 8.2.1.1, 8.2.1.11, 8.2.4.12, 8.2.4.13, 9.9.3.0A, 9.9.3.0B 9.9.3.34, 9.9.4.10
	TS 23.401 CR2951 (SA2)

	24.301
	2348
	2
	Rel-13
	Downlink data delivery when the UE is in power saving mode
	B
	13.4.0
	C1-96
	C1-161527
	Alcatel-Lucent, Alcatel-Lucent Shanghai Bell, Verizon
	CIoT-CT, eDRX-CT
	5.6.2.1, 5.6.2.2.1.1
	TS 23.401 CR 2942 (SA2)


