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*** 1st Change ***

4.5.25.2.2
Addition of an access

When the PCEF receives both a handover request and an NBIFOM indication from the UE as defined in 3GPP TS 29.274 [22], the PCEF shall send a CCR command to the PCRF, to:

-
Notify the PCRF about the addition of an access to the IP-CAN session by including the Event-Trigger AVP set to the value ADDITION_OF_ ACCESS and the IP-CAN-Type AVP and the RAT-Type AVP set to the value of this access.

-
If the UE-initiated NBIFOM mode was selected at IP-CAN session establishment the notification contains also the default NBIFOM access selected by the UE by including the type of default access within the Default-Access AVP.

-
Notify the PCRF with the NBIFOM routing rules if the PCEF received the NBIFOM routing rule from the UE by including the NBIFOM routing rule within the Routing-Rule-Install AVP if UE-initiated NBIFOM mode was selected at IP-CAN session establishment.

The PCRF shall take following policy decisions and send the CCA command to the PCEF:

-
The PCRF shall reject the addition of the access if the multi-access PDN connection would correspond to an invalid combination of IP-CAN and RAT Types or is not allowed by the subscription by including the result code set to value DIAMETER_ERROR_NBIFOM_NOT_AUTHORIZED (5149).

NOTE:
In this release of the specification the only allowed combination corresponds to the UE using a 3GPP access and a WLAN access.

-
If the network-initiated NBIFOM mode was selected at IP-CAN session establishment, the PCRF shall indicate the default NBIFOM access to the PCEF by including the type of default access within the Default-Access AVP.

-
If the UE-initiated NBIFOM mode was selected at IP-CAN session establishment, the PCRF shall verify whether the default NBIFOM access provided by the UE complies with the subscription. The PCRF shall indicate the default NBIFOM access by including the type of default access within the Default-Access AVP.

-
In UE-initiated NBIFOM mode, the PCEF may notify the PCRF about the NBIFOM routing rules. The PCRF may reject NBIFOM Routing Rules received from the UE by including the Routing-Rule-Report AVP with the rejected NBIFOM routing rule identifier within the Routing-Rule-Identifier AVP and the Routing-Rule-Failure-Code AVP set to the corresponding value. Otherwise the PCRF determines the impacted PCC rules and provides or modifies these PCC rules by including the PCC rules within the Charging-Rule-Install AVP.

*** End of Changes ***
