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* * * First Change * * * *

5.7.3
Detailed Behaviour of the SCEF

When the SCEF receives a Connection Management Request from the MME or the IWK-SCEF, the SCEF shall, in the following order:

-
check that the User Identity exists in the SCEF. If not, Experimental-Result shall be set to DIAMETER_ERROR_USER_UNKNOWN in the Connection Management Answer;

-
check that the T6a connection action indicates a T6a connection establishment, a T6a connection release or a T6a connection update. If not, the Experimental-Result shall be set to DIAMETER_ERROR_OPERATION_NOT_ALLOWED in the Connection Management Answer; 
-
if the T6a connection action indicates a T6a connection establishment:

-
check whether a valid NIDD configuration exists for the UE at the SCEF. If not, Experimental-Result shall be set to DIAMETER_ERROR_NIDD_CONFIGURATION_NOT_AVAILABLE in the Connection Management Answer;

-
create an EPS bearer context;
-
store the MME Address in the EPS bearer context. If successful, Result shall be set to DIAMETER_SUCCESS in the Connection Management Answer;

-
if the T6a connection action indicates a T6a connection release:

-
 check whether, for this user and the received EPS bearer ID, a T6a connection context exists. If not, Experimental-Result shall be set to DIAMETER_ERROR_ INVALID_EPS_BEARER in the Connection Management Answer.

-
Delete the T6a connection context at the SCEF. If successful, Result code shall be set to DIAMETER_SUCCESS in the Connection Management Answer.

* * * End of Changes * * * *

