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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	23.007
	0338
	2
	Rel-13
	PGW restoration in NBIFOM case
	F
	13.4.0
	C4-162240
	Huawei
	NBIFOM-CT
	1.1, 17.1A.1
	

	23.380
	0086
	3
	Rel-13
	P-CSCF restoration for NBIFOM PDN connections
	F
	13.2.0
	C1-162252
	Qualcomm Incorporated
	NBIFOM-CT
	5.7.2, 5.7.3
	

	29.230
	0552
	1
	Rel-13
	3GPP specific AVP for NBIFOM
	F
	13.4.0
	C4-163175
	Huawei
	NBIFOM-CT
	7.1
	

	29.230
	0553
	1
	Rel-14
	3GPP specific AVP for NBIFOM
	A
	14.0.0
	C4-163176
	Huawei
	NBIFOM-CT
	7.1
	

	29.273
	0458
	-
	Rel-13
	Removal of NBIFOM reference
	F
	13.3.0
	C4-163044
	ZTE
	NBIFOM-CT
	2, 3.2
	

	29.274
	1716
	3
	Rel-13
	Handling of NW-initiated session/bearer release for NB-IFOM connections
	F
	13.5.0
	C4-162253
	Qualcomm Incorporated
	NBIFOM-CT
	2, 7.2.9.1, 7.2.9.2, 8.12
	

	29.274
	1725
	2
	Rel-13
	Clarification of the Relay Identity included in TWAN Identifier
	F
	13.5.0
	C4-163262
	SHARP, Orange
	TEI13, SaMOG
	8.100
	

	29.274
	1729
	2
	Rel-13
	NBIFOM support indication during inter-PLMN mobility
	F
	13.5.0
	C4-163295
	ZTE
	NBIFOM-CT
	7.2.1, 7.2.7
	23.161-0021



	29.274
	1741
	1
	Rel-13
	Cause value "Multiple accesses to a PDN connection not allowed" in NW-initiated PDN disconnection procedure
	F
	13.5.0
	C4-163179
	ZTE
	NBIFOM-CT
	7.2.9.2, 8.4
	23.161-0021




