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*** 1st Change ***

4.5.20
Sponsored Data Connectivity

Sponsored data connectivity may be performed for service data flows associated with one or more PCC rules if the information about the sponsor, the application service provider and optionally the threshold values are provided by the AF and if the AF has not indicated to disable/not enable sponsored data connectivity as described in 3GPP TS 29.214 [10] clauses 4.4.1 and 4.4.2.

The provisioning of sponsored data connectivity per PCC rule shall be performed using the PCC rule provisioning procedure. The sponsor identity shall be set using the Sponsor-Identity AVP within the Charging-Rule-Definition AVP of the PCC rule. The application service provider identity shall be set using the Application-Service-Provider-Identity AVP within the Charging-Rule-Definition AVP of the PCC rule. Sponsor-Identity AVP and Application-Service-Provider-Identity AVP shall be included if the Reporting-Level AVP is set to the value SPONSORED_CONNECTIVITY_LEVEL.
When the AF disables sponsoring a service (See 3GPP TS 29.214 [10] clause 4.4.2), the PCRF shall modify the PCC rule in order to set the Reporting-Level AVP to SERVICE_IDENTIFIER_LEVEL or RATING_GROUP_LEVEL.

When receiving the usage thresholds from the AF, the PCRF shall use the sponsor identity to generate a monitoring key and request usage monitoring control for the monitoring key by following the procedures specified in subclauses 4.5.2.5 and 4.5.16.
*** End of Changes ***

