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	*** First Change ***


9.9.3.0A
Additional update result

The purpose of the Additional update result information element is to provide additional information about the result of a combined attach procedure or a combined tracking area updating procedure.

The Additional update result information element is coded as shown in figure 9.9.3.0A.1 and table 9.9.3.0A.1.

The Additional update result is a type 1 information element.
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	Additional update result IEI
	NNB-CIoT
	Additional update result value
	Octet 1


Figure 9.9.3.0A.1: Additional update result information element

Table 9.9.3.0A.1: Additional update result information element
	Additional update result value (octet 1)

	

	Bits

	2
	1
	

	0
	0
	no additional information

	0
	1
	CS Fallback not preferred

	1
	0
	SMS only

	1
	1
	reserved

	

	Negotiated CIoT network behaviour (NNB-CIoT) (octet 1)

	

	4
	3
	

	0
	0
	no additional information

	0
	1
	control-plane CIoT EPS optimization

	1
	0
	user-plane EPS optimization

	1
	1
	reserved

	


	*** Next Change ***


9.9.3.0B
Additional update type

The purpose of the Additional update type information element is to provide additional information about the type of request for a attach or a tracking area updating procedure.

The Additional update type information element is coded as shown in figure 9.9.3.0B.1 and table 9.9.3.0B.1.

The Additional update type is a type 1 information element.
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	Additional update type

IEI
	PNB-CIoT
	0

Spare
	AUTV
	octet 1


Figure 9.9.3.0B.1: Additional update type information element

Table 9.9.3.0B.1: Additional update type information element

	Additional update type value (AUTV) (octet 1)

	

	Bit

	1
	

	0
	no additional information. If received it shall be interpreted as request for combined attach or combined tracking area updating.

	1
	SMS only

	

	Preferred CIoT network behaviour (PNB-CIoT) (octet 1)

	

	Bit

	4
	3
	

	0
	0
	no additional information

	0
	1
	control-plane CIoT EPS optimization

	1
	0
	user-plane EPS optimization

	1
	1
	reserved

	

	Bit 2 of octet 1 is spare and shall be coded as zero.

	


	*** End Change ***


