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	Reason for change:
	TS 24.334 currently contains the following Editor’s notes with RAN2 dependencies:

1)  In subclause 5.1.3:
Editor’s note (WI: eProSe-Ext-CT, CR#0182): Whether provisioned radio resources for one-to-one communication when not served by E-UTRAN are defined in 3GPP TS 36.331 is to be confirmed by RAN2 WG.

2)  In subclause 10A.2.12.3:

Editor's note [WI: eProSe-Ext-CT, CR#0199]: the lower layer behaviors related to relay selection are to be specified by RAN2 WG in 3GPP TS 36.300 and 3GPP TS 36.331. 

RAN2 specification TS 36.331 v13.1.0 includes text on provisioned resources pool for commmunication (common to one-to-many and one-to-one communication) in subclauses 5.10.4 and 9.3.2:
5.10.4
Sidelink communication transmission

(…)

2>
else (i.e. out of coverage on sidelink carrier):

3>
if priorityList is included for the entries of preconfigComm in SL-Preconfiguration defined in 9.3:

4>
configure lower layers to transmit the sidelink control information and the corresponding data using the one or more pools of resources indicated preconfigComm i.e. indicate all entries of this field to lower layers and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;

3>
else:

4>
configure lower layers to transmit the sidelink control information and the corresponding data using the pool of resources that were preconfigured i.e. indicated by the first entry in preconfigComm in SL-Preconfiguration defined in 9.3 and in accordance with the timing of the selected SyncRef UE, or if the UE does not have a selected SyncRef UE, based on the UEs own timing;

9.3.2
Pre-configurable parameters

This ASN.1 segment is the start of the E‑UTRA definitions of pre-configured sidelink parameters.

NOTE 1:
Upper layers are assumed to provide a set of pre-configured parameters that are valid at the current UE location if any, see TS 24.334 [69, 10.2].

(…)
SL-Preconfiguration

The IE SL-Preconfiguration includes the sidelink pre-configured parameters.

SL-Preconfiguration information elements
-- ASN1START

SL-Preconfiguration-r12 ::=

SEQUENCE {


preconfigGeneral-r12



SL-PreconfigGeneral-r12,


preconfigSync-r12




SL-PreconfigSync-r12,


preconfigComm-r12




SL-PreconfigCommPoolList4-r12,


...,


[[
preconfigComm-v13x0



SEQUENCE {




commRxPoolList-r13


SL-PreconfigCommRxPoolList-r13,




commTxPoolList-r13


SL-PreconfigCommTxPoolList-r13

OPTIONAL



}

















OPTIONAL,

Based on this text, the Editor’s note in 1) above can be removed.

TS 36.300 v13.3.0 includes a procedure for PC5 radio measurements for relay selection and reselection in subclause 23.10.4:

23.10.4
Sidelink Communication via ProSe UE-to-Network Relay
(…)
The Remote UE performs radio measurements at PC5 interface and uses them for ProSe UE-to-Network Relay selection and reselection along with higher layer criterion [62]. A ProSe UE-to-Network Relay is considered suitable in terms of radio criteria if the PC5 link quality exceeds configured threshold (pre-configured or provided by eNB). The Remote UE selects the ProSe UE-to-Network Relay, which satisfies higher layer criterion and has best PC5 link quality among all suitable ProSe UE-to-Network Relays.

The Remote UE triggers ProSe UE-to-Network Relay reselection when:

-
PC5 signal strength of current ProSe UE-to-Network Relay is below configured signal strength threshold;

-
It receives a layer-2 link release message (upper layer message) [62] from ProSe UE-to-Network Relay.
And TS 36.331 v13.3.1 also includes a procedure for relay selection and reselection in subclause 5.10.11.4:

5.10.11.4
Selection and reselection of sidelink relay UE

A UE capable of sidelink remote UE operation that is configured by upper layers to search for a sidelink relay UE shall…
Based on these additions to TS 36.300 and TS 36.331, the Editor’s note in 2) above can be removed.

	
	

	Summary of change:
	1)  The Editor’s note stating that “Whether provisioned radio resources for one-to-one communication when not served by E-UTRAN are defined in 3GPP TS 36.331 is to be confirmed by RAN2 WG“ in subclause 5.1.3 was removed.

2)  The Editor’s note stating that “the lower layer behaviors related to relay selection are to be specified by RAN2 WG in 3GPP TS 36.300 and 3GPP TS 36.331“ in subclause 10A.2.12.3 was removed.
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***** First change *****
5.1.3
Service authorisation from ProSe Function

The UE shall initiate the service authorisation procedure to the ProSe Function of the HPLMN:

a)
when the UE receives a request from upper layer to perform open ProSe direct discovery announcing or monitoring, restricted ProSe direct discovery model A announcing or monitoring, restricted ProSe direct discovery model B discoverer operation or discoveree operation, or direct communication and has no valid service authorisation;

b)
when the UE is performing open ProSe direct discovery announcing or monitoring, restricted ProSe direct discovery model A announcing or monitoring, restricted ProSe direct discovery model B discoverer operation or discoveree operation, or direct communication and changes its registered PLMN to a PLMN which is not included in the list of PLMNs in which the UE is authorised to perform the corresponding service, and the request from upper layer to perform the corresponding service is still in place in the new registered PLMN;

c)
when timer T4005 associated with a valid service authorisation policy expires and the request from upper layer to perform open ProSe direct discovery announcing or monitoring, restricted ProSe direct discovery model A announcing or monitoring, restricted ProSe direct discovery model B discoverer operation or discoveree operation, or direct communication in the corresponding PLMN is still in place; or
d)
when timer T4015 associated with a ProSe Discovery UE ID expires and the request from upper layer to perform restricted ProSe direct discovery model A announcing or monitoring, restricted ProSe direct discovery model B discoverer operation or discoveree operation is still in place.
NOTE 1:
In order to ensure continuity of ProSe direct discovery service or ProSe direct communication service, the UE can request service authorisation from the ProSe Function of the HPLMN before the timer T4005 associated with a service authorisation policy in a PLMN expires or the timer 4015 associated with a ProSe Discovery UE ID expires.

The UE shall obtain the service authorisation from the ProSe Function of the HPLMN over the PC3 interface by requesting the ProSe Direct Services Provisioning Management Object or the ProSe Public Safety Direct Services Provisioning MO as specified in 3GPP TS 24.333 [9]. The UE waits for an implementation dependent time for an answer from the ProSe Function. If the ProSe Function does not respond within that time, the UE may retry the service authorisation procedure. The number of retries performed by the UE is implementation dependent. Unless the UE receives a response from the ProSe function for service authorisation, the UE shall not consider that the request has been authorised.
The ProSe direct discovery service authorisation from the ProSe Function of the HPLMN may include:

a)
the PLMNs in which the UE is authorised to perform open ProSe direct discovery monitoring, and for each PLMN a timer T4005 indicating for how long the monitoring authorisation policy in that PLMN is valid;
b)
the PLMNs in which the UE is authorised to perform open ProSe direct discovery announcing , and for each PLMN, it indicates:

1)
a timer T4005 indicating for how long the announcing authorisation policy in that PLMN is valid; and

2)
the authorised announcing range (short/medium/long).
c)
void;

d)
void;
e)
void;

f)
void;
g)
the PLMNs in which the UE is authorised to perform restricted ProSe direct discovery model A monitoring, and for each PLMN a timer T4005 indicating for how long the monitoring authorisation policy in that PLMN is valid;
h)
the PLMNs in which the UE is authorised to perform restricted ProSe direct discovery model A announcing , and for each PLMN, it indicates:

1)
a timer T4005 indicating for how long the announcing authorisation policy in that PLMN is valid; and

2)
the authorised announcing range (short/medium/long).
i)
the PLMNs in which the UE is authorised to perform restricted ProSe direct discovery model B discoverer operation, and for each PLMN, it indicates:

1)
a timer T4005 indicating for how long the discoverer operation authorisation policy in that PLMN is valid; and

2)
the authorised discoverer operation range (short/medium/long).
j)
the PLMNs in which the UE is authorised to perform restricted ProSe direct discovery model B discoveree operation, and for each PLMN, it indicates:
1)
a timer T4005 indicating for how long the discoveree operation authorisation policy in that PLMN is valid; and

2)
the authorised discoveree operation range (short/medium/long).
k)
the ProSe Discovery UE ID assigned to the UE for restricted ProSe direct discovery with an associated timer T4015 indicating for how long this ProSe Discovery UE ID is valid.
The ProSe direct discovery for public safety use service authorisation from the ProSe Function of the HPLMN may include:

a)
the PLMNs in which the UE is authorised to perform ProSe direct discovery for public safety use announcing, and for each PLMN, a timer T4005 indicating for how long the authorisation policy for that operation is valid;

b)
whether the UE is authorised to perform ProSe direct discovery for public safety use announcing when the UE is not served by E-UTRAN;

c)
the PLMNs in which the UE is authorised to perform ProSe direct discovery for public safety use monitoring, and for each PLMN, a timer T4005 indicating for how long the authorisation policy for that operation is valid;

d)
whether the UE is authorised to perform ProSe direct discovery for public safety use monitoring when the UE is not served by E-UTRAN;

e)
the PLMNs in which the UE is authorised to perform ProSe direct discovery for public safety use discoverer operation, and for each PLMN, a timer T4005 indicating for how long the authorisation policy for that operation is valid;

f)
whether the UE is authorised to perform ProSe direct discovery for public safety use discoverer operation when the UE is not served by E-UTRAN;

g)
the PLMNs in which the UE is authorised to perform ProSe direct discovery for public safety use discoveree operation, and for each PLMN, a timer T4005 indicating for how long the authorisation policy for that operation is valid;

h)
whether the UE is authorised to perform ProSe direct discovery for public safety use discoveree operation when the UE is not served by E-UTRAN; and

i)
the radio parameters to be used for ProSe direct discovery for public safety use when not served by E-UTRAN and the geographical area(s) in which the UE is allowed to use these radio parameters.

The ProSe direct discovery for public safety use service authorisation from the ProSe Function of the HPLMN may include the following parameters related to ProSe UE-to-network relaying:

a)
the User Info ID for the UE-to-network relay discovery;

b)
the PLMNs in which the UE is authorised to act as a UE-to-network relay when the UE is served by E-UTRAN, and for each PLMN, a timer T4005 indicating for how long the authorisation policy for that operation is valid;

c)
for each connectivity service provided by a UE-to-network relay:

1)
the Relay Service Code identifying the connectivity service;

2)
optionally the PDN type to be used for the relayed traffic of the connectivity service. If the PDN type is not provisioned, the IPv4v6 is used for the relayed traffic of the connectivity service;

3)
optionally the APN to be used for the relayed traffic of the connectivity service. If the APN is not provisioned, the default APN is used for the relayed traffic of the connectivity service;

4)
the ProSe Relay UE ID; and

5)
the address of the ProSe Key Management Function that the UE shall use to obtain security contents;

d)
the PLMNs in which the UE is authorised to act as a remote UE towards a UE-to-network relay when the UE is served by E-UTRAN, and for each PLMN, a timer T4005 indicating for how long the authorisation policy for that operation is valid;

e)
whether the UE is authorised to act as a remote UE towards a UE-to-network relay when the UE is not served by E-UTRAN;

f)
for each connectivity service authorised to be accessed by the remote UE:

1)
the Relay Service Code identifying the connectivity service;

2)
the IP version(s) to be used for the traffic of the connectivity service;

3)
optionally the User Info ID of the UE-to-network relay providing the connectivity service; and

4)
the address of the ProSe Key Management Function that the UE shall use to obtain security contents; and

g)
mapping rules between the QCI of EPS bearer and the ProSe Per-Packet Priority for downlink unicast traffic relayed over the PC5 interface.

The ProSe direct discovery for public service use service authorisation from the ProSe Function of the HPLMN may include the following parameters related to group member discovery, for each application layer group:

a)
the User Info ID for the group member discovery;

b)
the Discovery Group ID identifying the discovery group;
c)
the Application Layer Group ID identifying an application layer group that the UE belongs to; and

d)
the address of the ProSe Key Management Function that the UE shall use to obtain security contents.
The one-to-many ProSe direct communication service authorisation from the ProSe Function of the HPLMN may include:

a)
whether the UE is authorised to perform one-to-many ProSe direct communication when not served by E-UTRAN;

b)
the radio parameters to be used for one-to-many ProSe direct communication when not served by E-UTRAN as defined in 3GPP TS 36.331 [12] and the geographical area(s) in which the UE is allowed to use these radio parameters;

c)
the PLMNs in which the UE is authorised to perform one-to-many ProSe direct communication when served by E-UTRAN, and for each PLMN a timer T4005 indicating for how long the one-to-many direct communication authorisation policy in that PLMN is valid; and

d)
the one-to-many ProSe Direct communication policy parameters, consisting of, for each application layer group:
1)
the ProSe Layer-2 Group ID;

2)
the ProSe Group IP multicast address;

3)
whether the UE should use IPv4 or IPv6 for that group;

4)
an IPv4 address to be used by the UE as a source address in case IPv4 is used;

5)
the address of the ProSe Key Management Function that the UE shall use to obtain group-related security contents; and

6)
the Application Layer Group ID identifying an application layer group that the UE belongs to; and

e)
the usage information reporting configuration, including:
1)
the address of the server to which the UE shall upload the usage information reports;

2)
the collection period;

3)
the reporting window;

4)
whether or not the UE shall report the Group Parameters in the usage information;

5)
whether or not the UE shall report the time stamps of the first transmission/reception during the collection period in the usage information;

6)
whether or not the UE shall report the amount of data transmitted during the collection period in the usage information, and whether with location information;

7)
whether or not the UE shall report the amount of data received during the collection period in the usage information, and whether with location information;

8)
whether or not the UE shall report the time stamps when it went in and out of E-UTRAN coverage during the collection period in the usage information;

9)
whether or not the UE shall report the list of locations of the UE when in E-UTRAN coverage during the reporting period in the usage information; and

10)
whether or not the UE shall report the radio parameters used for ProSe direct communication (i.e. indicator of which radio resources used and radio frequency used) during the reporting period in the usage information.

The one-to-one ProSe direct communication service authorisation from the ProSe Function of the HPLMN may include:

a)
whether the UE is authorised to perform one-to-one ProSe direct communication when not served by E-UTRAN;

b)
the radio parameters to be used for one-to-one ProSe direct communication when not served by E-UTRAN as defined in 3GPP TS 36.331 [12] and the geographical area(s) in which the UE is allowed to use these radio parameters;

c)
the PLMNs in which the UE is authorised to perform one-to-one ProSe direct communication when served by E-UTRAN, and for each PLMN a timer T4005 indicating for how long the one-to-one direct communication authorisation policy in that PLMN is valid; and

d)
the one-to-one ProSe direct communication policy parameters, consisting of, for each application layer group:
1)
the Layer 2 ID used for unicast communication;

2)
the ProSe Per-Packet Priority value for PC5 signalling messages;

3)
the address of the Key Management Server that the UE shall use to obtain security contents; and

4)
the Application Layer Group ID identifying an application layer group that the UE belongs to.

NOTE 2:
Neither ProSe direct discovery announcing nor ProSe communication operation is applicable to local PLMNs.
The ProSe Function of the HPLMN is allowed to take the serving PLMN of the UE into account when including the authorised PLMNs in the service authorisation to the UE.

The UE shall start the timer(s) T4005 with the values included in this service authorisation. The UE shall consider that an authorisation policy is valid in the associated PLMN until the corresponding the timer T4005 expires or is stopped.

***** Next change *****
10A.2.12.3
UE-to-network relay selection procedure completion

If there exists only one ProSe UE-to-network relay candidate satisfying the conditions in subclause 10A.2.12.2, then that ProSe UE-to-network relay UE is selected. If there exist more than one ProSe UE-to-network relay candidate satisfying the conditions in subclause 10A.2.12.2, any relay candidates not satisfying the non-radio related ProSe layer criteria shall be discarded, and out of the remaining relay candidates, the relay candidate with the highest ranking of the lower layer criteria shall be selected. The UE may take the value of the Resource Status Indicator bit of the Status Indicator parameter of the PC5_DISCOVERY message for UE-to-Network Relay Discovery Announcement or PC5_DISCOVERY message for UE-to-Network Relay Discovery Response into account when deciding which ProSe UE-to-network relay to select. It is up to the UE implementation whether the ProSe layer or the lower layers takes the final selection on which ProSe UE-to-network relay UE to select.


***** End of changes *****
