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	CT4 agreed C4-161374 adding the coding of the ProSe Application Code Prefix and Suffix into TS 23.003 at CT4#72 (February 2016) and the CR was approved at the March CT#71 Plenary.

Consequently, the Editor’s notes stating that “The coding of the ProSe Application Code Prefix needs to be specified in 3GPP TS 23.003 [4]“ and “The coding of the ProSe Application Code Suffix needs to be specified in 3GPP TS 23.003 [4]“ can be removed.

	
	

	Summary of change:
	The Editor’s notes stating that “The coding of the ProSe Application Code Prefix needs to be specified in 3GPP TS 23.003 [4]“ and “The coding of the ProSe Application Code Suffix needs to be specified in 3GPP TS 23.003 [4]“ were removed.
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***** First change *****
12.2.2.68
ProSe Application Code Prefix

This parameter is used to contain a ProSe Application Code Prefix. Its length indicates the size in bits of the allocated prefix, which can take any value that is a multiple of 8 in the 32 to 176 range.

NOTE:
The size of the prefix for a given application is determined by the ProSe Application Server and made known to the ProSe Function by means that are out of scope of 3GPP.

12.2.2.69
ProSe Application Code Suffix

This parameter is used to contain a ProSe Application Code Suffix. The ProSe Application Code Suffix is used with a ProSe Application Code Prefix to form a 184-bit ProSe Application Code for open ProSe direct discovery with application-controlled extension.

***** End of changes *****
