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***** First change *****
10A.2.11.2
Monitoring procedure for Relay Discovery Additional Information
The remote UE monitors Relay Discovery Additional Information:

a) until the TMGI_monitoring_refresh timer T4104 expires if the remote UE has requested the ProSe UE-to-network relay to start monitoring a specific TMGI availability by the PC5-S TMGI Monitoring Request message and received the PC5-S TMGI Monitoring Response message from the ProSe UE-to-network relay; or
b) until the ECGI_announcement_request_refresh timer T4106 expires if the remote UE has requested the ProSe UE-to-network relay to announce the ECGI of the cell serving the ProSe UE-to-network relay and received the PC5-S Cell ID Announcement Response message from the ProSe UE-to-network relay.
The UE may instruct the lower layers to start monitoring with an indication that the message is for relay discovery for public safety use if:
a)
a request from upper layers to monitor for Relay Discovery Additional Information is still in place; and either:
1)
the UE is currently authorised to perform ProSe direct discovery Model A monitoring in at least one PLMN if the UE is served by E-UTRAN;
2)
the UE is currently authorised to perform ProSe direct discovery Model A monitoring if the UE is not served by E-UTRAN; or
3)
the UE is:

-
in EMM-IDLE mode, in limited service state as specified in 3GPP TS 23.122 [24], and the reason for the UE being in limited service state is one of the following:

i)
the UE is unable to find a suitable cell in the selected PLMN as specified in 3GPP TS 36.304 [23];

ii)
the UE received an ATTACH REJECT message or a TRACKING AREA UPDATE REJECT message or a SERVICE REJECT message with the EMM cause #11 "PLMN not allowed" as specified in 3GPP TS 24.301 [11] or a LOCATION UPDATING REJECT message or a GPRS ATTACH REJECT message or ROUTING AREA UPDATE REJECT message or SERVICE REJECT message with cause #11 "PLMN not allowed" as specified in 3GPP TS 24.008 [30]; or

iii)
the UE received an ATTACH REJECT message or a TRACKING AREA UPDATE REJECT message or a SERVICE REJECT message with the EMM cause #7 "EPS services not allowed" as specified in 3GPP TS 24.301 [11] or a LOCATION UPDATING REJECT message or a GPRS ATTACH REJECT message or ROUTING AREA UPDATE REJECT message or SERVICE REJECT message with cause #7 "GPRS services not allowed" as specified in 3GPP TS 24.008 [30].
-
authorised to perform ProSe direct discovery Model A monitoring when the UE is not served by E-UTRAN as specified in clause 5, and:

i)
configured with the radio parameters to be used for ProSe direct discovery for public safety use when not served by E-UTRAN; or

ii)
the lower layers indicate that public safety discovery operation is supported; and

NOTE 1:
When the lower layers indicate that public safety discovery operation is supported, the serving cell broadcasts a common radio resources pool for public safety discovery reception and the UE can use this common radio resources pool while in limited service state.
If the UE is in EMM-CONNECTED mode, the monitoring UE shall also trigger the corresponding procedure in lower layers as specified in 3GPP TS 36.331 [12].
During the monitoring operation, if one of the above conditions is no longer met, the UE may instruct the lower layers to stop monitoring. When the UE stops monitoring, if the UE is in EMM-CONNECTED mode, the UE shall trigger the corresponding procedure in lower layers as specified in 3GPP TS 36.331 [12].
Upon reception of a PC5_DISCOVERY message for Relay Discovery Additional Information according to subclause 11.2.5.1, for the target Relay Service Code to be monitored, the UE shall use the associated DUSK, if configured, and the UTC-based counter obtained during the monitoring operation to unscramble the PC5_DISCOVERY message as described in 3GPP TS 33.303 [6]. Then, if a DUCK is configured, the UE shall use the DUCK and the UTC-based counter to decrypt the configured message-specific confidentiality protected portion, as described in 3GPP TS 33.303 [6]. Finally, if a DUIK is configured, the UE shall use the DUIK and UTC-based counter to verify the MIC field in the unscrambled PC5_DISCOVERY message for Relay Discovery Additional Information.
NOTE 2:
The use of an erroneous UTC-based counter for processing received PC5_DISCOVERY messages at the ProSe-enabled Public Safety UE can cause MIC check failure after DUIK is used for integrity check, and malformed contents after DUSK is used for unscrambling or DUCK is used for deciphering. How a ProSe-enabled Public Safety UE ensures the accuracy of the UTC-based counter is left to UE implementation.
Then, if:

-
the Relay Service Code parameter of the PC5_DISCOVERY message for Relay Discovery Additional Information is the same as the Relay Service Code parameter configured as specified in clause 5 for the connectivity service being monitored; and
-
the ProSe Relay UE ID parameter of the PC5_DISCOVERY message for Relay Discovery Additional Information is the same as the ProSe Relay UE ID parameter identifying the relay the remote UE intends to communicate with;

then the UE shall consider that the Relay Discovery Additional Information it intends to monitor has been discovered. In addition, the UE can measure the signal strength of the PC5_DISCOVERY message for Relay Discovery Additional Information for relay selection or reselection.
If the remote UE detects Relay Discovery Additional Information matched with the requested TMGI, then the remote UE starts to receive the MBMS traffic via the corresponding ProSe Layer-2 Group ID. When the ProSe-enabled public safety UE receives a PC5_DISCOVERY message for Relay Discovery Additional Information containing its interested TMGI, the UE may start to receive the MBMS traffic via the corresponding ProSe Layer-2 Group ID even if it does not have a PC5 link established with the ProSe UE-to-network relay or is not authorized to use a ProSe UE-to-network relay.
***** next changes *****
13.2
Timers of ProSe direct services procedures

Table 13.2.1: ProSe direct services timers – UE side

	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T4000
	NOTE 1
	Upon receiving a ProSe Application Code with an associated T4000 timer in a DISCOVERY_RESPONSE message whose transaction ID contained in the <response-announce> element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "announce", as described in subclause 6.2.2.4.
Upon receiving a ProSe Application Code with an associated T4000 timer in the Update Info in the <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.7.3.
	Upon receiving a new T4000 timer value for the same ProSe Application Code or receiving a new Timer associated with a new ProSe Application Code for the same ProSe Application ID in a DISCOVERY_RESPONSE message.

When the UE selects a new PLMN.
Upon receiving a <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.7.3.
	Stop announcing the associated ProSe Application Code over the PC5 interface and re-initiate the announce request procedure if the request from upper layers to announce the ProSe Application ID corresponding to the associated ProSe Application Code is still in place.

	T4002
	NOTE 2
	Upon receiving a Discovery Filter with an associated T4002 timer in a DISCOVERY_RESPONSE message whose transaction ID contained in the <response-monitor> element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "monitor", as described in subclause 6.2.3.4.
Upon receiving a Discovery Filter in the Update Info in the <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.7.3.
	Upon receiving a new T4002 timer value for the same Discovery Filter in a DISCOVERY_RESPONSE message.
Upon receiving a <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.7.3.
	Stop using the associated Discovery Filter for ProSe direct discovery monitoring over the PC5 interface and re-initiate the monitor request procedure, if the request from upper layers to monitor the ProSe Application ID corresponding to the associated Discovery Filter is still in place.

	T4004
	NOTE 3
	Upon receiving a T4004 timer in a MATCH_REPORT_ACK message whose transaction ID contained in the <match-ack> element matches the value sent by the UE in a MATCH_REPORT message, as described in subclause 6.2.4.4.
	Upon receiving a new T4004 timer value for the same ProSe Application Code in a MATCH_REPORT_ACK message. 

Upon receiving a MATCH_REPORT_ACK message with a <match-reject> element containing PC3 Control Protocol cause value is #5.
	The UE may inform the upper layers that the corresponding ProSe Application ID is no longer matched.

	T4005
	NOTE 4
	Upon receiving a monitoring, announcing, discoveree operation, discoverer operation or communication policy for a given PLMN with an associated T4005 value in the ProSe service authorisation as described in subclause 5.1.3.
	When the service authorisation for the corresponding PLMN is revoked by the ProSe Function.

Upon receiving a new T4005 timer value for the same operation (monitoring, announcing, discoveree operation, discoverer operation or communication) in the same PLMN.
	Stop the monitoring, announcing, discoveree, discoverer or communication operation in the corresponding PLMN and re-initiate the service authorisation procedure if the UE wants to continue performing announcing, monitoring, discoveree, discoverer or communication operation in that 
PLMN.

	T4006
	NOTE 3
	Upon receiving a T4006 timer in a MATCH_REPORT_ACK message whose transaction ID contained in the <match-ack> element matches the value sent by the UE in a MATCH_REPORT message, as described in subclause 6.2.4.4.
	Upon receiving a new T4006 timer value for the same ProSe Application Code in a MATCH_REPORT_ACK message.

When the corresponding T4004 timer for the ProSe Application Code is stopped or expires.
	The UE needs to

send a Match Report on next instance it detects the corresponding ProSe Application Code.

	T4007
	NOTE 5
	Upon receiving a ProSe Restricted Code or ProSe Restricted Code Prefix with an associated T4007 timer in a DISCOVERY_RESPONSE message whose transaction ID contained in the <restricted-announce-response> element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "announce" and the Discovery Type set to "Restrict discovery", as described in subclause 6.2.2A.4.
Upon receiving a ProSe Restricted Code with an associated T4007 timer in the Update Info in the <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.6.3.
	Upon receiving a new T4007 timer value for the same ProSe Restricted Code or ProSe Restricted Code Prefix, or upon receiving a new T4007 timer associated with a new ProSe Restricted Code or ProSe Restricted Code Prefix for the same RPAUID in a DISCOVERY_RESPONSE message.

When the UE selects a new PLMN.
Upon receiving a ProSe Restricted Code with an associated T4007 timer in the Update Info in the <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.6.3.
	Stop announcing the associated ProSe Restricted Code over the PC5 interface if the ProSe Restricted Code is already allocated; and re-initiate the announce request procedure if the request from upper layers to announce the RPAUID corresponding to the associated ProSe Restricted Code is still in place.

	T4009
	NOTE 6
	Upon receiving a Restricted Discovery Filter with an associated T4009 timer in a DISCOVERY_RESPONSE message whose transaction ID contained in the <restricted-monitor-response> element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "monitor" and the Discovery Type set to "Restrict discovery", as described in subclause 6.2.3A.4.
Upon receiving a Restricted Discovery Filter in the Update Info in the <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.6.2.
	Upon receiving one or more new T4009 timer values for the same discovery entry in a DISCOVERY_RESPONSE message.

Upon receiving a Restricted Discovery Filter in the Update Info in the <discovery-update-request> element in a DISCOVERY_UPDATE_REQUEST message and the Discovery Entry ID in the <discovery-update-request> element is known, as described in subclause 6.2.6.2.
	Stop using the associated Restricted Discovery Filter for restricted ProSe direct discovery monitoring over the PC5 interface and re-initiate the monitor request procedure, if the request from upper layers to monitor the corresponding discovery target is still in place.

	T4011
	NOTE 7
	Upon receiving a ProSe Response Code and Discovery Query Filters with an associated T4011 timer in a DISCOVERY_RESPONSE message whose transaction ID contained in the < restricted-discoveree-response > element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "response" and the Discovery Type set to "Restrict discovery", as described in subclause 6.2.2B.4.
	Upon receiving a new T4011 timer value for the same discovery entry in a DISCOVERY_RESPONSE message.

When the UE selects a new PLMN.
	Stop announcing the associated ProSe Response Code or monitoring with the associated Discovery Query Filter(s) over the PC5 interface and re-initiate the discoveree request procedure if the request from upper layers to announce the RPAUID in Model B is still in place.

	T4013
	NOTE 8
	Upon receiving a ProSe Query Code and Discovery Response Filters with an associated T4013 timer in a DISCOVERY_RESPONSE message whose transaction ID contained in the < restricted-discoverer-response > element matches the value sent by the UE in a DISCOVERY_REQUEST message with the command set to "query" and the Discovery Type set to "Restrict discovery", as described in subclause 6.2.3B.4.
	Upon receiving a new T4013 timer value for the same discovery entry in a DISCOVERY_RESPONSE message.


	Stop announcing the associated ProSe Query Code or monitoring with the associated Discovery Response Filter(s) over the PC5 interface and re-initiate the discoverer request procedure if the request from upper layers to query for the same targets in Model B is still in place.

	T4015
	NOTE 4
	Upon receiving a ProSe Discovery UE ID with an associated T4015 value in the ProSe service authorisation as described in subclause 5.1.3.
	Upon receiving a new ProSe Discovery UE ID.
	Stop performing ProSe restricted discovery and re-initiate the service authorisation procedure if the UE wants to continue performing ProSe restricted discovery.

	T4016
	NOTE 13
	Upon receiving a T4016 timer in a MATCH_REPORT_ACK message whose transaction ID contained in the <restricted-match-ack> element matches the value sent by the UE in a MATCH_REPORTmessage, as described in subclause 6.2.4A.4 or 6.2.4B.4.
	Upon receiving a new T4016 timer value for the same ProSe Restricted Code or ProSe Response Code in a MATCH_REPORT_ACK message.

Upon receiving a MATCH_REPORT_ACK message with a <match-reject> element containing PC3 Control Protocol cause value #5.
	The UE may inform the upper layers that the corresponding RPAUID is no longer matched.

	T4017
	NOTE 13
	Upon receiving a T4017 timer in a MATCH_REPORT_ACK message whose transaction ID contained in the <restricted-match-ack> element matches the value sent by the UE in a MATCH_REPORTmessage, as described in subclause 6.2.4A.4.
	Upon receiving a new T4017 timer value for the same ProSe Restricted Code or ProSe Response Code in a MATCH_REPORT_ACK message.

When the corresponding T4016 timer for the ProSe Restricted Code or ProSe Response Code is stopped or expires.
	The UE needs to

send a Match Report on next instance it detects the corresponding ProSe Restricted Code or ProSe Response Code.

	T4100
	
	Upon sending a DIRECT_COMMUNICATION_REQUEST message
	Upon receiving a DIRECT_COMMUNICATION_ACCEPT or DIRECT_COMMUNICATION_REJECT message from the target UE
	Retransmission of DIRECT_COMMUNICATION_SETUP message

	T4101
	
	DIRECT_COMMUNICATION_KEEPALIVE message sent
	Upon Receiving a DIRECT_COMMUNICATION_KEEPALIVE_ACK message or other PC5 Signaling message or user data from the peer UE
	Retransmission of DIRECT_COMMUNICATION_KEEPALIVE message

	T4102
	
	Upon Receiving a DIRECT_COMMUNICATION_KEEPALIVE_ACK message, or other PC5 Signaling message, or any user data from the peer UE
	Upon receiving an upper layer request to check whether the direct link is alive and sending out a DIRECT_COMMUNICATION_KEEPALIVE message


	Send a DIRECT_COMMUNICATION_KEEP_ALIVE message

	T4103
	
	Upon sending a DIRECT_COMMUNICATION_RELEASE message
	Upon receiving a DIRECT_COMMUNICATION_RELEASE_ACCEPT message from the peer UE.
	Stop using the corresponding direct link for one-to-one communication

	T4104
	NOTE 9 
	Upon receiving a ProSe Layer2 Group ID with an associated T4104 timer in a TMGI_MONITORING_RESPONSE message, as described in subclause 10.5.
	Upon receiving one or more new T4104 timer values for the same ProSe Layer2 Group ID in a TMGI_MONITORING_RESPONSE message.
	Re-initiate the TMGI monitoring request procedure, if the request from upper layers to receive the MBMS content for the given TMGI is still in place.

	T4105
	NOTE 10
	Upon assigning a ProSe Layer2 Group ID with an associated T4104 value to the remote UE, as described in subclause 10.5.
	Upon sending a new TMGI_MONITORING_RESPONSE for the same TMGI.
	Delete the associated TMGI and MBMS SAI list.

	T4106
	NOTE 11
	Upon receiving a T4106 value in a CELL_ID_ANNOUNCEMENT_RESPONSE message as described in subclause 10.6.
	Upon receiving one or more new T4106 timer values in a CELL_ID_ANNOUNCEMENT_RESPONSE message.
	Re-initiate the cell ID announcement request procedure, if the upper layer application still needs to obtain ECGI of the cell serving the ProSe UE-to-network relay.

	T4107
	NOTE 12
	Upon sending a CELL_ID_ANNOUNCEMENT_RESPONSE message as described in subclause 10.6.
	Upon sending a new CELL_ID_ANNOUNCEMENT_RESPONSE message.
	Stop the cell ID announcement in the PC5_DISCOVERY message for Relay Discovery Additional Information.

	T4108
	
	Upon receiving a Maximum Inactivity Period IE in DIRECT_COMMUNICATION_KEEPALIVE message; or when the UE has no more message or user data to send over the direct link.
	Upon sending or receiving a PC5 Signaling message or user data over the direct link
	Either initiate the direct link keepalive procedure or direct link release procedure.

	T4109
	
	Upon sending the PC5_DISCOVERY message for UE-to-Network Relay Discovery Solicitation used to trigger the PC5_DISCOVERY message signal strength measurement between the UE and the ProSe UE-to-network relay UE with which the UE has a link established.
	Upon Receiving the PC5_DISCOVERY message for UE-to-Network Relay Discovery Response from the ProSe UE-to-network relay UE with which the UE has a link established,
	Retransmission the PC5_DISCOVERY message for UE-to-Network Relay Discovery Solicitation,

	T4110
	
	Upon Receiving the PC5_DISCOVERY message for UE-to-Network Relay Discovery Response from the ProSe UE-to-network relay UE with which the UE has a link established.

	Upon releasing the direct link with the ProSe UE-to-network relay UE.
	Send the PC5_DISCOVERY message for UE-to-Network Relay Discovery Solicitation used to trigger the PC5_DISCOVERY message signal strength measurement between the UE and the ProSe UE-to-network relay UE with which the UE has a link established,

	T4111
	
	Upon sending a DIRECT_SECURITY_MODE_COMMAND message.
	Upon receiving the DIRECT_SECURITY_MODE_COMPLETE or DIRECT_SECURITY_MODE_REJECT message.
	Sending a DIRECT_COMMUNICATION_REJECT if the security mode control procedure is triggered by the DIRECT_COMMUNICATION_REQUEST message from the peer UE.

	T4112
	
	Upon sending a DIRECT_REKEYING_REQUEST  message.
	Upon receiving the DIRECT_REKEYING_RESPONSE message or receiving a DIRECT_REKEYING_REQUEST message from the peer UE and satisfying the conditions specified in subclause 10.4.8.
	Retransmission of DIRECT_REKEYING_REQUEST message.

	T4113
	
	Upon sending a DIRECT_REKEYING_TRIGGER message.
	Upon receiving the DIRECT_REKEYING_REQUEST message from the remote UE.
	Retransmission of DIRECT_REKEYING_TRIGGER message.

	NOTE 1:
The value of this timer is provided by the ProSe Function during the announce request and discovery update procedure for open ProSe direct discovery.

NOTE 2:
The value of this timer is provided by the ProSe Function during the monitor request and discovery update procedure for open ProSe direct discovery.

NOTE 3:
The value of this timer is provided by the ProSe Function during the match report procedure for open ProSe direct discovery.

NOTE 4:
The value of this timer is provided by the ProSe Function during service authorisation procedure.
NOTE 5:
The value of this timer is provided by the ProSe Function during the announce request and discovery update procedure for restricted ProSe direct discovery model A.
NOTE 6:
The value of this timer is provided by the ProSe Function during the monitor request and discovery update procedure for restricted ProSe direct discovery model A.

NOTE 7:
The value of this timer is assigned by the ProSe Function during the discoveree request procedure for restricted ProSe direct discovery model B.
NOTE 8:
The value of this timer is assigned by the ProSe Function during the discoverer request procedure for restricted ProSe direct discovery model B.

NOTE 9:
The value of this timer is provided by the ProSe UE-to-network relay UE during the TMGI monitoring request procedure.

NOTE 10:
The value of this timer is assigned by the ProSe UE-to-network relay UE during the TMGI monitoring request procedure

NOTE 11:
The value of this timer is provided by the ProSe UE-to-network relay UE during the cell ID announcement request procedure.

NOTE 12:
The value of this timer is assigned by the ProSe UE-to-network relay UE during the cell ID announcement request procedure.
NOTE 13:
The value of this timer is provided by the ProSe Function during the match report procedure for restricted ProSe direct discovery model  A or match report procedure for restricted ProSe direct discovery model B.


Table 13.2.2: ProSe direct services timers – ProSe Function side

	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON 
EXPIRY

	T4001
	NOTE 1
	Upon assigning a ProSe Application Code with an associated T4000 value to the UE, as described in subclause 6.2.2.3 and subclause 6.2.7.2.
	Upon receiving a new DISCOVERY_REQUEST message from the UE with the command set to "announce" for the same ProSe Application ID.
	Delete the association between the UE, the requested ProSe Application ID and the corresponding ProSe Application Code allocated by the ProSe Function.

	T4003
	NOTE 2
	Upon assigning a Discovery Filter with an associated T4002 value to the UE, as described in subclause 6.2.3.3 and subclause 6.2.7.2.
	Upon receiving a new DISCOVERY_REQUEST message from the UE with the command set to "monitor" for the same ProSe Application ID
	Delete the association between the UE, the requested ProSe Application ID and the corresponding Discovery Filter allocated by the ProSe Function.

	T4008
	NOTE 3
	Upon assigning a ProSe Restricted Code or ProSe Restricted Code Prefix with an associated T4007 value to the UE, as described in subclause 6.2.2A.3 and subclause 6.2.6.3.
	Upon receiving a new DISCOVERY_REQUEST message from the UE with the command set to "announce" for the same RPAUID or discovery entry ID. Set to be the same as the discovery entry in which this timer is running.
	Delete the association between the UE, the  RPAUID and the corresponding ProSe Restricted Code or ProSe Restricted Code Prefix allocated by the ProSe Function.

	T4010
	NOTE 4
	Upon assigning a Restricted Discovery Filter with an associated T4009 value to the UE, as described in subclause 6.2.3A.3 and subclause 6.2.6.2.
	Upon receiving a new DISCOVERY_REQUEST message from the UE with the command set to "monitor" and discovery entry ID set to be the same as the discovery entry in which this timer is running.
	Delete the association between the UE, the RPAUID and the corresponding Restricted Discovery Filter allocated by the ProSe Function.

	T4012
	NOTE 5
	Upon assigning a ProSe Query Code, ProSe Response Code and Discovery Query Filter(s) with an associated T4011 value to the UE, as described in subclause 6.2.2B.3.
	Upon receiving a new DISCOVERY_REQUEST message from the UE with the command set to "response" for the same RPAUID or discovery entry ID. Set to be the same as the discovery entry in which this timer is running.
	Delete the discovery entry in discoveree UE context which contains association between the UE, the RPAUID and the corresponding ProSe Query Code, ProSe Response Code, Discovery Query Filter(s) allocated by the ProSe Function.

	T4014
	NOTE 6
	Upon retrieving the ProSe Query Code, ProSe Response Code from discoveree UE context and assigning Discovery Response Filter(s) with an associated T4013 value to the UE, as described in subclause 6.2.3B.3.
	Upon receiving a new DISCOVERY_REQUEST message from the UE with the command set to "query" and discovery entry ID set to be the same as the discovery entry in which this timer is running.
	Delete the discovery entry in discoverer UE context which contains the association between the UE, the RPAUID and the corresponding Discovery Response Filter(s) allocated by the ProSe Function.

	T4018
	NOTE 7
	Upon assigning a ProSe Discovery UE ID with an associated T4015 value in the ProSe service authorisation as described in subclause 5.1.3.
	Upon assigning a new ProSe Discovery UE ID for the same UE.
	Delete the UE context related to the restricted discovery.



	NOTE 1:
The value of this timer is assigned by the ProSe Function during the announce request and discovery update procedure for open ProSe direct discovery.

NOTE 2:
The value of this timer is assigned by the ProSe Function during the monitor request and discovery update procedure for open ProSe direct discovery.
NOTE 3:
The value of this timer is assigned by the ProSe Function during the announce request and discovery update procedure for restricted ProSe direct discovery model A.
NOTE 4:
The value of this timer is assigned by the ProSe Function during the monitor request and discovery update procedure for restricted ProSe direct discovery model A.
NOTE 5:
The value of this timer is assigned by the ProSe Function during the discoveree request procedure for restricted ProSe direct discovery model B.
NOTE 6:
The value of this timer is assigned by the ProSe Function during the discoverer request procedure for restricted ProSe direct discovery model B.
NOTE 7:
The value of this timer is assigned by the ProSe Function during the service authorisation procedure.



NOTE:
Multiple timers T4001, T4003, T4008, T4010, T4012 and T4014 can run simultaneously in the ProSe Function.
***** next changes *****
