Page 1



3GPP TSG-CT WG3 Meeting #86
C3-162156
Tenerife,Spain, 25 - 29 July 2016
(revision of C3-162037)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.165
	CR
	0846
	rev
	1
	Current version:
	14.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	x


	

	Title:

	Usage of the Resource-Share header field

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C3

	
	

	Work item code:
	MCPTT-CT
	
	Date:
	2016-07-27

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	The Resource-Share header field shall also be supported at the roaming II-NNI.
The Resource-Share header field appear in the INVITE request, responses to the INVITE request, subsequent requests and responses to subsequent request within the dialog created by the INVITE request and the REGISTER request.

	
	

	Summary of change:
	- Added the Resource-Share header field in the INVITE request, responses to the INVITE request, subsequent requests and responses to subsequent request within the dialog created by the INVITE request and the REGISTER request.

	
	

	Consequences if not approved:
	If the Resource-Share header field is removed at the roaming II-NNI, MCPTT calls establishment will fail or unnecessary pre-empted when there is a shortage of radio resources e.g. due to an emergency situation.

	
	

	Clauses affected:
	28.2.1, 28.2.6

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


---------------------------------------------- 1st change ---------------------------------------
28.2.1
MCPTT session establishment
Service specific requirements in accordance with 3GPP TS 22.179 [199] and 3GPP TS 24.379 [201] shall be supported over the II-NNI.
The INVITE request including:
1)
the "g.3gpp.mcptt" media feature tag (defined in annex C of 3GPP TS 24.379 [201]) in the Contact header field;
2)
the media feature tag "isfocus" (defined in IETF RFC 3840 [56]) in the Contact header field;

3)
the Content-Type header field with the value "multipart/mixed";
4)
the "application/vnd.3gpp.mcptt-info" MIME body; and

5)
the Resource-Share header field (defined in 3GPP TS 24.229 [5]);
shall be supported at the II-NNI.
Responses to the INVITE request including:

1)
the "g.3gpp.mcptt" media feature tag in the Contact header field;

2)
the media feature tag "isfocus" in the Contact header field;

3)
the Content-Type header field with the value "multipart/mixed";

4)
the "application/vnd.3gpp.mcptt-info" MIME body; and

5)
the Warning header field with the warn-code set to "399" and with the warn-text set to a quoted-string as specified in 3GPP TS 24.379 [201] clause 4.4.2;

shall be supported at the II-NNI.

The initial INVITE request including the "resource-list" MIME body shall be supported at the roaming II-NNI.

The Resource-Share header field in 18x and 2xx responses to the INVITE request shall be supported at the roaming II-NNI.
The Resource-Share header field in the PRACK requests, the UPDATE requests, the ACK requests and in 2xx responses to the PRACK requests and the UPDATE requests shall be supported at the roaming II-NNI.
The REFER request containing an "application/vnd.3gpp.mcptt-info+xml" MIME body in the headers portion in the Refer-To header field shall be supported at the roaming II-NNI.

NOTE:
How the "application/vnd.3gpp.mcptt-info+xml" MIME body is included in the headers portion is described in IETF RFC 3261 [13] section 19.1.1.

The m-line "m=application <portnumber> UDP MCPTT" and associated parameters in the "a=fmpt:MCPTT" media line attribute shall be supported at the II-NNI.

An "i=" line set to "speech" in the audio media definition in the SDP offer and SDP answer shall be supported at the II-NNI.

---------------------------------------------- 2nd change ---------------------------------------
28.2.6
Registration procedures

Service specific requirements in accordance with 3GPP TS 24.379 [201] clause 7 shall be supported over the roaming II-NNI.

The REGISTER request including:

1)
the "g.3gpp.mcptt" media feature tag (defined in annex C of 3GPP TS 24.379 [201]) in the Contact header field;

2)
the Content-Type header field with the value "multipart/mixed";

3)
the application/mikey MIME body;
4)
the "application/vnd.3gpp.mcptt-info" MIME body; and
5)
the Resource-Share header field (defined in 3GPP TS 24.229 [5]);

shall be supported at the roaming II-NNI.
---------------------------------------------- End changes -------------------------------------
