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	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.301
	2564
	1
	Rel-13
	Encoding of additional header compression context setup parameters
	F
	13.6.1
	C1-163802
	Qualcomm Incorporated
	CIoT-CT
	9.9.4.22
	 

	24.301
	2565
	1
	Rel-14
	Encoding of additional header compression context setup parameters
	A
	14.0.1
	C1-163803
	Qualcomm Incorporated
	CIoT-CT
	9.9.4.22
	 

	24.301
	2544
	2
	Rel-13
	ePCO support by UEs supporting NB-S1 mode or Non-IP PDN type
	F
	13.6.1
	C1-164000
	Nokia, Alcatel-Lucent Shanghai Bell, ZTE
	CIoT-CT
	5.5.1.2.2, 5.5.1.2.4, 5.5.3.2.2, 5.5.3.2.4, 8.3.14.1, 8.3.14.3, 8.3.14.4, 8.3.20.1, 8.3.20.4, 8.3.20.8
	 

	24.301
	2545
	2
	Rel-14
	ePCO support by UEs supporting NB-S1 mode or Non-IP PDN type
	A
	14.0.1
	C1-164001
	Nokia, Alcatel-Lucent Shanghai Bell, ZTE
	CIoT-CT
	5.5.1.2.2, 5.5.1.2.4, 5.5.3.2.2, 5.5.3.2.4, 8.3.14.1, 8.3.14.3, 8.3.14.4, 8.3.20.1, 8.3.20.4, 8.3.20.8
	 

	24.301
	2474
	1
	Rel-13
	Extended Wait Time for non-low access priority UEs in NB-IoT
	F
	13.6.1
	C1-163689
	Ericsson, ZTE
	CIoT-CT
	5.5.1.2.6, 5.5.3.2.6, 5.6.1.6
	 

	24.301
	2475
	2
	Rel-14
	Extended Wait Time for non-low access priority UEs in NB-IoT
	A
	14.0.1
	C1-164026
	Ericsson, ZTE
	CIoT-CT
	5.5.1.2.6, 5.5.3.2.6, 5.6.1.6
	 

	24.301
	2482
	2
	Rel-13
	Indication of Support of CIOT EPS optimizations
	F
	13.6.1
	C1-163883
	CATT
	CIOT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4
	 

	24.301
	2483
	2
	Rel-14
	Indication of Support of CIOT EPS optimizations
	A
	14.0.1
	C1-163884
	CATT
	CIoT-CT
	5.3.15, 5.5.1.2.4, 5.5.3.2.4
	 

	24.008
	2993
	1
	Rel-13
	Introduction of (EC-)PCH monitoring support capability signalling in MSRAC IE
	F
	13.6.0
	C1-163637
	Ericsson
	CIoT-CT, CIoT_EC_GSM
	10.5.5.12a
	 

	24.008
	2994
	1
	Rel-14
	Introduction of (EC-)PCH monitoring support capability signalling in MSRAC IE
	A
	14.0.0
	C1-163638
	Ericsson
	CIoT-CT, CIoT_EC_GSM
	10.5.5.12a
	 

	24.301
	2509
	1
	Rel-13
	Multiple DRB capability handling
	F
	13.6.1
	C1-163640
	Intel, Huawei, HiSilicon
	CIoT-CT
	5.5.1.2.2, 5.5.3.2.2, 9.9.3.34
	 

	24.301
	2510
	1
	Rel-14
	Multiple DRB capability handling
	A
	13.6.1
	C1-163641
	Intel, Huawei, HiSilicon
	CIoT-CT
	5.5.1.2.2, 5.5.3.2.2, 9.9.3.34
	 

	24.301
	2463
	1
	Rel-13
	NAS timer handling for eMTC
	F
	13.6.1
	C1-163643
	Ericsson
	CIoT-CT
	4.8, 10.2, 10.3
	 

	24.301
	2464
	1
	Rel-14
	NAS timer handling for eMTC
	A
	14.0.1
	C1-163644
	Ericsson
	CIoT-CT
	4.8, 10.2, 10.3
	 

	24.301
	2500
	1
	Rel-13
	Non IP PDN type in the PDN address
	F
	13.6.1
	C1-163800
	ZTE, Vodafone, Huawei, HiSilicon
	CIoT-CT
	9.9.4.9
	 

	24.301
	2501
	1
	Rel-14
	Non IP PDN type in the PDN address
	A
	14.0.1
	C1-163801
	ZTE, Vodafone, Huawei, HiSilicon
	CIoT-CT
	9.9.4.9
	 

	24.301
	2535
	-
	Rel-13
	Partial ciphering for SMS transfer over CIoT CP optimization
	F
	13.6.1
	C1-163491
	Huawei, HiSilicon
	CIoT-CT
	4.4.3.4, 4.4.5
	 

	24.301
	2536
	-
	Rel-14
	Partial ciphering for SMS transfer over CIoT CP optimization
	A
	14.0.1
	C1-163492
	Huawei, HiSilicon
	CIoT-CT
	4.4.3.4, 4.4.5,
	 

	24.301
	2484
	2
	Rel-13
	piggyback ESM data transport in CP service request
	F
	13.6.1
	C1-163893
	CATT
	CIoT-CT
	5.6.1.2.25.6.2.2.1.1
	 

	24.301
	2485
	2
	Rel-14
	piggyback ESM data transport in CP service request
	A
	14.0.1
	C1-163894
	CATT
	CIoT-CT
	5.6.1.2.2, 5.6.2.2.1.1
	 


