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	24.161
	24
	-
	Rel-13
	Add the RCLWI case to the NBIFOM procedure
	F
	13.2.0
	C1-165080
	Huawei, HiSilicon
	NBIFOM-CT
	3.1, 4,5.7, 6.1.1, 6.1.7
	TS 23.161 CR0024 (SA2)

	24.302
	578
	1
	Rel-13
	Alignment to RAN-controlled LTE-WLAN interworking and RAN-assisted WLAN interworking
	F
	13.7.0
	C1-164574
	Intel Corporation
	NBIFOM-CT
	3.1
	 

	24.302
	579
	1
	Rel-14
	Alignment to RAN-controlled LTE-WLAN interworking and RAN-assisted WLAN interworking
	A
	14.1.0
	C1-164575
	Intel Corporation
	NBIFOM-CT
	3.1
	 

	24.008
	3025
	2
	Rel-13
	Definition of value "0" of the TFT operation code in the traffic flow template IE
	F
	13.7.0
	C1-165412
	Huawei, HiSilicon, Intel
	NBIFOM-CT
	10.5.6.12
	 

	24.008
	3026
	2
	Rel-14
	Definition of value "0" of the TFT operation code in the traffic flow template IE
	A
	14.1.0
	C1-165413
	Huawei, HiSilicon, Intel
	NBIFOM-CT
	10.5.6.12
	 

	24.302
	575
	1
	Rel-13
	NBIFOM and WLAN access selection and traffic routing controlled by RAN rules
	F
	13.7.0
	C1-164586
	Ericsson
	NBIFOM-CT
	6.10.4
	 

	24.302
	576
	1
	Rel-14
	NBIFOM and WLAN access selection and traffic routing controlled by RAN rules
	A
	14.1.0
	C1-164587
	Ericsson
	NBIFOM-CT
	6.10.4
	 

	24.301
	2660
	4
	Rel-13
	Traffic flow aggregate IE
	F
	13.7.0
	C1-165410
	Huawei, HiSilicon, Intel
	NBIFOM-CT
	6.5.3.2, 6.5.4.2, 9.9.4.3
	 

	24.301
	2661
	4
	Rel-14
	Traffic flow aggregate IE
	A
	14.1.0
	C1-165411
	Huawei, HiSilicon, Intel
	NBIFOM-CT
	6.5.3.2, 6.5.4.2, 9.9.4.3
	 

	24.161
	23
	-
	Rel-13
	UE-initiated IP flow mapping
	F
	13.2.0
	C1-164415
	Huawei, HiSilicon
	NBIFOM-CT
	5.5.2.1
	 


