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1st change
[bookmark: _Toc462829939]7.4.6.3.2	Interworking from SIP to ISUP
Table 7.4.6.3.2.1: Mapping of SIP to ISUP messages
		Message received from SIP
	Message send to BICC/ISUP 

	INVITE request
	IAM



Table 7.4.6.3.2.2: Mapping of History-Info header field to ISUP Redirecting number
	Source SIP header field and component
	Source Component value
	Redirecting number
	Derived value of parameter field

	latest History-Info header field entry containing a Reason "headers" component as defined in IETF RFC 7044 [91] with cause parameter value as listed in the 
cause parameter row in 
table 7.4.6.2.2.4 (NOTE 1)
	
	Redirecting number
	

	hi-targeted-to-uri
appropriate global number portion of the URI, assumed to be in form 
"+" CC + NDC + SN
	CC
	Nature of address indicator
	If CC is equal to the country code of the country where MGCF is located AND the next ISUP node is located in the same country, then set to "national (significant) number" else set to "international number"

	
	CC, NDC, SN
	Address signals
	If NOA is "national (significant) number" then set to
NDC + SN.
If NOA is "international number"
then set to CC + NDC + SN

	Privacy header field or/and Privacy "headers" component of the hi-entry
in History-Info header field as specified in this table (NOTE 2)
	
	APRI
	If the priv-value "history" or "session" or "header" is received within the Privacy header field or if the priv-value "history" is received within the "headers" component of the hi-targeted-to-uri in the latest hi-entry containing a Reason "headers" component as defined in IETF RFC 7044 [91] with cause parameter, then "presentation restricted" shall be set.

Otherwise, "presentation allowed" shall be set.

	NOTE 1:	If the SIP URI doesn't contain "user=phone", mapping to redirecting number is impossible, therefore no need to generate Redirecting number.
NOTE 2:	It is possible that an entry of the History-Info header field itself is marked as restricted or the whole History-Info header.



Table 7.4.6.3.2.3: Mapping of History-Info header to ISUP Redirection Information
	Source SIP header field and component
	Source Component value
	Redirection Information
	Derived value of parameter field

	Privacy header field, and in History-Info header field in the Privacy "headers" component of the last hi-targeted-to-uri containing a Reason "headers" component as defined in IETF RFC 7044 [91] with cause parameter value as listed in the cause parameter row in this table 
	"history" or "session" or "header"
for the Privacy SIP header or for the hi-targeted-to-uri entry
	Redirecting indicator
	Call diverted, all redirection information presentation restricted

	
	Privacy header field and the privacy component of the hi-targeted-to-uri entry either absent
or
set to "none"
	
	Call diverted

	
	
	Original redirection reason
	Unknown/not available

	Cause parameter in the last hi-targeted-to-uri containing a Reason "headers" component as defined in IETF RFC 7044 [91] 
	Cause parameter value
	Redirecting Reason
	

	
	302
	
	Deflection immediate response

	
	486
	
	User busy

	
	408
	
	No reply

	
	503
	
	Mobile subscriber not reachable

	
	All other values
	
	unknown

	History-Info header field
	
	Redirection counter
	number of History-Info hi-entry(ies) containing a Reason "headers" component with a cause parameter with values as listed in the cause parameter row in this table (NOTE 1, NOTE 2)

	NOTE 1:	If the determined number of redirection in SIP exceeds the ISUP maximum parameter value, the MGCF shall set the Redirection counter to its maximum value. For instance, in ISUP ITU-T Q.763 [4], the Redirection counter parameter cannot exceed 5.
NOTE 2: 	The Redirection counter value will be incremented regardless of the SIP URI format.



Table 7.4.6.3.2.4: Mapping of History-Info header field to ISUP Original Called number
	Source SIP header field and component
	Source Component value
	Original called number
	Derived value of parameter field

	
	
	Numbering Plan Indicator
	"ISDN (Telephony) numbering plan (Recommendation E.164)"

	hi-targeted-to-uri of 1st hi-targeted-to-uri containing a Reason "headers" component as defined in IETF RFC 7044 [91] with cause parameter;
appropriate global number portion of the URI, assumed to be in form 
"+" CC + NDC + SN
(NOTE 1)
	CC
	Nature of address indicator
	If CC is equal to the country code of the country where MGCF is located AND the next ISUP node is located in the same country, then set to "national (significant) number" else set to "international number"

	
	CC, NDC, SN
	Address signals
	If NOA is "national (significant) number" then set to
NDC + SN.
If NOA is "international number"
then set to CC + NDC + SN

	Privacy "headers" component
in History-Info header field of the History-Info header field entry as defined above in this table (NOTE 2)
	"history" or "session" or "header"
	APRI
	"presentation restricted"

	
	Privacy header field absent or "none"
	
	"presentation allowed"

	NOTE 1:	If it is SIP URI and doesn't contain "user=phone", mapping to Original Called number is impossible, therefore no need to generate Original Called number.
NOTE 2:	It is possible that an entry of the History-Info header field itself is marked as restricted or the whole History-Info header.



Table 7.4.6.3.2.5: Mapping of INVITE to IAM
	INVITE
	
	IAM
	

	History-Info header field
	See table 7.4.6.3.2.2
	Redirecting number 
	See table 7.4.6.3.2.2

	History-Info header field
	See table 7.4.6.3.2.3
	Redirection Information
	See table 7.4.6.3.2.3

	History-Info header field 
	See table 7.4.6.3.2.4
	Original Called Number
	See table 7.4.6.3.2.4
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