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*******************first change*********************

8.8.1.2
Service primitives

Table 8.8/1: MAP-INSERT-SUBSCRIBER-DATA

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	C
	C(=)
	
	

	MSISDN
	C
	C(=)
	
	

	Additional MSISDN
	C
	C(=)
	
	

	Category
	C
	C(=)
	
	

	Subscriber Status
	C
	C(=)
	
	

	Bearer service List
	C
	C(=)
	C
	C(=)

	Teleservice List
	C
	C(=)
	C
	C(=)

	Forwarding information List
	C
	C(=)
	
	

	Call barring information List
	C
	C(=)
	
	

	CUG information List
	C
	C(=)
	
	

	SS-Data List
	C
	C(=)
	
	

	eMLPP Subscription Data
	C
	C(=)
	
	

	MC-Subscription Data
	C
	C(=)
	
	

	Operator Determined Barring General data
	C
	C(=)
	C
	C(=)

	Operator Determined Barring HPLMN data
	C
	C(=)
	
	

	Roaming Restriction Due To Unsupported Feature
	C
	C(=)
	
	

	Regional Subscription Data
	C
	C(=)
	
	

	VLR CAMEL Subscription Info
	C
	C(=)
	
	

	Voice Broadcast Data
	C
	C(=)
	
	

	Voice Group Call Data
	C
	C(=)
	
	

	Network access mode
	C
	C(=)
	
	

	GPRS Subscription Data
	C
	C(=)
	
	

	EPS Subscription Data
	C
	C(=)
	
	

	VPLMN LIPA Allowed
	C
	C(=)
	
	

	Roaming Restricted In SGSN/MME Due To Unsupported Feature
	C
	C(=)
	
	

	North American Equal Access preferred Carrier Id List
	U
	C(=)
	
	

	SGSN CAMEL Subscription Info
	C
	C(=)
	
	

	LSA Information
	C
	C(=)
	
	

	IST Alert Timer
	C
	C(=)
	
	

	SS-Code List
	
	
	C
	C(=)

	LMU Identifier
	C
	C(=)
	
	

	LCS Information
	C
	C(=)
	
	

	CS Allocation/Retention priority
	C
	C(=)
	
	

	Super-Charger Supported In HLR
	C
	C(=)
	
	

	Subscribed Charging Characteristics
	C
	C(=)
	
	

	Access Restriction Data
	C
	C(=)
	
	

	ICS Indicator
	U
	C(=)
	
	

	CSG Subscription Data
	C
	C(=)
	
	

	VPLMN CSG Subscription Data
	C
	C(=)
	
	

	UE Reachability Request Indicator
	C
	C(=)
	
	

	SGSN Number
	C
	C(=)
	
	

	MME-Name
	C
	C(=)
	
	

	Subscribed Periodic RAU-TAU Timer
	C
	C(=)
	
	

	Subscribed Periodic LAU Timer
	C
	C(=)
	
	

	MDT User Consent
	C
	C(=)
	
	

	PS and SMS-Only Service Provision
	C
	C(=)
	
	

	SMS in SGSN Allowed
	C
	C(=)
	
	

	CS-to-PS-SRVCC-Allowed-Indicator
	C
	C(=)
	
	

	P-CSCF Restoration Request
	C
	C(=)
	
	

	Adjacent Access Restriction Data
	C
	C(=)
	
	

	IMSI-Group-Id List
	C
	C(=)
	
	

	UE Usage Type
	C
	C(=)
	
	

	User Plane Integrity Protection Indicator
	C
	C(=)
	
	

	DL-Buffering Suggested Packet Count
	C
	C(=)
	
	

	Regional Subscription Response
	
	
	C
	C(=)

	Supported CAMEL Phases
	
	
	C
	C (=)

	Offered CAMEL 4 CSIs
	
	
	C
	C (=)

	Supported Features
	
	
	U
	C (=)

	User error
	
	
	U
	C(=)

	Provider error
	
	
	
	O


*******************next change*********************

8.8.1.3
Parameter use

************Text not shown for clarity********
User Plane Integrity Protection Indicator
This parameter indicates by its presence that the SGSN may decide to activate integrity protection of the user plane when GERAN is used (see 3GPP TS 43.020 [24]).
If the VLR receives this parameter it shall ignore it. 
DL-Buffering Suggested Packet Count
This parameter indicates a suggested DL-Buffering Packet Count. The MME (via IWF) and SGSN may take it into account in addition to local policies, to determine whether to invoke extended buffering of downlink packets at the SGW for High Latency Communication. Otherwise, the MME or SGSN shall make this determination based on local policies only (see 3GPP TS 29.272 [144]).
If the VLR receives this parameter it shall ignore it. 
Regional Subscription Response

If included in the response this parameter indicates one of:

-
Network Node Area Restricted entirely because of regional subscription;

-
Too Many Zone Codes to be inserted;

-
Zone Codes Conflict;

-
Regional Subscription not Supported by the VLR or by the SGSN or MME.

If the VLR determines after insertion of Regional Subscription Data that the entire MSC area is restricted, the VLR shall respond with a Regional Subscription Response indicating MSC Area Restricted. Otherwise MSC Area Restricted is not sent. The HLR shall check whether the current MSC area is no longer restricted.

If the SGSN determines after insertion of Regional Subscription Data that the entire SGSN area is restricted, the SGSN shall respond with a Regional Subscription Response indicating SGSN Area Restricted. Otherwise SGSN Area Restricted is not sent. The HLR shall check whether the current SGSN area is no longer restricted. This parameter is used by the VLR, the SGSN and the IWF. 
This parameter shall not be used by the CSS.
************Text not shown for clarity********
*******************next change*********************

8.8.2.2
Service primitives

Table 8.8/2: MAP-DELETE-SUBSCRIBER-DATA

	Parameter name
	Request
	Indication
	Response
	Confirm

	Invoke Id
	M
	M(=)
	M(=)
	M(=)

	IMSI
	M
	M(=)
	
	

	Basic service List
	C
	C(=)
	
	

	SS-Code List
	C
	C(=)
	
	

	Roaming Restriction Due To
	
	
	
	

	Unsupported Feature
	C
	C(=)
	
	

	Camel Subscription Info Withdraw
	C
	C(=)
	
	

	Specific CSI Withdraw
	C
	C(=)
	
	

	Regional Subscription Data
	C
	C(=)
	
	

	VBS Group Indication 
	C
	C(=)
	
	

	VGCS Group Indication
	C
	C(=)
	
	

	GPRS Subscription Data Withdraw
	C
	C(=)
	
	

	EPS Subscription Data Withdraw
	C
	C(=)
	
	

	Roaming Restricted In SGSN/MME Due To Unsupported Feature
	C
	C(=)
	
	

	LSA Information Withdraw
	C
	C(=)
	
	

	IST Information Withdraw
	C
	C(=)
	
	

	Regional Subscription Response
	
	
	C
	C(=)

	GMLC List Withdraw
	C
	C(=)
	
	

	Subscribed Charging Characteristics Withdraw
	C
	C(=)
	
	

	CSG Information Deleted
	C
	C(=)
	
	

	VPLMN CSG Information Deleted
	C
	C(=)
	
	

	APN-OI-Replacement Withdraw
	C
	C(=)
	
	

	STN-SR Withdraw
	C
	C(=)
	
	

	Subscribed vSRVCC Withdraw
	C
	C(=)
	
	

	Subscribed Periodic RAU-TAU Timer Withdraw
	C
	C(=)
	
	

	Subscribed Periodic LAU Timer Withdraw
	C
	C(=)
	
	

	Additional MSISDN Withdraw
	C
	C(=)
	
	

	CS-to-PS-SRVCC Withdraw
	C
	C(=)
	
	

	User Plane Integrity Protection Withdraw
	C
	C(=)
	
	

	DL-Buffering Suggested Packet Count Withdraw
	C
	C(=)
	
	

	User error
	
	
	C
	C(=)

	Provider error
	
	
	
	O


*******************next change*********************

8.8.2.3
Parameter use

************Text not shown for clarity********
User Plane Integrity Protection Withdraw
This parameter indicates by its presence that User Plane Integrity Protection may no longer be required.
DL-Buffering Suggested Packet Count Withdraw
This parameter indicates by its presence that a suggested DL-Buffering Packet Count is no longer subscribed.
User error

Only one of the following values is applicable:

-
Unidentified subscriber;

-
Data missing;

-
Unexpected data value.

*******************next change*********************

17.7.1
Mobile Service data types

.$MAP-MS-DataTypes {

   itu-t identified-organization (4) etsi (0) mobileDomain (0)

   gsm-Network (1) modules (3) map-MS-DataTypes (11) version16 (16)}

DEFINITIONS

************Text not shown for clarity********
InsertSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI

OPTIONAL,


COMPONENTS OF
SubscriberData,


extensionContainer
[14] ExtensionContainer
OPTIONAL,


... ,



naea-PreferredCI
[15] NAEA-PreferredCI
OPTIONAL,


-- naea-PreferredCI is included at the discretion of the HLR operator.


gprsSubscriptionData
[16] GPRSSubscriptionData
OPTIONAL,


roamingRestrictedInSgsnDueToUnsupportedFeature [23] 
NULL









OPTIONAL, 


networkAccessMode
[24] NetworkAccessMode
OPTIONAL,


lsaInformation
[25] LSAInformation
OPTIONAL,


lmu-Indicator
[21]
NULL

OPTIONAL,


lcsInformation
[22]
LCSInformation
OPTIONAL,


istAlertTimer
[26] IST-AlertTimerValue
OPTIONAL,


superChargerSupportedInHLR
[27] AgeIndicator
OPTIONAL,


mc-SS-Info
[28] MC-SS-Info
OPTIONAL,


cs-AllocationRetentionPriority
[29] CS-AllocationRetentionPriority

OPTIONAL,


sgsn-CAMEL-SubscriptionInfo
[17] SGSN-CAMEL-SubscriptionInfo
OPTIONAL,


chargingCharacteristics 
[18]
ChargingCharacteristics 
OPTIONAL,


accessRestrictionData
[19] AccessRestrictionData
OPTIONAL,


ics-Indicator
[20]
BOOLEAN
OPTIONAL,


eps-SubscriptionData
[31]
EPS-SubscriptionData
OPTIONAL,


csg-SubscriptionDataList
[32] CSG-SubscriptionDataList
OPTIONAL,


ue-ReachabilityRequestIndicator
[33]
NULL

OPTIONAL,


sgsn-Number
[34]
ISDN-AddressString
OPTIONAL,


mme-Name

[35]
DiameterIdentity
OPTIONAL,


subscribedPeriodicRAUTAUtimer
[36]
SubscribedPeriodicRAUTAUtimer
OPTIONAL,


vplmnLIPAAllowed
[37]
NULL

OPTIONAL,


mdtUserConsent
[38]
BOOLEAN
OPTIONAL,


subscribedPeriodicLAUtimer
[39]
SubscribedPeriodicLAUtimer
OPTIONAL,


vplmn-Csg-SubscriptionDataList
[40]
VPLMN-CSG-SubscriptionDataList
OPTIONAL,


additionalMSISDN
[41]
ISDN-AddressString
OPTIONAL,


psAndSMS-OnlyServiceProvision
[42]
NULL

OPTIONAL,


smsInSGSNAllowed
[43]
NULL

OPTIONAL,


cs-to-ps-SRVCC-Allowed-Indicator
[44]
NULL

OPTIONAL,

 
pcscf-Restoration-Request
[45]
NULL

OPTIONAL,


adjacentAccessRestrictionDataList
[46] AdjacentAccessRestrictionDataList
OPTIONAL,


imsi-Group-Id-List
[47] IMSI-GroupIdList 
OPTIONAL,


ueUsageType
[48] UE-UsageType
OPTIONAL,


userPlaneIntegrityProtectionIndicator
[49] NULL

OPTIONAL,


dl-Buffering-Suggested-Packet-Count
[xx]
DL-Buffering-Suggested-Packet-Count
OPTIONAL }


-- If the Network Access Mode parameter is sent, it shall be present only in 


-- the first sequence if seqmentation is used

DL-Buffering-Suggested-Packet-Count ::= INTEGER (-1..2147483647)

-- values are defined in 3GPP TS 29.272 [144]

************Text not shown for clarity********
DeleteSubscriberDataArg ::= SEQUENCE {


imsi


[0] IMSI,


basicServiceList
[1] BasicServiceList
OPTIONAL,


-- The exception handling for reception of unsupported/not allocated


-- basicServiceCodes is defined in section 6.8.2


ss-List

[2] SS-List
OPTIONAL,


roamingRestrictionDueToUnsupportedFeature [4] NULL
OPTIONAL,


regionalSubscriptionIdentifier
[5] ZoneCode
OPTIONAL,


vbsGroupIndication
[7] NULL

OPTIONAL,


vgcsGroupIndication
[8] NULL
 
OPTIONAL,


camelSubscriptionInfoWithdraw
[9] NULL
 
OPTIONAL,


extensionContainer
[6] ExtensionContainer 
OPTIONAL,


...,


gprsSubscriptionDataWithdraw
[10] GPRSSubscriptionDataWithdraw
OPTIONAL,


roamingRestrictedInSgsnDueToUnsuppportedFeature [11] NULL
OPTIONAL,


lsaInformationWithdraw
[12] LSAInformationWithdraw
OPTIONAL,


gmlc-ListWithdraw 
[13]
NULL

OPTIONAL,


istInformationWithdraw
[14] NULL

OPTIONAL,


specificCSI-Withdraw
[15] SpecificCSI-Withdraw
OPTIONAL,


chargingCharacteristicsWithdraw
[16] NULL

OPTIONAL,


stn-srWithdraw
[17] NULL

OPTIONAL,


epsSubscriptionDataWithdraw
[18] EPS-SubscriptionDataWithdraw
OPTIONAL,


apn-oi-replacementWithdraw
[19] NULL

OPTIONAL,


csg-SubscriptionDeleted
[20]
NULL

OPTIONAL,

subscribedPeriodicTAU-RAU-TimerWithdraw
[22]
NULL
OPTIONAL,


subscribedPeriodicLAU-TimerWithdraw
[23]
NULL

OPTIONAL,

subscribed-vsrvccWithdraw
[21] NULL

OPTIONAL,


vplmn-Csg-SubscriptionDeleted
[24]
NULL

OPTIONAL,


additionalMSISDN-Withdraw
[25]
NULL

OPTIONAL,


cs-to-ps-SRVCC-Withdraw
[26]
NULL

OPTIONAL,


imsiGroupIdList-Withdraw
[27]
NULL

OPTIONAL,


userPlaneIntegrityProtectionWithdraw
[28] NULL

OPTIONAL,


dl-Buffering-Suggested-Packet-Count-Withdraw
[yy] NULL
OPTIONAL }

************Text not shown for clarity********
*******************end of change*********************

