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	Reason for change:
	1. The following procedure for WebRTC data channel establishment is incorrect: 

Upon generating an SDP offer, the WIC shall insert an "m=" line with the proto value set to "UDP/DTLS/SCTP" or "TCP/DTLS/SCTP".

In fact, according to stage 2 23.228 only value "UDP/DTLS/SCTP" is allowed in Rel-13. Only this value is supported in the eP-SCCF and eIMS-AGW according to 23.334.

2. In frozen Release 13, the following editor´s note remains:
Editor's note: The H.248 procedures needed for the eP-CSCF to establish and control a data channel in the eIMS-AGW are still to be defined.
In fact, those aspects have been addressed from Rel-13 onwards in TS 23.334.

	
	

	Summary of change:
	1. Only value "UDP/DTLS/SCTP" is permissible for data channel establishment.
2. The Editor´s Note is removed

	
	

	Consequences if not approved:
	1. Misalignment with stage 2. Missing support for data channel establishment over H.248 interfaces.

2. Resolved editor´s note remains that gives the wrong impression that further work on this aspect is required in Rel-13.
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	Other comments:
	The Rel-14 mirror for this CR only covers issue 2.

Issue 1 does not apply in Rel-14, as stage 2 requirements were added and a TS 23.334 CR to address the requirements is also proposed. However, the usage of ICE is proposed with a separate CR in Rel-14 to address the stage 2 requirements and allow for a negotiation of the transport, so the related procedures will be modified in Rel-14.


***** 1st change *****
8.2.2
WIC originating call

Upon generating an SDP offer, the WIC shall insert an "m=" line with the proto value set to "UDP/DTLS/SCTP", and the fmt value set to "webrtc-datachannel" according to draft-ietf-mmusic-sctp-sdp [18], in the SDP offfer. In addition, the WIC shall insert an SDP sctp-port attribute according to draft-ietf-mmusic-sctp-sdp [18].

The procedures of draft-ietf-mmusic-data-channel-sdpneg [36] should be used as follows:

a)
If MSRP is transported over the data channel, then draft-ietf-mmusic-msrp-usage-data-channel [zz] shall be used.

NOTE:
Alternatively, if a single data channel is to be used, then knowledge of the usage of the data channel could be based on configuration, or could be implicitly determined based on proprietary information carried in the signalling protocol. Such mechanisms are outside the scope of this specification.

***** 2nd change *****
8.2.3
WIC terminating call

Upon receiving an SDP offer, with an "m=" line with the proto value set to "UDP/DTLS/SCTP", and the "m=" line fmt value set to "webrtc-datachannel", the WIC shall follow the procedures in draft-ietf-mmusic-sctp-sdp [18] for generating the associated SDP answer. In addition, the WIC shall insert an SDP sctp-port attribute according to draft-ietf-mmusic-sctp-sdp [18].
The procedures of draft-ietf-mmusic-data-channel-sdpneg [36] should be used as follows:

a)
If MSRP is transported over the data channel, then draft-ietf-mmusic-msrp-usage-data-channel [37] shall be used.

NOTE:
Alternatively, if a single data channel is to be used, then knowledge of the usage of the data channel could be based on configuration, or could be implicitly determined based on proprietary information carried in the signalling protocol. Such mechanisms are outside the scope of this specification.

***** 3rd change *****
8.4.1
General

The eP-CSCF shall follow the general call establishment procedures in clause 7. This subclause defines the additional procedures for establishing WebRTC data channels within the call.

In the current release of the specification, the eIMS-AGW will act as an endpoint for all WebRTC data channels established between the eIMS-AGW and the served WIC. If the eIMS-AGW is able to perform transport protocol interworking for a media transported between the eIMS-AGW and the served WIC using a data channel, and between the eIMS-AGW and the remote user using another transport protocol, the eP-CSCF can instruct the eIMS-AGW to perform transport protocol interworking between the data channel and the other transport protocol.


***** 4th change *****
8.4.2
WIC originating call
Upon receiving an SDP offer from the served WIC, with an "m=" line with the proto value set to "UDP/DTLS/SCTP", and the fmt value set to "webrtc-datachannel", according to draft-ietf-mmusic-sctp-sdp [18], the eP-CSCF shall:

-
remove the "m=" line from the SDP offer; and

-
for each media transported between the WIC and the eIMS-AGW using a data channel, and for which the eIMS-AGW is able to perform transport protocol interworking between a data channel and another transport protocol, insert an "m=" line describing the media and the transport protocol used for the media in the SDP offer;

before forwarding the SDP offer towards the remote user.

Upon receiving an SDP answer to the SDP offer, the eP-CSCF shall:

-
remove each "m=" line associated with an "m=" line that the eP-CSCF inserted in the associated SDP offer from the SDP answer;

-
insert an "m=" line with the proto value set to "UDP/DTLS/SCTP", and the fmt value set to "webrtc-datachannel" according to draft-ietf-mmusic-sctp-sdp [18], in the SDP answer;

-
insert an SDP sctp-port attribute according to draft-ietf-mmusic-sctp-sdp [18], in the SDP answer; and
-
for each media accepted by the remote user, for which the eIMS-AGW can perform transport protocol interworking between a data channel and another transport protocol, instruct the eIMS-AGW to perform the transport protocol interworking;

before forwarding the SDP answer towards the served WIC.

The procedures of draft-ietf-mmusic-data-channel-sdpneg [36] should be used as follows:

a)
If MSRP is transported over the data channel, then draft-ietf-mmusic-msrp-usage-data-channel [37] shall be used.

NOTE:
Alternatively, if a single data channel is to be used, then knowledge of the usage of the data channel could be based on configuration, or could be implicitly determined based on proprietary information carried in the signalling protocol. Such mechanisms are outside the scope of this specification.

***** 5th change *****
8.4.3
WIC terminating call
Upon receiving an SDP offer from the remote user, the eP-CSCF shall:

-
remove each "m=" line that describes media which is transported between the WIC and the eIMS-AGW using a data channel from the SDP offer;

-
insert an "m=" line with the proto value set to "UDP/DTLS/SCTP", and the fmt value set to "webrtc-datachannel" according to draft-ietf-mmusic-sctp-sdp [18], in the SDP offer; and

-
insert an SDP sctp-port attribute according to draft-ietf-mmusic-sctp-sdp [18], in the SDP answer;
before forwarding the SDP offer towards the served WIC.
Upon receiving an SDP answer to the SDP offer, with an "m=" line with the proto value set to "UDP/DTLS/SCTP", and the fmt value set to "webrtc-datachannel", according to draft-ietf-mmusic-sctp-sdp [18], the eP-CSCF shall:

-
remove the the "m=" line from the SDP answer;

-
for each media which the eIMS-AGW is able to perform transport protocol interworking between a data channel and another transport protocol, and for which the SDP offer contained an "m=" line, insert an "m=" line describing the media and the transport protocol used for the media in the SDP answer; and

-
for each media accepted by the remote user, for which the eIMS-AGW can perform transport protocol interworking between a data channel and another transport protocol, instruct the eIMS-AGW to perform the transport protocol interworking;

before forwarding the SDP answer towards the remote user.
The procedures of draft-ietf-mmusic-data-channel-sdpneg [36] should be used as follows:

a)
If MSRP is transported over the data channel, then draft-ietf-mmusic-msrp-usage-data-channel [37] shall be used.
NOTE:
Alternatively, if a single data channel is to be used, then knowledge of the usage of the data channel could be based on configuration, or could be implicitly determined based on proprietary information carried in the signalling protocol. Such mechanisms are outside the scope of this specification.

***** End of changes *****
