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7.2.3.5.8
Receive Floor Queue Position Request message (R: Floor Queue Position Request)

Upon receiving a Floor Queue Position Request message, the floor participant:

1.
shall send the Floor Queue Position Info message. The Floor Queue Position Info message:

a.
shall include the floor participant’s own MCPTT ID in the User ID field;

b.
shall include the queue position and floor priority in the Queue Info field;
c.
shall include the value of the SSRC of floor participant requesting floor queue status info field from the received Floor Queue Position Request message in the SSRC of queued floor participant field; and

d.
shall include the value of the User ID field from the received Floor Queue Position Request message in the Queued User ID field; and

2.
remain in the 'O: has permission' state.

***** Next change *****
7.2.3.8.3
Receive Floor Queue Position Info message (R: Floor Queue Position Info)

Upon receiving Floor Queue Position Info message, if the <User ID> value in the Queued User ID field matches its own MCPTT ID and SSRC of floor participant sending the Floor Queue Position Info message matches the stored SSRC of current arbitrator, the floor participant:

1.
shall update the queue position;

2.
shall notify the MCPTT user about the queue position received in the <Queue position info> value in the Queue Info field;
3.
shall stop timer T204 (Floor Queue Position request); and

4.
shall remain in 'O: queued' state.

***** End of changes *****
