Page 1



3GPP TSG CT4 Meeting #76
C4-171050
Dubrovnik, CROATIA; 13th – 17th February 2017
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.337
	CR
	0028
	rev
	-
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	SMS-MO over T4

	
	

	Source to WG:
	Nokia, Alcatel-Lucent Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	TEI14
	
	Date:
	2017-01-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	29.337 defines the Diameter application for the T4 reference point between MTC-IWF and SMS-SC. It specifies the T4 interface related procedures. However, over T4 also re-uses procedures defined in 29.338.

	
	

	Summary of change:
	Add clarification that OFR and OFA are also sent over T4 between SMS-IWMSC and MTC-IWF.

	
	

	Consequences if not approved:
	Missing reference to 29.338.

	
	

	Clauses affected:
	1, 5.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

1
Scope

The present document describes the Diameter based interface between the Machine Type Communications-InterWorking Function (MTC-IWF) and the Short Message Service-Service Centre (SMS-SC) for communications with packet data networks and applications.
This specification defines the Diameter application for the T4 reference point between the MTC-IWF and the SMS-SC. The interactions between the MTC-IWF and the SMS-SC are specified.
MTC-IWF and SMS-SC (SMS-IWMSC) may also support the Diameter application for the SGd reference point to exchange SGd-OFR and SGd-OFA commands via T4. The stage 3 description for the SGd Diameter application is specified in 3GPP TS 29.338 [13].
The stage 2 description for communications with packet data networks and applications (architecture and functionality) is specified in the 3GPP TS 23.682 [2].
* * * Next Change * * * *

5.1
Introduction
This section describes the Diameter-based T4 interface related procedures and information elements exchanged between the MTC-IWF and the SMS-SC. For the use of SGd-OFR and SGd-OFA commands over T4 (i.e. between MTC-IWF and SMS-SC) see 3GPP TS 29.338 [13].
In the tables that describe the Information Elements transported by each Diameter command, each Information Element is marked as (M) Mandatory, (C) Conditional or (O) Optional in the "Cat." column. For the correct handling of the Information Element according to the category type, see the description detailed in section 6 of the 3GPP TS 29.228 [7].
* * * End Of Change * * * *

