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	Reason for change:
	Timers TFE1 (Emergency Alert) and TFE2 (emergency alert retransmission) used in off-network emergency alert are not stopped after the emergency alert cancelled.

	
	

	Summary of change:
	Timer TFE1 (Emergency Alert) is stopped once the terminating client receives the GROUP EMERGENCY ALERT CANCEL.
Timer TFE2 (emergency alert retransmission) is stopped once the originating client sends the GROUP EMERGENCY ALERT CANCEL.

	
	

	Consequences if not approved:
	If timer TFE1 (Emergency Alert) is not stopped it will break down the system, as upon expiry of the timer the MCPTT client will try to cancel an already cancelled emergency alert.
If timer TFE2 (emergency alert retransmission) is not stopped, the MCPTT client will re-announce an emergency alert which is already cancelled by the user.
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***** Next change *****
12.2.3.5
Originating user cancels emergency alert

When in "E2: Emergency state", upon receiving an indication from the MCPTT user to cancel an emergency alert and the value of "/<x>/<x>/Common/MCPTTGroupCall/EmergencyAlert/Cancel" leaf node present in the user profile as specified in 3GPP TS 24.383 [45] set to "true", the MCPTT client:

1)
shall set the stored emergency state as "false";

2)
shall generate a GROUP EMERGENCY ALERT CANCEL message as specified in subclause 15.1.18. In the GROUP EMERGENCY ALERT CANCEL message, the MCPTT client:

a)
shall set the MCPTT group ID IE to the stored MCPTT group ID; and

b)
shall set the Originating MCPTT user ID IE to own MCPTT user ID; and
3)
 shall send the GROUP EMERGENCY ALERT CANCEL message as specified in subclause 10.2.1.1.1;
4)
shall stop timer TFE2 (emergency alert retransmission); and
5)
shall enter "E1: Not in emergency state" state.
12.2.3.6
Terminating user receives GROUP EMERGENCY ALERT CANCEL message

When in state "E1: Not in emergency state" or in "E2: Emergency state", upon receiving a GROUP EMERGENCY ALERT CANCEL message with the Originating MCPTT user ID IE stored in the list of users in emergency, the MCPTT client:

1)
shall remove the MCPTT user ID and associated location information from the stored list of users in emergency;

2)
shall generate a GROUP EMERGENCY ALERT CANCEL ACK message as specified in subclause 15.1.19. In the GROUP EMERGENCY ALERT CANCEL ACK message, the MCPTT client:

a)
shall set the MCPTT group ID IE to the MCPTT group ID IE of the received GROUP EMERGENCY ALERT CANCEL message; and

b)
shall set the Sending MCPTT user ID IE to own MCPTT user ID; and

c)
shall set the Originating MCPTT user ID IE to the Originating MCPTT user ID IE of the received GROUP EMERGENCY ALERT message;
3)
 shall send the GROUP EMERGENCY ALERT CANCEL ACK message as specified in subclause 10.2.1.1.1;
4)
shall stop the associated timer TFE1 (emergency alert); and
5)
shall remain in the current state.
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