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***** change *****
4
USSI MO
The USSI MO is used to manage settings of the UE for USSI. The USSI MO covers configuration parameters for a UE that supports the USSI capabilities specified in 3GPP TS 24.390 [3].

The MO identifier is: urn:oma:mo:ext-3gpp-ussi:1.0.

Protocol compatibility: This MO is compatible with OMA DM 1.2.
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Figure 4.1: USSI MO

***** change *****
5.x
/<X>/3GPP_PS_data_off
The interior node contains configuration parameters for 3GPP PS data off.

-
Occurrence: ZeroOrOne

-
Format: node
-
Access Types: Get, Replace
-
Values: N/A
***** change *****
5.y
/<X>/3GPP_PS_data_off/USSI_exempt
The leaf indicates whether the USSI is a 3GPP PS data off exempt service.

-
Occurrence: One

-
Format: bool
-
Access Types: Get, Replace
-
Values: 0, 1
0 - Indicates that the USSI is not a 3GPP PS data off exempt service.

1 - Indicates that the USSI is a 3GPP PS data off exempt service.

***** change *****
Annex A (informative):
USSI MO DDF

This DDF is the standardized minimal set. A vendor can define its own DDF for the complete device. This DDF can include more features than this minimal standardized version.

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE MgmtTree PUBLIC "-//OMA//DTD-DM-DDF 1.2//EN"


"http://www.openmobilealliance.org/tech/DTD/DM_DDF-V1_2.dtd">

<MgmtTree>


<VerDTD>1.2</VerDTD>


<Man>--The device manufacturer--</Man>


<Mod>--The device model--</Mod>


<Node>



<NodeName/>



<DFProperties>




<AccessType>





<Get/>




</AccessType>




<Description>USSI configuration parameters</Description>




<DFFormat>





<node/>




</DFFormat>




<Occurrence>





<OneOrMore/>




</Occurrence>




<Scope>





<Permanent/>




</Scope>




<DFTitle>The Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) Management Object (MO).</DFTitle>




<DFType>





<DDFName/>




</DFType>



</DFProperties>



<Node>




<NodeName>Name</NodeName>




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<chr/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The name for the USSI setting.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>USSD_using_CS_domain_only</NodeName>




<DFProperties>





<AccessType>






<Get/>






<Replace/>





</AccessType>





<DFFormat>






<null/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>The HPLMN operator preference for invocation of originating USSD requests.</DFTitle>





<DFType>






<MIME>text/plain</MIME>





</DFType>




</DFProperties>



</Node>



<Node>




<NodeName>3GPP_PS_data_off</NodeName>




<DFProperties>





<AccessType>






<Replace/>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>Configuration parameters for 3GPP PS data off.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>




<Node>





<NodeName>USSI_exempt</NodeName>





<DFProperties>






<AccessType>







<Get/>







<Replace/>






</AccessType>






<DFFormat>







<bool/>






</DFFormat>






<Occurrence>







<One/>






</Occurrence>






<Scope>







<Dynamic/>






</Scope>






<DFTitle>Whether the USSI is a 3GPP PS data off exempt service.</DFTitle>






<DFType>







<MIME>text/plain</MIME>






</DFType>





</DFProperties>




</Node>



</Node>



<Node>




<NodeName>Ext</NodeName>




<!-- The Extension node starts here. -->




<DFProperties>





<AccessType>






<Get/>





</AccessType>





<DFFormat>






<node/>





</DFFormat>





<Occurrence>






<ZeroOrOne/>





</Occurrence>





<Scope>






<Dynamic/>





</Scope>





<DFTitle>A collection of all Extension objects.</DFTitle>





<DFType>






<DDFName/>





</DFType>




</DFProperties>



</Node>


</Node>

</MgmtTree>
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