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* * * For Information * * * *

4.3.4.2.7
PWS RESTART INDICATION

This Indication is sent by the MME to report to the CBC the List of cells that have become available for PWS and have no warning message data.

Direction: MME ( CBC
Table 4.3.4.2.7-1: PWS RESTART INDICATION message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	ignore

	Restarted-Cell-List
	M
	
	[7]
	
	YES
	reject

	 >Restarted Cell List

 Item
	
	1 to <maxnoofRestartedCells>
	
	
	
	

	  >>E-CGI
	M
	
	[7]
	
	
	

	Global eNB ID
	M
	
	[7]
	
	YES
	reject

	List of TAIs for Restart
	M
	
	
	
	YES
	reject

	 >TAI for Restart List Item
	
	1 to <maxnoofTRestartTAIs>
	
	
	
	

	   >>TAI
	M
	
	[7]
	
	
	

	List of EAIs for Restart
	O
	
	
	
	YES
	reject

	 >EAI for Restart List Item
	
	1 to  <maxnoofRestartEAIs>
	
	
	
	

	  >>Emergency Area ID
	M
	
	[7]
	
	
	


Table 4.3.4.2.7-2: RANGE explanation

	Range bound
	Explanation

	maxnoofRestartedCells
	Maximum no. of restarted cells. Value is 256.

	maxnoofRestartTAIs
	Maximum no. of Tracking Area IDs configured in the restarted cells. Value is 2048.

	maxnoofRestartEAIs
	Maximum no. of Emergency Area ID configured in the restarted cells. Value is 256.


* * * First Change * * * *

4.4.5
Information element definitions

…
-- R

Repetition-Period


::= INTEGER (0..4096)

-- 1 to 4096: Each unit represents a repetition of one second to a maximum of

-- once per 4096 seconds (~1 hour). 

-- 0: no repetition

-- A CBC compliant to this version or later of this specification shall not send a repetition period 
-- greater than 4095.

-- For backwards compatibility with a CBC compliant to an earlier version of this specification the 
–- maximum value of the repetition period defined in ASN.1 remains at 4096.

-- If the value of the Repetition Period IE received in the WRITE-REPLACE WARNING REQUEST message is 
-- set to 4096, the MME shall set the Repetition Period IE to the maximum value 4095 supported on   
-- the S1-MME interface as defined in [7] before forwarding to the selected eNBs. 
Restarted-Cell-List


::= SEQUENCE (SIZE(1.. maxnoofRestartedCells)) OF EUTRAN-CGI  
…

* * * For Information * * * *

4.4.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

SBC-AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Write-Replace-Warning 


INTEGER ::= 0 

id-Stop-Warning 




INTEGER ::= 1 

id-Error-Indication 



INTEGER ::= 2

id-Write-Replace-Warning-Indication
INTEGER ::= 3
id-Stop-Warning-Indication


INTEGER ::= 4
id-PWS-Restart-Indication


INTEGER ::= 5 
id-PWS-Failure-Indication


INTEGER ::= 6
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Broadcast-Message-Content

INTEGER ::= 0

id-Cause 



INTEGER ::= 1
id-Criticality-Diagnostics
INTEGER ::=2
id-Data-Coding-Scheme 


INTEGER ::= 3
id-Failure-List 


INTEGER ::= 4
id-Message-Identifier 


INTEGER ::= 5
id-Number-of-Broadcasts-Completed-List 
INTEGER ::= 6
id-Number-of-Broadcasts-Requested 

INTEGER ::= 7
id-Radio-Resource-Loading-List 

INTEGER ::= 8
id-Recovery-Indication 


INTEGER ::= 9
id-Repetition-Period 


INTEGER ::= 10
id-Serial-Number 


INTEGER ::= 11
id-Service-Areas-List 


INTEGER ::= 12
id-TypeOfError




INTEGER ::= 13

id-List-of-TAIs




INTEGER ::= 14

id-Warning-Area-List 


INTEGER ::= 15

id-Warning-Message-Content

INTEGER ::= 16

id-Warning-Security-Information
INTEGER ::= 17

id-Warning-Type




INTEGER ::= 18 

id-Omc-Id 





INTEGER ::= 19 

id-Concurrent-Warning-Message-Indicator INTEGER ::= 20 
id-Extended-Repetition-Period
INTEGER ::= 21

id-Unknown-Tracking-Area-List
INTEGER ::= 22 

id-Broadcast-Scheduled-Area-List
INTEGER ::= 23

id-Send-Write-Replace-Warning-Indication INTEGER ::= 24

id-Broadcast-Cancelled-Area-List

INTEGER ::= 25

id-Send-Stop-Warning-Indication

INTEGER ::= 26

id-Stop-All-Indicator


INTEGER ::= 27 

id-Global-ENB-ID




INTEGER ::= 28

id-Broadcast-Empty-Area-List

INTEGER ::= 29

id-Restarted-Cell-List


INTEGER ::= 30
id-List-of-TAIs-Restart


INTEGER ::= 31

id-List-of-EAIs-Restart


INTEGER ::= 32 
id-Failed-Cell-List



INTEGER ::= 33
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors



INTEGER ::= 256 
maxnoofCellID



INTEGER
::= 65535 

maxnoofCellinEAI


INTEGER ::= 65535
maxnoofCellinTAI


INTEGER ::= 65535
maxNrOfTAIs




INTEGER ::= 65535
maxnoofEmergencyAreaID

INTEGER
::= 65535

maxnoofTAIforWarning

INTEGER ::= 65535
maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535 

maxnoofeNBIds



INTEGER ::= 256
maxnoofRestartedCells

INTEGER ::= 256
maxnoofRestartTAIs


INTEGER ::= 2048

maxnoofRestartEAIs


INTEGER ::= 256 
maxnoofFailedCells


INTEGER ::= 256
* * * End of Changes * * * *

