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	Reason for change:
	Current specification references TS 102 241 9.2.0. Latest published version is 13.0.0.
 
List of changes from v9.2.0 to 13.0.0:

SCP(11)0265r1 Reservation of IMS events for 31.130
Reservation of two new event values in the overview table of all events defined for the API's

SCP(11)0281r1 - Corrections related to changes of event Access Technology Change in ETSI TS 102 223 (mirror of SCPTEC(11)0137) 
New event constant EVENT_EVENT_DOWNLOAD_ACCESS_TECHNOLOGY_CHANGE_MULTIPLE
Clarifications on event constant EVENT_EVENT_DOWNLOAD_ACCESS_TECHNOLOGY_CHANGE
Changes in Java Card API.

SCP(11)0377   - M2M Events for monitoring of data reliability
New event has been added: EVENT_MEMORY_FAILURE. 
An additional section that explains UICC memory monitoring has been added.
Changes in Java Card API

SCP(12)000261 - API services for high activity arrays
Allow the creation of objects with extended endurance in terms of update operations.

SCP(13)000237 – Adding constants in TerminalProfile class in Java Card API

SCP(14)000209 - Update of Java Card™ reference
Change the name of the company that maintains the Java Card™ specification and change the URL to the correct location of the specifications

SCP(14)000210 - Adding constants in TerminalProfile class in Java Card API

SCP(14)000281 - Correct description of getPollInterval method in Java Card API
Fix a missalignment between specification and description in API

SCP(15)000046 - Update of ToolkitConstant Interface in Java Card API
New constants added

SCP(15)000122 – Add EVENT_MEMORY_FAILURE in the Handler availability table

SCP(15)000123 - Add EVENT_EVENT_ACCESS_TECHNOLOGY_CHANGE_MULTIPLE in the Handler availability table

SCP(15)000124 – Add support of Poll Interval Negotiation

SCP(15)000174 – Add support of Radio Access Technologies in PROVIDE LOCAL INFORMATION in the Java Card API
Add constant values in the TerminalProfile interface and the ToolkitConstants interface


	
	

	Summary of change:
	Update of reference to ETSI TS 102 241 version 13.0.0

	
	

	Consequences if not approved:
	Reference to TS 102 241 is not up to date.
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	Other comments:
	The following CRs are not included in the published version:
- SCP(15)000269 – R13 - Add support for ENVELOPE (TERMINAL APPLICATIONS)
- SCP(16)000018 – R13 - Description of CAT ACTIVATE as system command
- SCP(16)000088 – R13 - Update of references to GlobalPlatform specifications
- SCP(16)000089 – R13 - TERMINAL PROFILE  eUICC Profile Switch constant addition
- SCP(16)000188 – R14 - TERMINAL PROFILE constant addition for eUICC Profile Operation
- SCP(16)000234 – R13 - Trigger EVENT_FIRST_COMMAND_AFTER_ATR  event after profile change
- SCP(16)000235r1 – R14 - UICC Supension mechanism API
- SCP(17)000019r1 – R14 - TerminalProfile constant addition for GET INPUT with Variable Time out
- SCP(17)000085 – R13 - Correction in Terminal Profile Class
- SCP(17)000086r1 – R14 - Correction in Terminal Profile Class
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