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	Reason for change:
	According to current specification UE can terminate call if UICC presence detection fails.

But if there is an ongoing emergency call, the emergency call should not be affected if the UICC presence detection fails and the emergency call should continue.


	
	

	Summary of change:
	If UICC presence detection fails in a ME, it can clear an ongoing call other than an emergency call.

	
	

	Consequences if not approved:
	Emergency call drop will be observed for UICC presence detection failure.
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* * * 1st change * * * 
[bookmark: _Toc485372561][bookmark: _Toc454574810][bookmark: _Toc430962764]5.1.9	UICC presence detection
The ME checks for the presence of the UICC according to TS 31.101 [11] within all 30s periods of inactivity on the UICC-ME interface during a call. If the presence detection according to TS 31.101 [11] fails the call shall be terminated as soon as possible but at least within 5s after the presence detection has failed. Here a call covers a circuit switched call, and/or an active PDP context or an active EPS bearer context. For emergency services, if UICC presence detection fails during a call the service may not be terminated.
The ME may suspend the UICC presence detection based on STATUS commands in case it has an active PDP context or an active EPS bearer context, but has not exchanged any data with the network within a 30s period of inactivity on the UICC-ME interface, and resume it as soon as data is exchanged with the network, sending immediately a new STATUS command.


 * * * End of 1st change * * * 
