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***** First change *****
9.2.26
WRITE-REPLACE-WARNING-REQUEST-NG-RAN Request/Indication

	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	List of TAIs
	9.3.29
	O

	Warning Area List
	9.3.30
	O

	Repetition-Period NG-RAN (NOTE 2)
	9.3.52
	M 

	Extended Repetition-Period
	9.3.37
	O

	No-of-Broadcasts-Requested
	9.3.9
	M 

	Warning-Type
	9.3.24
	O 

	Warning-Security-Information
	9.3.25
	O 

	Data Coding Scheme
	9.3.18
	O (NOTE 1)

	Warning Message Content NG-RAN
	9.3.51
	O

	OMC ID
	9.3.31
	O

	Concurrent Warning Message Indicator
	9.3.32
	O

	Send Write-Replace-Warning-Indication
	9.3.39
	O

	Global RAN Node ID (NOTE 2)
	9.3.53
	O

	NOTE 1:
The Data Coding Scheme IE is not required for ETWS primary notification but it is mandatory for ETWS secondary notification and CMAS warning messages when Warning Message Content NG-RAN IE is present.

	NOTE 2: All parameters in the WRITE-REPLACE-WARNING-REQUEST-NG-RAN primitive are identical to the primitives in the WRITE-REPLACE-WARNING-REQUEST (subclause 9.2.16), with the exception of the Repetition-Period NG-RAN and the Global RAN Node ID.


This primitive is sent by the CBCF to the AMF to request start or overwrite of a warning message broadcast and is responded to by the AMF in a WRITE-REPLACE-WARNING-CONFIRM-NG-RAN response.

NOTE:
For ETWS Primary Notification, the Repetition Period IE and the Number of Broadcasts Requested IE are ignored by gNB if included in WRITE-REPLACE-WARNING-REQUEST-NG-RAN.


***** End of changes *****
