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* * * First Change * * * *

6.2.4
Floor participant state transition diagram for basic operation
6.2.4.1
General

The floor participant shall behave according to the state diagram and the state transitions specified in this subclause.

Figure 6.2.4.1-1 shows the state diagram for 'Floor participant state transition diagram for basic operation'.
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Figure 6.2.4.1-1: Floor participant state transition diagram for basic operation.

State details are explained in the following subclauses.

If an RTP media packet or a floor control message arrives in a state where there is no specific procedure specified for the RTP media packets or the received floor control message, the floor participant shall discard the floor control message or the RTP media packet and shall remain in the current state.

NOTE 1:
A badly formatted RTP packet or floor control message received in any state is ignored by the floor participant and does not cause any change of the current state.

NOTE 2:
The state transition diagram is the same for groups configured for audio cut-in floor control but the U: queued state should never be visited.
* * * First Change * * * *

6.2.4.3.7
Receive Floor Release Multi Talker message (R: Floor Release Multi talker)

Upon receiving the Floor Release Multi Talker message, the floor participant:

1.
shall provide a notification to the user indicating that a participant has released the floor in a multi-talker group; and
2.
shall remain in the 'U: has no permission' stated.


* * * First Change * * * *

6.2.4.4.10
Receive Floor Release Multi Talker message (R: Floor Release Multi talker)

Upon receiving the Floor Release Multi Talker message, the floor participant:

1.
shall provide a notification to the user indicating that a participant has released the floor in a multi-talker group; and
2.
shall remain in the 'U: pending Request' state.


* * * First Change * * * *

6.2.4.5.9
Receive Floor Release Multi Talker message (R: Floor Release Multi talker)

Upon receiving the Floor Release Multi Talker message, the floor participant:

1.
shall provide a notification to the user indicating that the participant has released the floor in a multi-talker group; and
2.
shall remain in the 'U: has permission' state.

* * * First Change * * * *

6.2.4.6.9
Receive Floor Release Multi Talker message (R: Floor Release Multi talker)

Upon receiving the Floor Release Multi Talker message, the floor participant:

1.
shall provide a notification to the user indicating that the participant has released the floor in a multi-talker group; and
2.
if the message is due to the participant having released the floor shall enter 'U: has no permission', otherwise shall remain in the 'U: pending Release' state.


* * * First Change * * * *

6.2.4.9.14
Receive Floor Release Multi Talker message (R: Floor Release Multi talker)

Upon receiving the Floor Release Multi Talker message, the floor participant:

1.
shall provide a notification to the user indicating that a participant has released the floor in a multi-talker group; and
2.
shall remain in the 'U: queued' state.



_1549981934.vsd
U: has no permission


U: pending release


U: has permission


U: queued


U: pending request


R: Floor Taken OR
R: Floor Idle OR
R: RTP Media OR
Timer T103 expired


R: Floor Taken OR
R: Floor Granted OR
R: RTP Media OR
R: Floor Queue Position info OR
S: Request floor queue position OR
Timer T104 expired


R: Floor Queue Position Info


R: Floor Granted OR
S: RTP Media


R: Floor Deny OR
Timer T101 exp. N times


R: Floor Revoke OR
PTT button released


R: Floor Taken OR
R: RTP Media OR
Timer T101 expired


R: Floor Revoke OR
PTT button released


PTT pressed


R: Floor Granted


R: Floor Deny OR
R: Floor Idle OR
Timer T132 expired


PTT button released OR
Timer T104 exp. N times


R: Floor Granted


R: Floor Idle OR
R: Floor Taken OR
R: RTP Media OR
R: Floor Ack OR
Timer T100 exp. N times


R: Floor Revoke OR
R: Floor Granted OR
Timer T100 expired


Start-stop


Releasing


Any State


R: Floor Idle


MCPTT call initiated, originating MCPTT user


MCPTT call initiated, originating MCPTT user


MCPTT call initiated, originating MCPTT user OR MCPTT call established, terminating MCPTT user


R: MCPTT call release - 1


R: MCPTT call release - 2


R: Floor indicator



_1583574093.vsd
U: has no permission


U: pending release


U: has permission


U: queued


U: pending request


R: Floor Taken OR
R: Floor Idle OR
R: Floor Release Multi Talker OR
R: RTP Media OR
Timer T103 expired


R: Floor Taken OR
R: Floor Granted OR
R: Floor Release Multi Talker
R: RTP Media OR
R: Floor Queue Position info OR
S: Request floor queue position OR
Timer T104 expired


R: Floor Queue Position Info


R: Floor Granted OR
R: Floor Release Multi TalkerS: RTP Media


R: Floor Deny OR
Timer T101 exp. N times


R: Floor Revoke OR
PTT button released


R: Floor Taken OR
R: Floor Release Multi Talker OR
R: RTP Media OR
Timer T101 expired


R: Floor Revoke OR
PTT button released


PTT pressed


R: Floor Granted


R: Floor Deny OR
R: Floor Idle OR
Timer T132 expired


PTT button released OR
Timer T104 exp. N times


R: Floor Granted


R: Floor Idle OR
R: Floor Taken OR
R: RTP Media OR
R: Floor Ack OR
Timer T100 exp. N times


R: Floor Revoke OR
R: Floor Granted OR
R: Floor Release Multi Talker
Timer T100 expired


Start-stop


Releasing


Any State


R: Floor Idle


MCPTT call initiated, originating MCPTT user


MCPTT call initiated, originating MCPTT user


MCPTT call initiated, originating MCPTT user OR MCPTT call established, terminating MCPTT user


R: MCPTT call release - 1


R: MCPTT call release - 2


R: Floor indicator



