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* * * First Change * * * *

9.9.3.12A
EPS network feature support
The purpose of the EPS network feature support information element is to indicate whether certain features are supported by the network.
The EPS network feature support information element is coded as shown in figure 9.9.3.12A.1 and table 9.9.3.12A.1.

The EPS network feature support is a type 4 information element with a minimum length of 3 octets and a maximum length of 4 octets.

	8
	7
	6
	5
	4
	3
	2
	1
	

	EPS network feature support IEI
	octet 1

	Length of EPS network feature support contents
	octet 2

	CP CIoT
	ERw/oPDN
	ESR
PS
	CS-LCS
	EPC-LCS
	EMC BS
	IMS VoPS
	octet 3

	0

Spare
	N26ind
	RestrictDCNR
	RestrictEC
	ePCO
	HC-CP CIoT
	S1-U data
	UP CIoT
	octet 4*


Figure 9.9.3.12A.1: EPS network feature support information element

Table 9.9.3.12A.1: EPS network feature support information element

	IMS voice over PS session indicator (IMS VoPS) (octet 3, bit 1)

	

	Bit

	1
	
	
	
	

	0
	
	
	
	IMS voice over PS session in S1 mode not supported

	1
	
	
	
	IMS voice over PS session in S1 mode supported

	

	Emergency bearer services indicator (EMC BS) (octet 3, bit 2)

	

	Bit

	2
	
	
	
	

	0
	
	
	
	emergency bearer services in S1 mode not supported

	1
	
	
	
	emergency bearer services in S1 mode supported

	

	Location services indicator in EPC (EPC-LCS) (octet 3, bit 3)

	

	Bit

	3
	
	
	
	

	0
	
	
	
	location services via EPC not supported

	1
	
	
	
	location services via EPC supported

	

	Location services indicator in CS (CS-LCS) (octet 3, bit 4 to 5)

	

	Bit

	5
	4
	
	
	

	0
	0
	
	
	no information about support of location services via CS domain is available

	0
	1
	
	
	location services via CS domain supported

	1
	0
	
	
	location services via CS domain not supported

	1
	1
	
	
	reserved

	

	Support of EXTENDED SERVICE REQUEST for packet services (ESRPS)

(octet 3, bit 6)

	

	Bit

	6
	
	
	
	

	0
	
	
	
	network does not support use of EXTENDED SERVICE REQUEST to request for packet services

	1
	
	
	
	network supports use of EXTENDED SERVICE REQUEST to request for packet services

	

	EMM REGISTERED without PDN connectivity (ERw/oPDN)

(octet 3, bit 7)

	This bit indicates the capability for EMM-REGISTERED without PDN connection

	Bit

	7
	
	
	
	

	0
	
	
	
	EMM-REGISTERED without PDN connection not supported

	1
	
	
	
	EMM-REGISTERED without PDN connectionsupported

	

	Control plane CIoT EPS optimization (CP CIoT)

(octet 3, bit 8)

	This bit indicates the capability for control plane CIoT EPS optimization

	Bit

	8

	0
	
	
	
	Control plane CIoT EPS optimization not supported

	1
	
	
	
	Control plane CIoT EPS optimization supported

	

	User plane CIoT EPS optimization (UP CIoT)

(octet 4, bit 1)

	This bit indicates the capability for user plane CIoT EPS optimization

	Bit

	1

	0
	
	
	
	User plane CIoT EPS optimization not supported

	1
	
	
	
	User plane CIoT EPS optimization supported

	

	S1-u data transfer (S1-U data)

(octet 4, bit 2)

	This bit indicates the capability for S1-u data transfer

	Bit

	2

	0
	
	
	
	S1-u data transfer not supported

	1
	
	
	
	S1-u data transfer supported

	

	Header compression for control plane CIoT EPS optimization (HC-CP CIoT)

(octet 4, bit 3)

	This bit indicates the capability for header compression for control plane CIoT EPS optimization

	Bit

	3

	0
	
	
	
	Header compression for control plane CIoT EPS optimization not supported

	1
	
	
	
	Header compression for control plane CIoT EPS optimization supported

	

	Extended protocol configuration options (ePCO) (octet 4, bit 4)
This bit indicates the support of the extended protocol configuration options IE.

	Bit

	4

	0
	
	
	
	Extended protocol configuration options IE not supported

	1
	
	
	
	Extended protocol configuration options IE supported

	

	Restriction on enhanced coverage (RestrictEC) (octet 4, bit 5)

This bit indicates if the use of enhanced coverage is restricted or not.

	Bit

	5

	0
	
	
	
	Use of enhanced coverage is not restricted

	1
	
	
	
	Use of enhanced coverage is restricted

	Restriction on the use of dual connectivity with NR (RestrictDCNR) (octet 4, bit 6)

This bit indicates if the use of dual connectivity with NR is restricted or not.

	Bit

	6

	0
	
	
	
	Use of dual connectivity with NR is not restricted

	1
	
	
	
	Use of dual connectivity with NR is restricted

	Interworking without N26 supported (N26ind) (octet 4, bit 7)

This bit indicates whether the network supports interworking without N26.

	Bit

	7

	0
	
	
	
	Interworking without N26 not supported

	1
	
	
	
	Interworking without N26 supported

	

	

	Bits 8 to 7 of octet 4 are spare and shall be coded as zeros.

	


* * * End of Change * * * *

