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* * * First Change * * * *

1
Scope

The present document specifies the procedures and the SBc Application Part (SBc-AP) messages used on the SBc-AP interface between the Mobility Management Entity (MME) and the Cell Broadcast Centre (CBC), and between the Public Warning System – Inter Working Function (PWS-IWF) and the CBC.

The present document supports the following functions:
-
Warning Message Transmission function in the EPS,

-
Warning Message Transmission function in the 5GS via the PWS-IWF (see 3GPP TS 23.041 [14]).
NOTE:
The SBc-AP interface is a logical interface between the MME and the CBC and also between the PWS-IWF and the CBC, when connected to 5GC. The PWS-IWF may not be always explicitly mentioned in the remainder of the present document.
* * * Next Change * * * *

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
IETF RFC 2460 (December 1998): "Internet Protocol, Version 6 (IPv6) Specification".

[3]
IETF RFC 791 (September 1981): "Internet Protocol".

[4]
IETF RFC 4960 (September 2007): "Stream Control Transmission Protocol".

[5]
Void
[6]
Void
[7]
3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)"
[8]
ITU-T Recommendation X.680 (07/2002): "Information Technology - Abstract Syntax Notation One (ASN.1): Specification of basic notation".

[9]
ITU-T Recommendation X.681 (07/2002): "Information Technology - Abstract Syntax Notation One (ASN.1): Information object specification".

[10]
ITU-T Recommendation X.691 (07/2002): "Information Technology - ASN.1 encoding rules - Specification of Packed Encoding Rules (PER)".
[11]
3GPP TS 29.002: "Mobile Application Part (MAP) specification".

[12]
Void

[13]
3GPP TS 22.268: "Public Warning System (PWS) requirements".
[14]
3GPP TS 23.041: "Technical realization of Cell Broadcast Service (CBS)".
[15]
Void
[16]
3GPP TS 23.007: "Restoration procedures".
[x]
3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)"
* * * Next Change * * * *

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

5GC
5G Core

CMAS
Commercial Mobile Alert System

CBC
Cell Broadcast Center

CBS
Cell Broadcast Service

EPC
Evolved Packet Core 
EPS
Evolved Packet System 

ETWS
Earthquake and Tsunami Warning System 
MME
Mobility Management Entity

PWS
Public Warning System
PWS-IWF
PWS – Inter Working Function
SCTP
Stream Control Transmission Protocol


* * * Next Change * * * *

4.3.4.2.1
WRITE-REPLACE WARNING REQUEST

This message is sent by the CBC to request start or overwrite of a warning message broadcast. 
If the message is sent to the MME, then:

-
the List of TAIs IE, the Warning Area List IE and the Global eNB ID IE may be used; and
-
the List of 5GS TAIs IE, the Warning Area List 5GS IE, the Global RAN Node ID IE and the RAT Selector 5GS IE shall not be used.
If the message is sent to the PWS-IWF, then:

-
the List of 5GS TAIs IE, the Warning Area List 5GS IE, the Global RAN Node ID IE may be used; 
-
the List of TAIs IE, the Warning Area List IE and the Global eNB ID IE shall not be used; and
-
the message shall address a Warning Area in E-UTRA or in NR, but not both simultaneously; the RAT Selector 5GS IE shall be used if the message is for the NR RAT.
Direction: CBC ( MME, PWS-IWF 
Table 4.3.4.2.1-1: WRITE-REPLACE WARNING REQUEST message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	List of TAIs
	O
	
	
	
	YES
	reject

	 >TAI List Item
	
	1 to <maxnoofTAI>
	
	
	
	

	   >>TAI
	M
	
	[7]
	
	
	

	Warning Area List
	O
	
	[7]
	
	YES
	ignore

	Repetition Period
	M
	
	[7]
	
	YES
	reject

	Extended Repetition Period
	O
	
	[7]
	
	YES
	reject

	Number of Broadcast Requested
	M
	
	[7]
	
	YES
	reject

	Warning Type
	O
	
	[7]
	
	YES
	ignore

	Warning Security Information
	O
	
	[7]
	
	YES
	ignore

	Data Coding Scheme
	O
	
	[7]
	
	YES
	ignore

	Warning Message Contents
	O
	
	[7]
	
	YES
	ignore

	OMC ID
	O
	
	4.3.4.3.4
	
	YES
	ignore

	Concurrent Warning Message Indicator
	O
	
	[7]
	
	YES
	reject

	Send Write-Replace-Warning-Indication
	O
	
	4.3.4.3.5
	
	YES
	ignore

	Global eNB ID
	O
	
	[7]
	
	YES
	ignore

	List of 5GS TAIs
	O
	
	
	
	YES
	ignore

	 >5GS TAI List Item
	
	1 to <maxnoof5GSTAIs>
	
	
	
	

	   >>5GS TAI
	M
	
	[x]
	
	
	

	Warning Area List 5GS
	O
	
	[x]
	
	YES
	ignore

	Global RAN Node ID
	O
	
	[x]
	
	YES
	Ignore

	RAT Selector 5GS
	C
	
	4.3.4.3.x1
	
	YES
	ignore


Table 4.3.4.2.1-2: RANGE explanation

	Range bound
	Explanation

	maxnoofTAI
	Maximum no. of TAI subject for warning message broadcast in E‑UTRAN. Value is 65535.

	Maxnoof5GSTAIs
	Maximum no. of TAI subject for warning message broadcast in 5GS. 


Editor's Note: the Maxnoof5GSTAIs value is FFS in RAN3 (assumption for ASN1 is 65535). 
* * * Next Change * * * *

4.3.4.2.2
WRITE-REPLACE WARNING RESPONSE

This message is sent by the MME or PWS-IWF to acknowledge the CBC on the start or overwrite request of a warning message. 
If the message is received from an MME then the Unknown Tracking Area IE may be present. If the message is received from a PWS-IWF then the Unknown 5GS Tracking Area List may be present.
Direction: MME, PWS-IWF ( CBC
Table 4.3.4.2.2-1: WRITE-REPLACE WARNING RESPONSE message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Cause
	M
	
	4.3.4.3.2
	
	YES
	reject

	Criticality Diagnostics
	O
	
	4.3.4.3.3
	
	YES
	ignore

	Unknown Tracking Area List
	O
	
	4.3.4.3.6
	
	YES
	ignore

	Unknown 5GS Tracking Area List
	O
	
	4.3.4.3.x2
	
	YES
	ignore


* * * Next Change * * * *

4.3.4.2.3
STOP WARNING REQUEST

This message is sent by the CBC to stop a warning message broadcast. 
If the message is sent to an MME, then:

-
the List of TAIs IE and the Warning Area List IE may be used; and
-
the List of 5GS TAIs IE, the Warning Area List 5GS IE and the RAT Selector 5GS IE shall not be used.

If the message is sent to the PWS-IWF, then: 
-
the List of 5GS TAIs IE, the Warning Area List 5GS IE may be used;
-
the List of TAIs IE and the Warning Area List IE shall not be used; and
-
the message shall address a Warning Area in E-UTRA or in NR, but not both simultaneously; the RAT Selector 5GS IE shall be used if the message is for the NR RAT.
Direction: CBC ( MME, PWS-IWF 
Table 4.3.4.2.3-1: STOP WARNING REQUEST message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	List of TAIs
	O
	
	
	
	YES
	reject

	 >TAI List Item
	
	1 to <maxnoofTAI>
	
	
	
	

	   >>TAI
	M
	
	[7]
	
	
	

	Warning Area List
	O
	
	[7]
	
	YES
	Ignore

	OMC ID
	O
	
	4.3.4.3.4
	
	YES
	ignore

	Send Stop Warning Indication
	O
	
	4.3.4.3.7
	
	YES
	ignore

	Stop-All Indicator
	O
	
	4.3.4.3.8
	
	YES
	reject

	List of 5GS TAIs
	O
	
	
	
	YES
	ignore

	 >5GS TAI List Item
	
	1 to <maxnoof5GSTAIs>
	
	
	
	

	   >>5GS TAI
	M
	
	[x]
	
	
	

	Warning Area List 5GS
	O
	
	[x]
	
	YES
	ignore

	RAT Selector 5GS
	C
	
	4.3.4.3.x1
	
	YES
	ignore


Table 4.3.4.2.3-2: RANGE explanation

	Range bound
	Explanation

	maxnoofTAI
	Maximum no. of TAI subject for warning message broadcast in E‑UTRAN. Value is 65535.

	Maxnoof5GSTAIs
	Maximum no. of TAI subject for warning message broadcast in 5GS. 


Editor's Note: the Maxnoof5GSTAIs value is FFS in RAN3 (assumption for ASN1 is 65535). 
* * * Next Change * * * *

4.3.4.2.4
STOP WARNING RESPONSE

This message is sent by the MME or PWS-IWF to acknowledge the CBC on the stop request of a warning message. 
If the message is received from an MME then the Unknown Tracking Area IE may be present, but if the message is received from a PWS-IWF then the Unknown 5GS Tracking Area List may be present.
Direction: MME, PWS-IWF ( CBC
Table 4.3.4.2.2-1: STOP WARNING RESPONSE message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	reject

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Cause
	M
	
	4.3.4.3.2
	
	YES
	reject

	Criticality Diagnostics
	O
	
	4.3.4.3.3
	
	YES
	ignore

	Unknown Tracking Area List
	O
	
	4.3.4.3.6
	
	YES
	ignore

	Unknown 5GS Tracking Area List
	O
	
	4.3.4.3.x2
	
	YES
	ignore


* * * Next Change * * * *

4.3.4.2.5
WRITE REPLACE WARNING INDICATION
This message is sent by the MME to report to the CBC the Broadcast Scheduled Area List(s) the MME has received from the eNodeB(s) as Broadcast Completed Area List in a WRITE-REPLACE WARNING RESPONSE [7]. Multiple responses from eNodeBs may be combined in a Broadcast Scheduled Area List.

The Broadcast Scheduled Area List IE is only included in the WRITE-REPLACE WARNING INDICATION when the broadcast is successful in at least one cell within the eNodeBs.
If the message is received from an MME then the Broadscast Scheduled Area List IE may be present, but if the message is received from a PWS-IWF then the Broadscast Scheduled Area List 5GS IE may be present.
Direction: MME, PWS-IWF ( CBC
Table 4.3.4.2.5-1: WRITE REPLACE WARNING INDICATION message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	ignore

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Broadcast Scheduled Area List
	O
	
	[7]
	
	YES
	reject

	Broadcast Scheduled Area List 5GS
	O
	
	4.3.4.3.x3
	
	YES
	ignore


* * * Next Change * * * *

4.3.4.2.6
STOP WARNING INDICATION

This message is sent by the MME to report to the CBC the Broadcast Cancelled Area List the MME has received from the eNodeB in a KILL RESPONSE [7]. If the MME has received a KILL RESPONSE without a Broadcast Cancelled Area List IE, then the eNodeB ID shall be included in the Broadcast Empty Area List instead. Multiple responses from eNodeBs may be aggregated into a combined Broadcast Cancelled Area List.  
NOTE: The CBC is able to derive the list of cell IDs that are served by the eNodeB, because the eNodeB ID is contained in the cell ID.The Broadcast Cancelled Area List IE is only included in the STOP WARNING INDICATION when the broadcast is successfully stopped in at least one cell within the eNodeBs.
The Broadcast Empty Area List IE shall be included in the STOP-WARNING-INDICATION when the MME has received at least one KILL RESPONSE without Broadcast Cancelled Area List IE.
If the message is received from an MME then the Broadscast Cancelled Area List IE may be present, but if the message is received from a PWS-IWF then the Broadscast Cancelled Area List 5GS IE may be present.
Direction: MME, PWS-IWF ( CBC
Table 4.3.4.2.6-1: STOP WARNING INDICATION message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	ignore

	Message Identifier
	M
	
	[7]
	
	YES
	reject

	Serial Number
	M
	
	[7]
	
	YES
	reject

	Broadcast Cancelled Area List
	O
	
	[7]
	
	YES
	reject

	Broadcast Empty Area List
	O
	
	4.3.4.3.9
	
	YES
	ignore

	Broadcast Cancelled Area List 5GS
	O
	
	4.3.4.3.x4
	
	YES
	ignore

	Broadcast Empty Area List 5GS
	O
	
	4.3.4.3.x5
	
	YES
	ignore


* * * Next Change * * * *

4.3.4.2.7
PWS RESTART INDICATION

This Indication is sent by the MME, or the PWS-IWF to report to the CBC the List of cells that have become available for PWS and have no warning message data.
If the indication is received from a PWS-IWF and the restarted cells are NR cells then: 
-
the Restarted-Cell-List IE, the Global eNB ID IE and List of TAIs for Restart IE shall be populated with a dummy value (all zeros); and

-
the Restarted-Cell-List-NR IE, Global gNB ID IE and List of 5GS TAIs for Restart IE shall be populated. 
If the indication is received from a PWS-IWF and the restarted cells are E-UTRA cells then: 
-
the Restarted-Cell-List-NR IE and the Global gNB ID IE shall not be present; 
-
the List of TAIs for Restart IE shall be populated with a dummy value (all zeros); and 
-
the List of 5GS TAI for Restart IE shall be populated. 
Direction: MME, PWS-IWF ( CBC
Table 4.3.4.2.7-1: PWS RESTART INDICATION message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	ignore

	Restarted-Cell-List
	M
	
	[7]
	
	YES
	reject

	 >Restarted Cell List

 Item
	
	1 to <maxnoofRestartedCells>
	
	
	
	

	  >>E-CGI
	M
	
	[7]
	
	
	

	Global eNB ID
	M
	
	[7]
	
	YES
	reject

	List of TAIs for Restart
	M
	
	
	
	YES
	reject

	 >TAI for Restart List Item
	
	1 to <maxnoofTRestartTAIs>
	
	
	
	

	   >>TAI
	M
	
	[7]
	
	
	

	List of EAIs for Restart
	O
	
	
	
	YES
	reject

	 >EAI for Restart List Item
	
	1 to  <maxnoofRestartEAIs>
	
	
	
	

	  >>Emergency Area ID
	M
	
	[7]
	
	
	

	Restarted-Cell-List-NR
	O
	
	
	
	YES
	ignore

	 >Restarted Cell List NR Item
	
	1 to < maxnoofCellsforRestartNR >
	
	
	
	

	     >>NR CGI
	O
	
	[x]
	
	
	

	Global gNB ID
	O
	
	[x]
	
	YES
	ignore

	List of 5GS TAI  for Restart
	O
	
	
	
	YES
	ignore

	  >5GS TAI for Restart List Item
	
	1 to <maxnoofTRestart5GSTAIs>
	
	
	
	

	     >>5GS TAI
	O
	
	[x]
	
	
	


Table 4.3.4.2.7-2: RANGE explanation

	Range bound
	Explanation

	maxnoofRestartedCells
	Maximum no. of restarted E-UTRA cells. Value is 256.

	maxnoofRestartTAIs
	Maximum no. of Tracking Area IDs configured in the restarted cells. Value is 2048.

	maxnoofRestartEAIs
	Maximum no. of Emergency Area ID configured in the restarted cells. Value is 256.

	maxnoofCellsforRestartNR
	Maximum no. of NR cells subject for reloading warning message broadcast. Value is 16384.

	maxnoofTRestart5GSTAIs
	Maximum no. of 5GS TAIs subject for reloading warning message broadcast. Value is 2048.


* * * Next Change * * * *

4.3.4.2.8
PWS FAILURE INDICATION

This Indication is sent by the MME or PWS-IWF to report to the CBC the List of cells that are no longer available for PWS.
If the indication is received from a PWS-IWF and the failed cells are NR cells then the Failed-Cell-List IE and the Global eNB ID IE shall be populated with a dummy value (all zeros).
Direction: MME, PWS-IWF ( CBC
Table 4.3.4.2.8-1: PWS FAILURE INDICATION message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	4.3.4.3.1
	
	YES
	ignore

	Failed-Cell-List
	M
	
	[7]
	
	YES
	reject

	 >Failed Cell List

 Item
	
	1 to <maxnoofFailedCells>
	
	
	
	

	  >>E-CGI
	M
	
	[7]
	
	
	

	Global eNB ID
	M
	
	[7]
	
	YES
	reject

	 Failed Cell List NR
	O
	
	
	
	YES
	ignore

	 >Failed Cell List NR Item
	
	1 to <maxnoofCellsingNB>
	
	
	
	

	    >>NR CGI
	O
	
	[x]
	
	
	

	Global gNB ID
	O
	
	[x]
	
	YES
	ignore


Table 4.3.4.2.8-2: RANGE explanation

	Range bound
	Explanation

	maxnoofFailedCells
	Maximum number of failed cells. Value is 256.

	maxnoofCellsingNB
	Maximum no. of cells that can be served by a gNB. Value is 16384.


* * * Next Change * * * *

4.3.4.3.x1
RAT Selector 5GS
The RAT Selector 5GS IE shall be present in a WRITE-REPLACE WARNING REQUEST and a STOP WARNING REQUEST message sent to a PWS-IWF, to indicate to the AMF that the request shall be distributed to gNodeBs (i.e. NR RAT). If the IE is not present, the AMF shall distribute the request to ng-eNodeBs (i.e. E-UTRA RAT).
Table 4.3.4.3.x1-1: RAT Selector 5GS contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RAT Selector 5GS
	O
	
	Enumerated(true)
	
	YES
	ignore


* * * Next Change * * * *

4.3.4.3.x2
Unknown 5GS Tracking Area List
The Unknown 5GS Tracking Area List IE identifies the Tracking Areas that are unknown to the AMF and where the Request cannot be delivered.

This IE shall only be included if the Cause IE indicates Message accepted, which means the AMF will proceed with the request for Tracking Areas that are known to the AMF. The Cause IE indicating Tracking area not valid is used when all Tracking Areas in the Request are invalid.  
Table 4.3.4.3.x2-1: Failure List information element

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Unknown 5GS Tracking Area List
	
	
	
	

	 >Unknown 5GS TAI List Item
	
	1 to <maxnoof5GSTAIs>
	
	

	   >>5GS TAI
	M
	
	[x]
	


Table 4.3.4.3.x2-2: RANGE explanation

	Range bound
	Explanation

	Maxnoof5GSTAIs
	Maximum no. of TAI subject for warning message broadcast in 5GS.


Editor's Note: the Maxnoof5GSTAIs value is FFS (assumption for ASN1 is 65535). 
* * * Next Change * * * *

4.3.4.3.x3
Broadcast Scheduled Area List 5GS
This IE is used to identify a Broadcast Scheduled Area List in 5GS.

Table 4.3.4.3.x3-1: Broadcast Scheduled Area List 5GS contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Broadcast Completed Area List 5GS
	M
	
	[x]
	
	YES
	reject


The Broadcast Scheduled Area List 5GS shall contain the Broadcast Completed Area List IE as specified in subclause 9.3.1.43 in 3GPP TS 38.413 [x].
* * * Next Change * * * *

4.3.4.3.x4
Broadcast Cancelled Area List 5GS
This IE is used to identify a Broadcast Cancelled Area List in 5GS.

Table 4.3.4.3.x4-1: Broadcast Cancelled Area List 5GS contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Broadcast Cancelled Area List 5GS
	M
	
	[x]
	
	YES
	reject


The Broadcast Cancelled Area List 5GS shall contain the Broadcast Cancelled Area List IE as specified in subclause 9.3.1.44 in 3GPP TS 38.413 [x].
* * * Next Change * * * *

4.3.4.3.x5
Broadcast Empty Area List 5GS
The Broadcast Empty Area List 5GS IE contains the RAN Node IDs of the RAN nodes which have responded with a PWS CANCEL RESPONSE message which did not contain a Broadcast Cancelled Area List IE.

Table 4.3.4.3.x5-1: Broadcast Empty Area List 5GS information element

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Broadcast Empty Area List 5GS
	
	
	
	

	 >Broadcast Empty Area List 5GS List Item
	
	1 to <maxnoofRANNodes>
	
	

	   >>RAN Node ID
	M
	
	[x]
	


Table 4.3.4.3.x5-2: RANGE explanation

	Range bound
	Explanation

	MaxnoofRANNodes
	Maximum no. of RAN Nodes. 


Editor's Note: the MaxnoofRANNodes value is FFS (assumption for ASN1 is 65535). 
* * * Next Change * * * *

4.4.4
PDU definitions

-- **************************************************************

--

-- PDU definitions for SBC-AP.

--

-- **************************************************************

SBC-AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-PDU-Contents (1)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


Concurrent-Warning-Message-Indicator,


Criticality-Diagnostics,


Data-Coding-Scheme,


Message-Identifier,


Serial-Number,


List-of-TAIs,


Warning-Area-List, 


Omc-Id,


Repetition-Period, 


Extended-Repetition-Period,


Number-of-Broadcasts-Requested,


Warning-Type,


Warning-Security-Information,


Warning-Message-Content,


Send-Write-Replace-Warning-Indication,


Broadcast-Scheduled-Area-List,


Unknown-Tracking-Area-List,


Send-Stop-Warning-Indication,


Broadcast-Cancelled-Area-List,


Stop-All-Indicator,


Broadcast-Empty-Area-List,


Restarted-Cell-List,


Global-ENB-ID,


List-of-TAIs-Restart,


List-of-EAIs-Restart,


Failed-Cell-List,


List-of-5GS-TAIs,


Warning-Area-List-5GS,


Global-RAN-Node-ID,

Global-GNB-ID,

RAT-Selector-5GS,


Unknown-5GS-Tracking-Area-List,


Broadcast-Scheduled-Area-List-5GS,


Broadcast-Cancelled-Area-List-5GS,


Broadcast-Empty-Area-List-5GS,

Restarted-Cell-List-NR,


Failed-Cell-List-NR,

List-of-5GS-TAI-for-Restart
FROM SBC-AP-IEs


ProtocolExtensionContainer{},


ProtocolIE-Container{},


SBC-AP-PROTOCOL-EXTENSION,


SBC-AP-PROTOCOL-IES

FROM SBC-AP-Containers


id-Concurrent-Warning-Message-Indicator,

id-Criticality-Diagnostics,

id-Cause,


id-Data-Coding-Scheme,


id-List-of-TAIs,


id-Message-Identifier,


id-Serial-Number,


id-Number-of-Broadcasts-Requested, 


id-Omc-Id,

id-Radio-Resource-Loading-List,


id-Recovery-Indication,


id-Repetition-Period, 


id-Extended-Repetition-Period,


id-Warning-Area-List,


id-Warning-Message-Content,


id-Warning-Security-Information,


id-Warning-Type, 


id-Send-Write-Replace-Warning-Indication,


id-Broadcast-Scheduled-Area-List,


id-Unknown-Tracking-Area-List,


id-Send-Stop-Warning-Indication,


id-Broadcast-Cancelled-Area-List,


id-Stop-All-Indicator,


id-Broadcast-Empty-Area-List,


id-Global-ENB-ID,


id-Restarted-Cell-List,


id-List-of-TAIs-Restart,


id-List-of-EAIs-Restart,


id-Failed-Cell-List,


id-List-of-5GS-TAIs,


id-Warning-Area-List-5GS,


id-Global-RAN-Node-ID,


id-Global-GNB-ID,


id-RAT-Selector-5GS,


id-Unknown-5GS-Tracking-Area-List,


id-Broadcast-Scheduled-Area-List-5GS,


id-Broadcast-Cancelled-Area-List-5GS,


id-Broadcast-Empty-Area-List-5GS,


id-Restarted-Cell-List-NR,


id-Failed-Cell-List-NR,

id-List-of-5GS-TAI-for-Restart
FROM SBC-AP-Constants;

-- **************************************************************

--

-- Write-Replace-Warning-Request

--

-- **************************************************************

Write-Replace-Warning-Request ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Write-Replace-Warning-Request-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Warning-Request-Extensions} } OPTIONAL,


...

}

Write-Replace-Warning-Request-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |


{ ID id-List-of-TAIs

CRITICALITY reject
TYPE List-of-TAIs

PRESENCE optional } |


{ ID id-Warning-Area-List
CRITICALITY ignore
TYPE Warning-Area-List

PRESENCE optional } |


{ ID id-Repetition-Period
CRITICALITY reject
TYPE Repetition-Period

PRESENCE mandatory  } |


{ ID id-Extended-Repetition-Period
CRITICALITY reject
TYPE Extended-Repetition-Period

PRESENCE optional  } |


{ ID id-Number-of-Broadcasts-Requested






CRITICALITY reject
TYPE Number-of-Broadcasts-Requested
PRESENCE mandatory } |


{ ID id-Warning-Type

CRITICALITY ignore
TYPE Warning-Type

PRESENCE optional } |


{ ID id-Warning-Security-Information

CRITICALITY ignore
TYPE Warning-Security-Information

PRESENCE optional } |


{ ID id-Data-Coding-Scheme
CRITICALITY ignore
TYPE Data-Coding-Scheme

PRESENCE optional } |


{ ID id-Warning-Message-Content






CRITICALITY ignore
TYPE Warning-Message-Content
PRESENCE optional } |


{ ID id-Omc-Id  CRITICALITY ignore TYPE Omc-Id PRESENCE optional } |


{ ID id-Concurrent-Warning-Message-Indicator  CRITICALITY reject TYPE Concurrent-Warning-Message-Indicator PRESENCE optional }
|


{ ID id-Send-Write-Replace-Warning-Indication
CRITICALITY ignore
TYPE Send-Write-Replace-Warning-Indication
PRESENCE optional }
|


{ ID id-Global-ENB-ID
CRITICALITY ignore
TYPE Global-ENB-ID
PRESENCE optional },


...

}

Write-Replace-Warning-Request-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-List-of-5GS-TAIs
CRITICALITY ignore
EXTENSION List-of-5GS-TAIs

PRESENCE optional }|

{ ID id-Warning-Area-List-5GS

CRITICALITY ignore
EXTENSION Warning-Area-List-5GS
PRESENCE optional }|

{ ID id-Global-RAN-Node-ID
CRITICALITY ignore
EXTENSION Global-RAN-Node-ID

PRESENCE optional }|

{ ID id-RAT-Selector-5GS
CRITICALITY ignore
EXTENSION RAT-Selector-5GS
PRESENCE optional },

...

}

-- **************************************************************

--

-- Write-Replace-Warning-Response
--

-- **************************************************************
Write-Replace-Warning-Response ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Write-Replace-Warning-Response-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Warning-Response-Extensions} } OPTIONAL,


...

}

Write-Replace-Warning-Response-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Cause



CRITICALITY reject
TYPE Cause




PRESENCE mandatory }
|


{ ID id-Criticality-Diagnostics

CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional } |


{ ID id-Unknown-Tracking-Area-List CRITICALITY ignore
TYPE List-of-TAIs
PRESENCE optional },


...

}

Write-Replace-Warning-Response-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-Unknown-5GS-Tracking-Area-List
CRITICALITY ignore
EXTENSION Unknown-5GS-Tracking-Area-List
PRESENCE optional },

...

}

-- **************************************************************

--

-- Stop-Warning-Request

--

-- **************************************************************

Stop-Warning-Request ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Stop-Warning-Request-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Stop-Warning-Request-Extensions} } OPTIONAL,


...

}

Stop-Warning-Request-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |


{ ID id-List-of-TAIs

CRITICALITY reject
TYPE List-of-TAIs

PRESENCE optional } |


{ ID id-Warning-Area-List
CRITICALITY ignore
TYPE Warning-Area-List

PRESENCE optional }|


{ ID id-Omc-Id  CRITICALITY ignore TYPE Omc-Id PRESENCE optional } |


{ ID id-Send-Stop-Warning-Indication
CRITICALITY ignore
TYPE Send-Stop-Warning-Indication
PRESENCE optional } |


{ ID id-Stop-All-Indicator
CRITICALITY reject 
TYPE Stop-All-Indicator
PRESENCE optional},


...


}

Stop-Warning-Request-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-List-of-5GS-TAIs
CRITICALITY ignore
EXTENSION List-of-5GS-TAIs

PRESENCE optional }|

{ ID id-Warning-Area-List-5GS
CRITICALITY ignore
EXTENSION Warning-Area-List-5GS
PRESENCE optional } |

{ ID id-RAT-Selector-5GS
CRITICALITY ignore
EXTENSION RAT-Selector-5GS
PRESENCE optional },

...

}

-- **************************************************************

--

-- Stop-Warning-Response
--

-- **************************************************************
Stop-Warning-Response ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Stop-Warning-Response-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Stop-Warning-Response-Extensions} } OPTIONAL,


...

}

Stop-Warning-Response-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Cause



CRITICALITY reject
TYPE Cause




PRESENCE mandatory }
|


{ ID id-Criticality-Diagnostics

CRITICALITY ignore
TYPE Criticality-Diagnostics
PRESENCE optional } |


{ ID id-Unknown-Tracking-Area-List CRITICALITY ignore
TYPE List-of-TAIs
PRESENCE optional },


...

}

Stop-Warning-Response-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-Unknown-5GS-Tracking-Area-List
CRITICALITY ignore
EXTENSION Unknown-5GS-Tracking-Area-List
PRESENCE optional },

...

}

-- **************************************************************

--

-- Write-Replace-Warning-Indication

--

-- **************************************************************
Write-Replace-Warning-Indication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Write-Replace-Warning-Indication-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Write-Replace-Warning-Indication-Extensions} } OPTIONAL,


...

}

Write-Replace-Warning-Indication-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Broadcast-Scheduled-Area-List

CRITICALITY reject
TYPE Broadcast-Scheduled-Area-List
PRESENCE optional },


...

}

Write-Replace-Warning-Indication-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-Broadcast-Scheduled-Area-List-5GS
CRITICALITY ignore
EXTENSION Broadcast-Scheduled-Area-List-5GS

PRESENCE optional },


...

}

-- **************************************************************

--

-- Stop-Warning-Indication

--

-- **************************************************************
Stop-Warning-Indication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Stop-Warning-Indication-IEs} },


protocolExtensions
ProtocolExtensionContainer { {Stop-Warning-Indication-Extensions} } OPTIONAL,


...

}

Stop-Warning-Indication-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Message-Identifier
CRITICALITY reject
TYPE Message-Identifier

PRESENCE mandatory } |


{ ID id-Serial-Number
CRITICALITY reject
TYPE Serial-Number

PRESENCE mandatory } |

{ ID id-Broadcast-Cancelled-Area-List

CRITICALITY reject
TYPE Broadcast-Cancelled-Area-List
PRESENCE optional }|


{ ID id-Broadcast-Empty-Area-List
CRITICALITY ignore
TYPE Broadcast-Empty-Area-List
PRESENCE optional },


...

}

Stop-Warning-Indication-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-Broadcast-Cancelled-Area-List-5GS
CRITICALITY ignore
EXTENSION Broadcast-Cancelled-Area-List-5GS

PRESENCE optional }|

{ ID id-Broadcast-Empty-Area-List-5GS
CRITICALITY ignore
EXTENSION Broadcast-Empty-Area-List-5GS

PRESENCE optional },

...

}

-- **************************************************************

--

-- PWS-Restart-Indication

--

-- **************************************************************

PWS-Restart-Indication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {PWS-Restart-Indication-IEs} },


protocolExtensions
ProtocolExtensionContainer { {PWS-Restart-Indication-Extensions} } OPTIONAL,


...

}

PWS-Restart-Indication-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Restarted-Cell-List
CRITICALITY reject
TYPE Restarted-Cell-List
PRESENCE mandatory }|


{ ID id-Global-ENB-ID
CRITICALITY reject
TYPE Global-ENB-ID
PRESENCE mandatory } |


{ ID id-List-of-TAIs-Restart
CRITICALITY reject
TYPE List-of-TAIs-Restart
PRESENCE mandatory } |


{ ID id-List-of-EAIs-Restart
CRITICALITY reject
TYPE List-of-EAIs-Restart
PRESENCE optional },


...

}

PWS-Restart-Indication-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-Restarted-Cell-List-NR
CRITICALITY ignore
EXTENSION Restarted-Cell-List-NR
PRESENCE optional }|


{ ID id-List-of-5GS-TAI-for-Restart
CRITICALITY ignore
EXTENSION List-of-5GS-TAI-for-Restart
PRESENCE optional }|
{ ID id-Global-GNB-ID
CRITICALITY ignore
EXTENSION Global-GNB-ID
PRESENCE optional },

...

}

-- **************************************************************

--

-- PWS-Failure-Indication

--

-- **************************************************************

PWS-Failure-Indication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {PWS-Failure-Indication-IEs} },


protocolExtensions
ProtocolExtensionContainer { {PWS-Failure-Indication-Extensions} } OPTIONAL,


...

}

PWS-Failure-Indication-IEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Failed-Cell-List
CRITICALITY reject
TYPE Failed-Cell-List
PRESENCE mandatory }|


{ ID id-Global-ENB-ID
CRITICALITY reject
TYPE Global-ENB-ID
PRESENCE mandatory },


...

}

PWS-Failure-Indication-Extensions SBC-AP-PROTOCOL-EXTENSION ::= {

{ ID id-Failed-Cell-List-NR
CRITICALITY ignore
EXTENSION Failed-Cell-List-NR
PRESENCE optional }|


{ ID id-Global-GNB-ID
CRITICALITY ignore
EXTENSION Global-GNB-ID
PRESENCE optional },

...

}
-- **************************************************************

--

-- ERROR INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Error Indication

--

-- **************************************************************

Error-Indication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ErrorIndicationIEs}},


...

}

ErrorIndicationIEs SBC-AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE optional
} |


{ ID id-Criticality-Diagnostics

CRITICALITY ignore
TYPE Criticality-Diagnostics

PRESENCE optional
} ,


...

}

END

4.4.5
Information element definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

SBC-AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-IEs (2)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxNrOfTAIs,


maxnoofTAIforWarning,


maxnoofCellID,


maxnoofEmergencyAreaID,

id-TypeOfError,

 
maxnoofCellinEAI,


maxnoofCellinTAI,


maxnoofeNBIds,


maxnoofRestartTAIs,


maxnoofRestartEAIs,


maxnoofRestartedCells,


maxnoofFailedCells,

maxnoof5GSTAIs,


maxnoofCellsingNB,

maxnoofCellsin5GS,

maxnoofCellsforRestartNR,

maxnoofRANNodes,

maxnoofRestart5GSTAIs,


maxnoofCellsin5GSTAI
FROM SBC-AP-Constants


Criticality,


ProcedureCode,


TriggeringMessage,


ProtocolIE-ID

FROM SBC-AP-CommonDataTypes


ProtocolExtensionContainer{},


SBC-AP-PROTOCOL-EXTENSION

FROM SBC-AP-Containers;

-- A

-- B

Broadcast-Scheduled-Area-List ::= SEQUENCE {


cellId-Broadcast-List           CellId-Broadcast-List           OPTIONAL,

    tAI-Broadcast-List              TAI-Broadcast-List              OPTIONAL,

    emergencyAreaID-Broadcast-List  EmergencyAreaID-Broadcast-List  OPTIONAL,


iE-Extensions


   ProtocolExtensionContainer {{Broadcast-Scheduled-Area-List-ExtIEs}} OPTIONAL,

    ...

}

Broadcast-Scheduled-Area-List-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

Broadcast-Scheduled-Area-List-5GS ::= SEQUENCE {


cellId-Broadcast-List-5GS       CellId-Broadcast-List-5GS       OPTIONAL,

    tAI-Broadcast-List-5GS          TAI-Broadcast-List-5GS          OPTIONAL,

    emergencyAreaID-Broadcast-List  EmergencyAreaID-Broadcast-List  OPTIONAL,


iE-Extensions


   ProtocolExtensionContainer {{Broadcast-Scheduled-Area-List-5GS-ExtIEs}} OPTIONAL,

    ...

}

Broadcast-Scheduled-Area-List-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

Broadcast-Cancelled-Area-List ::= SEQUENCE {


cellID-Cancelled-List


CellID-Cancelled-List


OPTIONAL,


tAI-Cancelled-List



TAI-Cancelled-List



OPTIONAL,


emergencyAreaID-Cancelled-List
EmergencyAreaID-Cancelled-List
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer {{Broadcast-Cancelled-Area-List-ExtIEs}} OPTIONAL,


...

}

Broadcast-Cancelled-Area-List-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
Broadcast-Cancelled-Area-List-5GS ::= SEQUENCE {


cellID-Cancelled-List-5GS


CellID-Cancelled-List-5GS
OPTIONAL,


tAI-Cancelled-List-5GS



TAI-Cancelled-List-5GS

OPTIONAL,


emergencyAreaID-Cancelled-List
EmergencyAreaID-Cancelled-List
OPTIONAL,


iE-Extensions

ProtocolExtensionContainer {{Broadcast-Cancelled-Area-List-5GS-ExtIEs}} OPTIONAL,


...

}

Broadcast-Cancelled-Area-List-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

Broadcast-Empty-Area-List
::= SEQUENCE (SIZE (1.. maxnoofeNBIds)) OF Global-ENB-ID
Broadcast-Empty-Area-List-5GS
::= SEQUENCE (SIZE (1.. maxnoofRANNodes)) OF Global-RAN-Node-ID
-- C

CancelledCellinEAI ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CancelledCellinEAI-Item

CancelledCellinEAI-Item ::= SEQUENCE {


eCGI




EUTRAN-CGI,


numberOfBroadcasts

NumberOfBroadcasts,


iE-Extensions


ProtocolExtensionContainer { {CancelledCellinEAI-Item-ExtIEs} } OPTIONAL,


...

}

CancelledCellinEAI-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
CancelledCellinTAI ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF CancelledCellinTAI-Item

CancelledCellinTAI-Item ::= SEQUENCE{


eCGI



EUTRAN-CGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { {CancelledCellinTAI-Item-ExtIEs} } OPTIONAL,


...

}

CancelledCellinTAI-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

CancelledCellinTAI-5GS ::= SEQUENCE (SIZE(1..maxnoofCellsin5GSTAI)) OF

SEQUENCE{


nR-CGI



NR-CGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { {CancelledCellinTAI-5GS-ExtIEs} } OPTIONAL,


...

}

CancelledCellinTAI-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

Cause 




::= INTEGER {


message-accepted








(0),

parameter-not-recognised






(1),


parameter-value-invalid







(2),


valid-message-not-identified 





(3),


tracking-area-not-valid


 




(4),


unrecognised-message 







(5),


missing-mandatory-element 






(6),


mME-capacity-exceeded 







(7),


mME-memory-exceeded 







(8),


warning-broadcast-not-supported

 



(9),


warning-broadcast-not-operational 




(10),


message-reference-already-used 





(11),


unspecifed-error 








(12),


transfer-syntax-error







(13),


semantic-error









(14),


message-not-compatible-with-receiver-state


(15),


abstract-syntax-error-reject





(16),


abstract-syntax-error-ignore-and-notify



(17),


abstract-syntax-error-falsely-constructed-message
(18)

} (0..255)

CellId-Broadcast-List ::= SEQUENCE (SIZE(1..maxnoofCellID)) OF CellId-Broadcast-List-Item

CellId-Broadcast-List-Item ::= SEQUENCE {


eCGI



EUTRAN-CGI,


iE-Extensions

ProtocolExtensionContainer { {CellId-Broadcast-List-Item-ExtIEs} } OPTIONAL,


...

}

CellId-Broadcast-List-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

CellId-Broadcast-List-5GS ::= SEQUENCE (SIZE(1..maxnoofCellsin5GS)) OF 

SEQUENCE {


nR-CGI



NR-CGI,


iE-Extensions

ProtocolExtensionContainer { {CellId-Broadcast-List-5GS-ExtIEs} } OPTIONAL,


...

}

CellId-Broadcast-List-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

CellID-Cancelled-List ::= SEQUENCE (SIZE(1..maxnoofCellID)) OF CellID-Cancelled-Item

CellID-Cancelled-Item ::= SEQUENCE {


eCGI



EUTRAN-CGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { {CellID-Cancelled-Item-ExtIEs} } OPTIONAL,


...

}

CellID-Cancelled-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

CellID-Cancelled-List-5GS ::= SEQUENCE (SIZE(1..maxnoofCellsin5GS)) OF 

SEQUENCE {


nR-CGI



NR-CGI,


numberOfBroadcasts
NumberOfBroadcasts,


iE-Extensions

ProtocolExtensionContainer { {CellID-Cancelled-5GS-ExtIEs} } OPTIONAL,


...

}

CellID-Cancelled-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

CellIdentity


::= BIT STRING (SIZE (28))

Concurrent-Warning-Message-Indicator ::= ENUMERATED {true}

Criticality-Diagnostics


::= SEQUENCE {


procedureCode


ProcedureCode


OPTIONAL,


triggeringMessage

TriggeringMessage

OPTIONAL,


procedureCriticality

Criticality


OPTIONAL,


iE-CriticalityDiagnostics

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality

Criticality,



iE-ID



ProtocolIE-ID,



typeOfError 


TypeOfError,



iE-Extensions


ProtocolExtensionContainer {{CriticalityDiagnostics-IE-Item-ExtIEs}} OPTIONAL,


...

}

CriticalityDiagnostics-IE-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

-- D

Data-Coding-Scheme


::= BIT STRING (SIZE (8))
-- E

ECGIList




::= SEQUENCE (SIZE(1..maxnoofCellID)) OF EUTRAN-CGI
Emergency-Area-ID-List

::=
SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF Emergency-Area-ID
Emergency-Area-ID


::=
OCTET STRING (SIZE (3)) 
EmergencyAreaID-Broadcast-List ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaID-Broadcast-List-Item

EmergencyAreaID-Broadcast-List-Item ::= SEQUENCE {


emergencyAreaID


Emergency-Area-ID,


scheduledCellinEAI

ScheduledCellinEAI,


iE-Extensions


ProtocolExtensionContainer { {EmergencyAreaID-Broadcast-List-Item-ExtIEs} } OPTIONAL,


...

}

EmergencyAreaID-Broadcast-List-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

EmergencyAreaID-Cancelled-List ::= SEQUENCE (SIZE(1..maxnoofEmergencyAreaID)) OF EmergencyAreaID-Cancelled-Item

EmergencyAreaID-Cancelled-Item ::= SEQUENCE {


emergencyAreaID


Emergency-Area-ID,


cancelledCellinEAI

CancelledCellinEAI,


iE-Extensions


ProtocolExtensionContainer { {EmergencyAreaID-Cancelled-Item-ExtIEs} } OPTIONAL,


...

}

EmergencyAreaID-Cancelled-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

EUTRAN-CGI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


cell-ID




CellIdentity,


iE-Extensions


ProtocolExtensionContainer { {EUTRAN-CGI-ExtIEs} } OPTIONAL,


...

}

EUTRAN-CGI-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

Extended-Repetition-Period ::= INTEGER (4096..131071)

ENB-ID ::= CHOICE {


macroENB-ID


BIT STRING (SIZE(20)),


homeENB-ID


BIT STRING (SIZE(28)),


...,


short-macroENB-ID 
BIT STRING (SIZE(18)),


long-macroENB-ID
BIT STRING (SIZE(21))
}

-- F
Failed-Cell-List


::= SEQUENCE (SIZE(1..maxnoofFailedCells)) OF EUTRAN-CGI
Failed-Cell-List-NR


::= SEQUENCE (SIZE(1..maxnoofCellsingNB)) OF NR-CGI  
-- G

Global-ENB-ID ::= SEQUENCE {


pLMNidentity


PLMNidentity,


eNB-ID




ENB-ID,


iE-Extensions


ProtocolExtensionContainer { {GlobalENB-ID-ExtIEs} }

OPTIONAL,


...

}

GlobalENB-ID-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
Global-RAN-Node-ID 

::= CHOICE {


global-GNB-ID

Global-GNB-ID,


global-NgENB-ID

Global-NgENB-ID,


...

}

Global-GNB-ID 


::= SEQUENCE {


pLMNidentity

PLMNidentity,


gNB-ID



GNB-ID,


iE-Extensions

ProtocolExtensionContainer { {Global-GNB-ID-ExtIEs} } OPTIONAL,


...

}

Global-GNB-ID-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
GNB-ID 


::= CHOICE {


gNB-ID

BIT STRING (SIZE(22..32)),


...

}

Global-NgENB-ID


::= SEQUENCE {


pLMNidentity

PLMNidentity,


ngENB-ID


ENB-ID,


iE-Extensions

ProtocolExtensionContainer { {Global-NgENB-ID-ExtIEs} } OPTIONAL,


...

}

Global-NgENB-ID-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
-- H

-- I

-- J

-- K

-- L
List-of-TAIs


::= SEQUENCE (SIZE (1..maxNrOfTAIs)) OF


SEQUENCE {

tai




TAI

}
List-of-TAIs-Restart
::= SEQUENCE (SIZE (1..maxnoofRestartTAIs)) OF


SEQUENCE {

tai




TAI

}
List-of-EAIs-Restart
::= SEQUENCE (SIZE(1..maxnoofRestartEAIs)) OF Emergency-Area-ID
List-of-5GS-TAIs

::= SEQUENCE (SIZE (1..maxnoof5GSTAIs)) OF TAI-5GS
List-of-5GS-Cells-for-Failure ::= SEQUENCE ( SIZE(1..maxnoofCellsingNB)) OF NR-CGI
List-of-5GS-TAI-for-Restart ::= SEQUENCE (SIZE (1..maxnoofRestart5GSTAIs)) OF TAI-5GS
-- M

Message-Identifier ::= BIT STRING (SIZE (16))
-- N

Number-of-Broadcasts-Requested

::= INTEGER (0..65535)

-- For Number-of-Broadcasts-Requested = 0 and Repetition-Period = 0, then eNB action is no broadcast

--  for ETWS Secondary and CMAS.

--

-- For Number-of-Broadcasts-Requested = 1 and Repetition-Period = 0, then eNB action is broadcast

-- only once for ETWS and CMAS.

--

-- For Number-of-Broadcasts-Requested = 0 and Repetition-Period > 0, then eNB action is no broadcast

-- for the ETWS Secondary, and broadcast until further notice for the CMAS.

--

-- For Number-of-Broadcasts-Requested > 0 and Repetition-Period > 0, then eNB action is normal

-- broadcast.

-- All other combinations of Number-of-Broadcasts-Requested and Repetition-Period are considered

-- invalid. 

NumberOfBroadcasts ::= INTEGER (0..65535)
NR-CGIList ::= SEQUENCE (SIZE(1..maxnoofCellsingNB)) OF NR-CGI
NR-CGI ::= SEQUENCE {


pLMNidentity

PLMNidentity,


nRCellIdentity

NRCellIdentity,


iE-Extensions

ProtocolExtensionContainer { {NR-CGI-ExtIEs} } OPTIONAL,


...

}

NR-CGI-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
NRCellIdentity 
::= BIT STRING (SIZE(36))
NgENB-ID 

::= CHOICE {


macroNgENB-ID


BIT STRING (SIZE(20)),


shortMacroNgENB-ID 

BIT STRING (SIZE(18)),


longMacroNgENB-ID

BIT STRING (SIZE(21)),


...

}
-- O 

Omc-Id





::=
OCTET STRING (SIZE (1..20))

-- P

PLMNidentity 



::= TBCD-STRING 

-- Q

-- R

Repetition-Period


::= INTEGER (0..4096)

-- 1 to 4096: Each unit represents a repetition of one second to a maximum of

-- once per 4096 seconds (~1 hour). 

-- 0: no repetition

-- A CBC compliant to this version or later of this specification shall not send a repetition period 
-- greater than 4095.

-- For backwards compatibility with a CBC compliant to an earlier version of this specification the 
-- maximum value of the repetition period defined in ASN.1 remains at 4096.

-- If the value of the Repetition Period IE received in the WRITE-REPLACE WARNING REQUEST message is 
-- set to 4096, the MME shall set the Repetition Period IE to the maximum value 4095 supported on   
-- the S1-MME interface as defined in [7] before forwarding to the selected eNBs. 
Restarted-Cell-List


::= SEQUENCE (SIZE(1.. maxnoofRestartedCells)) OF EUTRAN-CGI
RAT-Selector-5GS ::= ENUMERATED {true}
Restarted-Cell-List-NR ::= SEQUENCE (SIZE(1.. maxnoofCellsforRestartNR)) OF NR-CGI
-- S
ScheduledCellinEAI ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF ScheduledCellinEAI-Item

ScheduledCellinEAI-Item ::= SEQUENCE {


eCGI




EUTRAN-CGI,


iE-Extensions


ProtocolExtensionContainer { {ScheduledCellinEAI-Item-ExtIEs} } OPTIONAL,


...

}

ScheduledCellinEAI-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

ScheduledCellinTAI ::= SEQUENCE (SIZE(1..maxnoofCellinTAI)) OF ScheduledCellinTAI-Item

ScheduledCellinTAI-Item ::= SEQUENCE{


eCGI



EUTRAN-CGI,


iE-Extensions

ProtocolExtensionContainer { {ScheduledCellinTAI-Item-ExtIEs} } OPTIONAL,


...

}

ScheduledCellinTAI-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

ScheduledCellinTAI-5GS ::= SEQUENCE (SIZE(1..maxnoofCellsin5GSTAI)) OF 

SEQUENCE{


nR-CGI



NR-CGI,


iE-Extensions

ProtocolExtensionContainer { {ScheduledCellinTAI-5GS-ExtIEs} } OPTIONAL,


...

}

ScheduledCellinTAI-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

Send-Write-Replace-Warning-Indication ::= ENUMERATED {true}

Send-Stop-Warning-Indication ::= ENUMERATED {true}

Serial-Number



::= BIT STRING (SIZE (16))

Stop-All-Indicator ::= ENUMERATED {true}

-- T
TAC ::= OCTET STRING (SIZE (2)) 
TAC-5GS ::= OCTET STRING (SIZE (3)) 
TAI-Broadcast-List ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Broadcast-List-Item

TAI-Broadcast-List-Item ::= SEQUENCE {


tAI




TAI,


scheduledCellinTAI
ScheduledCellinTAI,


iE-Extensions

ProtocolExtensionContainer { {TAI-Broadcast-List-Item-ExtIEs} } OPTIONAL,


...

}

TAI-Broadcast-List-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Broadcast-List-5GS ::= SEQUENCE (SIZE(1..maxnoof5GSTAIs)) OF 

SEQUENCE {


tAI-5GS




TAI-5GS,


scheduledCellinTAI-5GS
ScheduledCellinTAI-5GS,


iE-Extensions


ProtocolExtensionContainer { {TAI-Broadcast-List-5GS-ExtIEs} } OPTIONAL,


...

}

TAI-Broadcast-List-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Cancelled-List ::= SEQUENCE (SIZE(1..maxnoofTAIforWarning)) OF TAI-Cancelled-List-Item

TAI-Cancelled-List-Item ::= SEQUENCE {


tAI




TAI,


cancelledCellinTAI
CancelledCellinTAI,


iE-Extensions

ProtocolExtensionContainer { {TAI-Cancelled-List-Item-ExtIEs} } OPTIONAL,


...

}

TAI-Cancelled-List-Item-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}

TAI-Cancelled-List-5GS ::= SEQUENCE (SIZE(1..maxnoof5GSTAIs)) OF 

SEQUENCE {


tAI-5GS




TAI-5GS,


cancelledCellinTAI-5GS
CancelledCellinTAI-5GS,


iE-Extensions

ProtocolExtensionContainer { {TAI-Cancelled-List-5GS-ExtIEs} } OPTIONAL,


...

}

TAI-Cancelled-List-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
TAI-List-for-Warning
::= SEQUENCE (SIZE(1.. maxnoofTAIforWarning)) OF TAI

TAI ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC





TAC,


iE-Extensions


ProtocolExtensionContainer { {TAI-ExtIEs} } OPTIONAL

}

TAI-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
TBCD-STRING ::= OCTET STRING (SIZE (3))

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
TAI-5GS ::= SEQUENCE {


pLMNidentity


PLMNidentity,


tAC-5GS




TAC-5GS,


iE-Extensions


ProtocolExtensionContainer { {TAI-5GS-ExtIEs} } OPTIONAL

}

TAI-5GS-ExtIEs SBC-AP-PROTOCOL-EXTENSION ::= {


...

}
-- U

Unknown-Tracking-Area-List

::= SEQUENCE (SIZE(1.. maxNrOfTAIs)) OF TAI
Unknown-5GS-Tracking-Area-List
::= SEQUENCE (SIZE(1.. maxnoof5GSTAIs)) OF TAI-5GS
-- V

-- W

Warning-Area-List



::= CHOICE {


cell-ID-List



ECGIList,

tracking-Area-List-for-Warning




TAI-List-for-Warning,

emergency-Area-ID-List

Emergency-Area-ID-List,


...

}

Warning-Message-Content


::= OCTET STRING (SIZE (1..9600))

Warning-Security-Information
::= OCTET STRING (SIZE (50)) 

Warning-Type




::=  OCTET STRING (SIZE (2))
Warning-Area-List-5GS


::= CHOICE {


cell-ID-List




ECGIList,


nR-CGIList





NR-CGIList,


tAIList-5GS





TAI-5GS,


emergencyAreaIDList



Emergency-Area-ID-List,


...

}

-- X

-- Y

END

4.4.6
Common definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

SBC-AP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-CommonDataTypes (3)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

ProcedureCode

::= INTEGER (0..255)

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TriggeringMessage

::= ENUMERATED {initiating-message, successful-outcome, unsuccessful-outcome, outcome}

END

4.4.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

SBC-AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-Constants (4)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Write-Replace-Warning 


INTEGER ::= 0 

id-Stop-Warning 




INTEGER ::= 1 

id-Error-Indication 



INTEGER ::= 2

id-Write-Replace-Warning-Indication
INTEGER ::= 3
id-Stop-Warning-Indication


INTEGER ::= 4
id-PWS-Restart-Indication


INTEGER ::= 5 
id-PWS-Failure-Indication


INTEGER ::= 6
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Broadcast-Message-Content

INTEGER ::= 0

id-Cause 



INTEGER ::= 1
id-Criticality-Diagnostics
INTEGER ::=2
id-Data-Coding-Scheme 


INTEGER ::= 3
id-Failure-List 


INTEGER ::= 4
id-Message-Identifier 


INTEGER ::= 5
id-Number-of-Broadcasts-Completed-List 
INTEGER ::= 6
id-Number-of-Broadcasts-Requested 

INTEGER ::= 7
id-Radio-Resource-Loading-List 

INTEGER ::= 8
id-Recovery-Indication 


INTEGER ::= 9
id-Repetition-Period 


INTEGER ::= 10
id-Serial-Number 


INTEGER ::= 11
id-Service-Areas-List 


INTEGER ::= 12
id-TypeOfError




INTEGER ::= 13

id-List-of-TAIs




INTEGER ::= 14

id-Warning-Area-List 


INTEGER ::= 15

id-Warning-Message-Content

INTEGER ::= 16

id-Warning-Security-Information
INTEGER ::= 17

id-Warning-Type




INTEGER ::= 18 

id-Omc-Id 





INTEGER ::= 19 

id-Concurrent-Warning-Message-Indicator INTEGER ::= 20 
id-Extended-Repetition-Period
INTEGER ::= 21

id-Unknown-Tracking-Area-List
INTEGER ::= 22 

id-Broadcast-Scheduled-Area-List
INTEGER ::= 23

id-Send-Write-Replace-Warning-Indication INTEGER ::= 24

id-Broadcast-Cancelled-Area-List

INTEGER ::= 25

id-Send-Stop-Warning-Indication

INTEGER ::= 26

id-Stop-All-Indicator


INTEGER ::= 27 

id-Global-ENB-ID




INTEGER ::= 28

id-Broadcast-Empty-Area-List

INTEGER ::= 29

id-Restarted-Cell-List


INTEGER ::= 30
id-List-of-TAIs-Restart


INTEGER ::= 31

id-List-of-EAIs-Restart


INTEGER ::= 32 
id-Failed-Cell-List



INTEGER ::= 33
id-List-of-5GS-TAIs



INTEGER ::= 34
id-Warning-Area-List-5GS

INTEGER ::= 35
id-Global-RAN-Node-ID


INTEGER ::= 36
id-Global-GNB-ID



INTEGER ::= 37
id-RAT-Selector-5GS




INTEGER ::= 38
id-Unknown-5GS-Tracking-Area-List
INTEGER ::= 39
id-Broadcast-Scheduled-Area-List-5GS

INTEGER ::= 40
id-Broadcast-Cancelled-Area-List-5GS

INTEGER ::= 41
id-Broadcast-Empty-Area-List-5GS

INTEGER ::= 42
id-Restarted-Cell-List-NR

INTEGER ::= 43
id-Failed-Cell-List-NR


INTEGER ::= 44
id-List-of-5GS-TAI-for-Restart
INTEGER ::= 45
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors



INTEGER ::= 256 
maxnoofCellID



INTEGER
::= 65535 

maxnoofCellinEAI


INTEGER ::= 65535
maxnoofCellinTAI


INTEGER ::= 65535
maxNrOfTAIs




INTEGER ::= 65535
maxnoofEmergencyAreaID

INTEGER
::= 65535

maxnoofTAIforWarning

INTEGER ::= 65535
maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535 

maxnoofeNBIds



INTEGER ::= 256
maxnoofRestartedCells

INTEGER ::= 256

maxnoofRestartTAIs


INTEGER ::= 2048

maxnoofRestartEAIs


INTEGER ::= 256 
maxnoofFailedCells


INTEGER ::= 256
maxnoof5GSTAIs



INTEGER ::= 2048

maxnoofCellsingNB


INTEGER ::= 16384
maxnoofCellsin5GS


INTEGER ::= 16776960
maxnoofCellsin5GSTAI

INTEGER ::= 65535
maxnoofRANNodes



INTEGER ::= 65535
maxnoofRestart5GSTAIs

INTEGER ::= 2048
maxnoofCellsforRestartNR 
INTEGER ::= 16384

END

4.4.8
Container Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

SBC-AP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) sbc-AP (3) version1 (1) sbc-AP-Containers (5)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


ProtocolExtensionID,


ProtocolIE-ID

FROM SBC-AP-CommonDataTypes


maxProtocolExtensions,


maxProtocolIEs

FROM SBC-AP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

SBC-AP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 

UNIQUE,


&criticality


Criticality

DEFAULT ignore,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

SBC-AP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID 
UNIQUE,


&criticality


Criticality

DEFAULT ignore,


&Extension,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension


PRESENCE


&presence

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {SBC-AP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {SBC-AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



SBC-AP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality


SBC-AP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value



SBC-AP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, SBC-AP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {SBC-AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {SBC-AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



SBC-AP-PROTOCOL-EXTENSION.&id


({ExtensionSetParam}),


criticality


SBC-AP-PROTOCOL-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


SBC-AP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

END
* * * End of Changes * * * *


