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	23.003
	0497
	4
	Rel-15
	NF Service Endpoint Format for Inter PLMN Routing
	B
	15.3.0
	C4-183282
	Huawei
	5GS_Ph1-CT
	28.2, 28.x (new clause)
	

	23.003
	500
	2
	Rel-15
	NRF FQDN specification for NRF discoverability
	B
	15.3.0
	C4-183470
	Orange
	5GS_Ph1-CT
	28.3.2.X
	

	23.003
	501
	2
	Rel-15
	NSSF FDQN for NSSF discovery before NRF is queried
	B
	15.3.0
	C4-183471
	Orange
	5GS_Ph1-CT
	28.3.2.X
	

	23.003
	0502
	1
	Rel-15
	AMF Name
	B
	15.3.0
	C4-183284
	Huawei
	5GS_Ph1-CT
	28.3.2.X
	

	23.003
	0503
	1
	Rel-15
	Changed length and mapping of 5GS Temporary Identifiers
	B
	15.3.0
	C4-184331
	Ericsson
	5GS_Ph1-CT
	2.10.1, 2.10.2.1.2, 2.10.2.1.3, 2.10.2.2.2, 2.10.2.2.3, 2.11
	23.501-0206



	23.003
	0504
	2
	Rel-15
	Structure of SUPI and SUCI
	B
	15.3.0
	C4-184575
	NEC, CATT, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	1.1.1, 1.2, (new)2.2A, (new)2.2B
	

	23.003
	0505
	1
	Rel-15
	GUAMI
	B
	15.3.0
	C4-184332
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	2.10.1
	23.501-0219



	23.003
	0507
	1
	Rel-15
	5G-S-TMSI
	F
	15.3.0
	C4-184330
	Nokia, Nokia Shanghai Bell, Huawei
	5GS_Ph1-CT
	2.10.1, 2.10.2.1.2, 2.10.2.1.3, 2.10.2.2.2, 2.10.2.2.3, 2.11
	23.501-0328



	23.003
	0508
	2
	Rel-15
	Definition of DNN
	B
	15.3.0
	C4-184581
	Huawei
	5GS_PH1-CT
	9A
	

	23.008
	0557
	1
	Rel-15
	Storage  of data interactions with the UDR
	B
	15.3.0
	C4-183285
	Huawei
	5GS_PH1-CT
	1.2, 5.2B-1
	

	23.380
	0096
	5
	Rel-15
	P-CSCF Restoration Solutions in 5G Network
	B
	14.1.0
	C4-184582
	ZTE, Nokia, Nokia Shanghai Bell, NTT DOCOMO, Ericsson, Orange
	5GS_Ph1-CT
	2, 3.2, 5.x (new)
	

	29.168
	0070
	2
	Rel-15
	Modifications needed to address 5GS over SBc
	B
	14.2.0
	C4-184445
	One2many, Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	1, 2, 3.2, 4.3.4.2.1, 4.3.4.2.2, 4.3.4.2.3, 4.3.4.2.4, 4.3.4.2.5, 4.2.4.2.6, 4.2.4.2.7, 4.3.4.2.8, 4.2.4.3.x1 (new), 4.2.4.3.x2 (new), 4.2.4.3.x3 (new), 4.2.4.3.x4 (new), 4.2.4.3.x5 (new), 4.4.4, 4.4.5, 4.4.7
	

	29.244
	0089
	1
	Rel-15
	User ID
	B
	15.1.0
	C4-183328
	Nokia, Nokia Shanghai Bell, Verizon, Cisco
	5GS_Ph1-CT, CUPS-CT
	7.5.2.1, 8.1.2, 8.2.x (new)
	

	29.244
	0090
	1
	Rel-15
	PDN Type of ethernet
	B
	15.1.0
	C4-183271
	Huawei, MCC
	5GS_Ph1-CT
	8.2.79, 7.5.2.3
	

	29.244
	0091
	1
	Rel-15
	Update attributes in QER
	B
	15.1.0
	C4-183391
	Huawei
	5GS_Ph1-CT
	5.4.4, 7.5.2.5, 7.5.4.5
	

	29.244
	0101
	-
	Rel-15
	Ethernet traffic
	B
	15.1.0
	C4-183246
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.13.1, 8.2.93
	

	29.244
	0111
	1
	Rel-15
	Resolve editor's notes
	B
	15.1.0
	C4-184447
	Huawei
	5GS_Ph1-CT
	2, 5.2.1, 7.5.2.5, 7.5.4.5, 8.2.88, 8.2.89
	

	29.244
	0112
	1
	Rel-15
	PDR for Ethernet PDU session
	B
	15.1.0
	C4-184540
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.2.1A.1, 5.13.1, 7.5.2.2, 7.5.2.7, 8.1.2, 8.2.z (new)
	23.501-0264



	29.244
	0113
	1
	Rel-15
	Reporting of UE MAC addresses to the SMF
	B
	15.1.0
	C4-184541
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	5.13.1, 5.13.x (new), 7.5.2.4, 7.5.4.4, 7.5.5.2, 7.5.7.2, 7.5.8.3, 8.1.2, 8.2.19, 8.2.41, 8.2.x (new), 8.2.y (new), 8.2.z (new), 8.2.w (new)
	23.501-0067



	29.274
	1897
	1
	Rel-15
	Presence condition of ePCO
	B
	15.3.0
	C4-183392
	Huawei
	5GS_Ph1-CT
	7.2.1
	24.301-3006



	29.274
	1898
	-
	Rel-15
	SGW change indication
	B
	15.3.0
	C4-183090
	Huawei
	5GS_Ph1-CT
	7.3.7, 8.12
	

	29.274
	1899
	1
	Rel-15
	Indirect data forwarding between 5GS and EPS
	B
	15.3.0
	C4-183393
	Huawei
	5GS_Ph1-CT
	7.2.18, 8.22
	

	29.274
	1901
	-
	Rel-15
	New RAT Type value for NR
	B
	15.3.0
	C4-183193
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	8.17
	

	29.274
	1902
	1
	Rel-15
	Identification Request procedure during 5GS to EPS Idle mode mobility
	B
	15.3.0
	C4-183390
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	6.1.0, 7.3.8, 7.3.9
	

	29.274
	1903
	4
	Rel-15
	Support of DL/UL Maximum Packet Loss Rate
	B
	15.3.0
	C4-184598
	Huawei
	eVoLP-CT
	7.2.3, 7.2.7, 7.2.15, 8.1, 8.x
	

	29.274
	1909
	1
	Rel-15
	The use of PGW FQDN in the SMF Selection
	B
	15.3.0
	C4-184441
	Ericsson
	5GS_Ph1-CT
	7.3.1, 7.3.6
	

	29.274
	1910
	1
	Rel-15
	UE NR security capability
	B
	15.3.0
	C4-184444
	Huawei
	5GS_Ph1-CT
	Inconsistence between NAS and Security protocol.
	

	29.274
	1912
	1
	Rel-15
	5GS TAI and Global NG-RAN node ID
	B
	15.3.0
	C4-184440
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	8.51
	

	29.274
	1913
	-
	Rel-15
	Resolution of remaining editor's notes on N26 interface
	B
	15.3.0
	C4-184266
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	7.2.8, 7.3.1, 7.3.2, 7.3.5, 7.3.6, 7.3.7, 8.38
	

	29.281
	0093
	2
	Rel-15
	Fix the location of the PDU Session Container
	B
	15.2.0
	C4-183492
	Huawei, China Mobile
	5GS_Ph1-CT
	5.2.1
	

	29.281
	0095
	-
	Rel-15
	User Plane Protocol over N9
	B
	15.2.0
	C4-184267
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	2, Annex A
	

	29.303
	0108
	1
	Rel-15
	Selection of a combined PGW/SMF for interworking with 5GS
	B
	15.1.0
	C4-183286
	Nokia, Nokia Shanghai Bell
	5GS_Ph1-CT
	2, 5.12.1.2, 5.12.1.3, 5.12.x (new)
	


