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FIRST CHANGE
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 21.111: "USIM and IC Card Requirements".

…

[103]
OMA OMA-TS-XDM_Core-V1_1-20080627-A: "XML Document Management (XDM) Specification".
[ZZZ]

3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
***** Next change *****
4.2.8
EFUST (USIM Service Table)

This EF indicates which services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

	Identifier: '6F38'
	Structure: transparent
	Mandatory

	SFI: '04'
	

	File size: X bytes, (X ≥ 1)
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
	
	
	

	X
	Services n((8X‑7) to n((8X)
	O
	1 byte


	‑Services
	
	

	   Contents:
	Service n°1:
	Local Phone Book

	
	Service n°2:
	Fixed Dialling Numbers (FDN)

	
	Service n°3:
	Extension 2

	
	Service n°4:
	Service Dialling Numbers (SDN)

	
	Service n°5:
	Extension3

	
	Service n°6:
	Barred Dialling Numbers (BDN)

	
	Service n°7:
	Extension4

	
	Service n°8:
	Outgoing Call Information (OCI and OCT)

	
	Service n°9:
	Incoming Call Information (ICI and ICT)

	
	Service n°10:
	Short Message Storage (SMS)

	
	Service n°11:
	Short Message Status Reports (SMSR)

	
	Service n°12:
	Short Message Service Parameters (SMSP)

	
	Service n°13:
	Advice of Charge (AoC)

	
	Service n°14:
	Capability Configuration Parameters 2 (CCP2)

	
	Service n°15:
	Cell Broadcast Message Identifier 

	
	Service n°16:
	Cell Broadcast Message Identifier Ranges 

	
	Service n°17:
	Group Identifier Level 1

	
	Service n°18:
	Group Identifier Level 2

	
	Service n°19:
	Service Provider Name

	
	Service n°20:
	User controlled PLMN selector with Access Technology

	
	Service n°21:
	MSISDN

	
	Service n°22:
	Image (IMG)

	
	Service n°23:
	Support of Localised Service Areas (SoLSA) 

	
	Service n°24:
	Enhanced Multi‑Level Precedence and Pre‑emption Service

	
	Service n°25:
	Automatic Answer for eMLPP

	
	Service n°26:
	RFU

	
	Service n°27:
	GSM Access

	
	Service n°28:
	Data download via SMS-PP

	
	Service n°29:
	Data download via SMS‑CB

	
	Service n°30:
	Call Control by USIM

	
	Service n°31:
	MO-SMS Control by USIM

	
	Service n°32:
	RUN AT COMMAND command

	
	Service n°33:
	shall be set to '1'

	
	Service n°34:
	Enabled Services Table

	
	Service n°35:
	APN Control List (ACL)

	
	Service n°36:
	Depersonalisation Control Keys

	
	Service n°37:
	Co-operative Network List

	
	Service n°38:
	GSM security context 

	
	Service n°39:
	CPBCCH Information

	
	Service n°40:
	Investigation Scan

	
	Service n°41:
	MexE

	
	Service n°42:
	Operator controlled PLMN selector with Access Technology

	
	Service n°43:
	HPLMN selector with Access Technology

	
	Service n°44:
	Extension 5

	
	Service n°45:
	PLMN Network Name

	
	Service n°46:
	Operator PLMN List

	
	Service n°47:
	Mailbox Dialling Numbers 

	
	Service n°48:
	Message Waiting Indication Status

	
	Service n°49:
	Call Forwarding Indication Status

	
	Service n°50:
	Reserved and shall be ignored

	
	Service n°51:
	Service Provider Display Information

	
	Service n°52
	Multimedia Messaging Service (MMS)

	
	Service n°53
	Extension 8

	
	Service n°54
	Call control on GPRS by USIM

	
	Service n°55
	MMS User Connectivity Parameters

	
	Service n°56
	Network's indication of alerting in the MS (NIA)

	
	Service n°57
	VGCS Group Identifier List (EFVGCS and EFVGCSS)

	
	Service n°58
	VBS Group Identifier List (EFVBS and EFVBSS)

	
	Service n°59
	Pseudonym

	
	Service n°60
	User Controlled PLMN selector for I-WLAN access

	
	Service n°61
	Operator Controlled PLMN selector for I-WLAN access

	
	Service n°62
	User controlled WSID list

	
	Service n°63
	Operator controlled WSID list

	
	Service n°64
	VGCS security

	
	Service n°65
	VBS security

	
	Service n°66
	WLAN Reauthentication Identity

	
	Service n°67
	Multimedia Messages Storage

	
	Service n°68
	Generic Bootstrapping Architecture (GBA)

	
	Service n°69
	MBMS security

	
	Service n°70
	Data download via USSD and USSD application mode

	
	Service n°71
	Equivalent HPLMN

	
	Service n°72
	Additional TERMINAL PROFILE after UICC activation

	
	Service n°73
	Equivalent HPLMN Presentation Indication

	
	Service n°74
	Last RPLMN Selection Indication

	
	Service n°75
	OMA BCAST Smart Card Profile

	
	Service n°76
	GBA-based Local Key Establishment Mechanism

	
	Service n°77
	Terminal Applications

	
	Service n°78
	Service Provider Name Icon

	
	Service n°79
	PLMN Network Name Icon

	
	Service n°80
	Connectivity Parameters for USIM IP connections

	
	Service n°81
	Home I-WLAN Specific Identifier List

	
	Service n°82
	I-WLAN Equivalent HPLMN Presentation Indication

	
	Service n°83
	I-WLAN HPLMN Priority Indication

	
	Service n°84
	I-WLAN Last Registered PLMN

	
	Service n°85
	EPS Mobility Management Information

	
	Service n°86
	Allowed CSG Lists and corresponding indications

	
	Service n°87
	Call control on EPS PDN connection by USIM

	
	Service n°88
	HPLMN Direct Access

	
	Service n°89
	eCall Data

	
	Service n°90
	Operator CSG Lists and corresponding indications

	
	Service n°91
	Support for SM-over-IP

	
	Service n°92
	Support of CSG Display Control

	
	Service n°93
	Communication Control for IMS by USIM

	
	Service n°94
	Extended Terminal Applications

	
	Service n°95
	Support of UICC access to IMS

	
	Service n°96
	Non-Access Stratum configuration by USIM

	
	Service n°97
	PWS configuration by USIM

	
	Service n°98
	RFU

	
	Service n°99
	URI support by UICC

	
	Service n°100
	Extended EARFCN support

	
	Service n°101
	ProSe

	
	Service n°102
	USAT Application Pairing

	
	Service n°103
	Media Type support

	
	Service n°104
	IMS call disconnection cause

	
	Service n°105
	URI support for MO SHORT MESSAGE CONTROL

	
	Service n°106
	ePDG configuration Information support

	
	Service n°107
	ePDG configuration Information configured

	
	Service n°108
	ACDC support

	
	Service n°109
	MCPTT

	
	Service n°110
	ePDG configuration Information for Emergency Service support

	
	Service n°111
	ePDG configuration Information for Emergency Service configured

	
	Service n°112
	eCall Data over IMS

	
	Service n°113
	URI support for SMS-PP DOWNLOAD as defined in 3GPP TS 31.111 [12]

	
	Service n°114
	From Preferred

	
	Service n°115
	IMS configuration data

	
	Service n°116
	TV configuration

	
	Service n°117
	3GPP PS Data Off

	
	Service n°118
	3GPP PS Data Off Service List

	
	Service n°119
	V2X

	
	Service n°120
	XCAP Configuration Data

	
	Service n°yyy
	5GS Mobility Management Information


***** Next change *****
4.2.xx
EF5GS3GPPLOCI (5GS 3GPP location information)

If service n°xx (5GS support) is "available", this file shall be present.

This EF contains the following 5GS location information for 3GPP access:

‑
5G-Globally Unique Temporary Identifier (5G-GUTI);

‑
Last visited registered Tracking Area Identity in 5GS (TAI);

‑
5GS update status.

	Identifier: 'xxxx'
	Structure: transparent
	Optional

	SFI: 'xx'
	

	File size: 18 bytes
	Update activity: high

	Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 12
	5G-GUTI for 3GPP access
	M
	12 bytes

	13 to17
	Last visited registered TAI in 5GS for 3GPP access
	M
	5 bytes

	18
	5GS update status for 3GPP access
	M
	1 byte


‑
5G-GUTI for 3GPP access.

Contents:

5G-Globally Unique Temporary Identifier for 3GPP access.

Coding:

as the 5G-GUTI part of the 5GS mobile identity information element defined in TS 24.501 [xx]. Byte 1 corresponds to "octet 2" of an 5GS mobile identity information element containing a 5G-GUTI. Byte 12 corresponds to "octet 13" of an 5GS mobile identity information element information element containing a 5G-GUTI.

Byte 1: first byte of 5G-GUTI for 3GPP access
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	

	
	
	MSB
	
	
	
	
	
	
	


‑
Last visited registered TAI in 5GS for 3GPP access
Contents:

Last visited registered Tracking Area Identity in 5GS for 3GPP access.

Coding:

as the content of the tracking area identity information element defined in TS 24.501 [xxx]. Byte 13 corresponds to "octet 2" of a tracking area identity information element. Byte 17 corresponds to "octet 6" of a tracking area identity information element.

Byte 13: first byte of last visited registered TAI for 3GPP access
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	

	
	
	MSB
	
	
	
	
	
	
	


‑
5GS update status for 3GPP access.

Contents:

status of 5GS update for 3GPP access according to TS 24.501 [xxx].

Coding:


byte 18:

Bits:
b3
b2
b1.



0
0
0
:
5U1 UPDATED.



0
0
1
:
5U2 NOT UPDATED.



0
1
0
:
5U3 ROAMING NOT ALLOWED.



0
1
1
:
reserved.



1
0
0
:
reserved.



1
0
1
:
reserved.



1
1
0
:
reserved.


1
1
1
:
reserved.

Bits b4 to b8 are RFU (see TS 31.101 [11]).

Unused bytes shall be set to 'FF'.
***** Next change *****
4.2.yy
EF5GSN3GPPLOCI (5GS non-3GPP location information)

If service n°xx (5GS support) is "available", this file shall be present.

This EF contains the following 5GS location information for non-3GPP access:

‑
5G-Globally Unique Temporary Identifier (5G-GUTI);

‑
Last visited registered Tracking Area Identity in 5GS (TAI);

‑
5GS update status.

	Identifier: 'xxxx'
	Structure: transparent
	Optional

	SFI: 'xx'
	

	File size: 18 bytes
	Update activity: high

	Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 12
	5G-GUTI for non-3GPP access
	M
	12 bytes

	13 to17
	Last visited registered TAI in 5GS for non-3GPP access
	M
	5 bytes

	18
	5GS update status for non-3GPP access
	M
	1 byte


‑
5G-GUTI for non-3GPP access.

Contents:

5G-Globally Unique Temporary Identifier for non-3GPP access.

Coding:

as the 5G-GUTI part of the 5GS mobile identity information element defined in TS 24.501 [xx]. Byte 1 corresponds to "octet 2" of a 5GS mobile identity information element containing a 5G-GUTI for non-3GPP access. Byte 12 corresponds to "octet 13" of a 5GS mobile identity information element information element containing a 5G-GUTI for non-3GPP access.

Byte 1: first byte of 5G-GUTI for non-3GPP access
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	

	
	
	MSB
	
	
	
	
	
	
	


‑
Last visited registered TAI in 5GS for non-3GPP access
Contents:

Last visited registered Tracking Area Identity in 5GS for non-3GPP access.

Coding:

as the content of the tracking area identity information element defined in TS 24.501 [xxx]. Byte 13 corresponds to "octet 2" of a tracking area identity information element containing TAI in 5GS for non-3GPP access. Byte 17 corresponds to "octet 6" of a tracking area identity information element containing TAI in 5GS for non-3GPP access.

Byte 13: first byte of last visited registered TAI in 5GS for non-3GPP access
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	

	
	
	MSB
	
	
	
	
	
	
	


‑
5GS update status for non-3GPP access.

Contents:

status of 5GS update for non-3GPP access according to TS 24.501 [xsx].

Coding:


byte 18:

Bits:
b3
b2
b1.



0
0
0
:
5U1 UPDATED.



0
0
1
:
5U2 NOT UPDATED.



0
1
0
:
5U3 ROAMING NOT ALLOWED.



0
1
1
:
reserved.



1
0
0
:
reserved.



1
0
1
:
reserved.



1
1
0
:
reserved.


1
1
1
:
reserved.

Bits b4 to b8 are RFU (see TS 31.101 [11]).

Unused bytes shall be set to 'FF'.
***** Next change *****
4.7
Files of USIM
This clause contains two figures depicting the file structure of the UICC and the ADFUSIM. ADFUSIM shall be selected using the AID and information in EFDIR.

…

	
	ADFUSIM
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFLI
	
	EFARR
	
	EFIMSI
	
	EFKeys
	
	EFKeysPS 

	
	
	
	
	
	
	'6F05'
	
	'6F06'
	
	'6F07'
	
	'6F08'
	
	'6F09'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFDCK
	
	EFHPPLMN
	
	EFCNL
	
	EFACMmax
	
	EFUST

	
	
	
	
	
	
	'6F2C'
	
	'6F31'
	
	'6F32'
	
	'6F37'
	
	'6F38'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFACM
	
	EFFDN
	
	EFSMS
	
	EFGID1
	
	EFGID2

	
	
	
	
	
	
	'6F39'
	
	'6F3B'
	
	'6F3C'
	
	'6F3E'
	
	'6F3F'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFMSISDN
	
	EFPUCT
	
	EFSMSP
	
	EFSMSS
	
	EFCBMI

	
	
	
	
	
	
	'6F40'
	
	'6F41'
	
	'6F42'
	
	'6F43'
	
	'6F45'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFSPN
	
	EFSMSR
	
	EFCBMID
	
	EFSDN
	
	EFEXT2

	
	
	
	
	
	
	'6F46'
	
	'6F47'
	
	'6F48'
	
	'6F49'
	
	'6F4B'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFEXT3
	
	EFBDN
	
	EFEXT5
	
	EFCCP2
	
	EFCBMIR

	
	
	
	
	
	
	'6F4C'
	
	'6F4D'
	
	'6F4E'
	
	'6F4F'
	
	'6F50'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFEXT4
	
	EFEST
	
	EFACL
	
	EFCMI
	
	EFSTART-HFN

	
	
	
	
	
	
	'6F55'
	
	'6F56'
	
	'6F57'
	
	'6F58'
	
	'6F5B'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFTHRESHOLD
	
	EFPLMNwAcT
	
	EFOPLMNwAcT
	
	EFHPLMNwAcT
	
	EFPSLOCI

	
	
	
	
	
	
	'6F5C'
	
	'6F60'
	
	'6F61'
	
	'6F62'
	
	'6F73'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFACC
	
	EFFPLMN
	
	EFLOCI
	
	EFICI
	
	EFOCI

	
	
	
	
	
	
	'6F78'
	
	'6F7B'
	
	'6F7E'
	
	'6F80'
	
	'6F81'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFICT
	
	EFOCT
	
	EFAD
	
	EFVGCS
	
	EFVGCSS

	
	
	
	
	
	
	'6F82'
	
	'6F83'
	
	'6FAD'
	
	'6FB1'
	
	'6FB2'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFVBS
	
	EFVBSS
	
	EFeMLPP
	
	EFAaeM
	
	EFECC

	
	
	
	
	
	
	'6FB3'
	
	'6FB4'
	
	'6FB5'
	
	'6FB6'
	
	'6FB7'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFHiddenkey
	
	EFNETPAR
	
	EFPNN
	
	EFOPL
	
	EFMBDN

	
	
	
	
	
	
	'6FC3'
	
	'6FC4'
	
	'6FC5'
	
	'6FC6'
	
	'6FC7'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFEXT6
	
	EFMBI
	
	EFMWIS
	
	EFCFIS
	
	EFEXT7

	
	
	
	
	
	
	'6FC8'
	
	'6FC9'
	
	'6FCA'
	
	'6FCB'
	
	'6FCC'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFSPDI
	
	EFMMSN
	
	EFEXT8
	
	EFMMSICP
	
	EFMMSUP

	
	
	
	
	
	
	'6FCD'
	
	'6FCE'
	
	'6FCF'
	
	'6FD0'
	
	'6FD1'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFMMSUCP
	
	EFNIA
	
	EFVGCSCA
	
	EFVBSCA
	
	EFGBAP

	
	
	
	
	
	
	'6FD2'
	
	'6FD3'
	
	'6FD4'
	
	'6FD5'
	
	'6FD6'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFMSK
	
	EFMUK
	
	EFEHPLMN
	
	EFGBANL
	
	EFEHPLMNPI

	
	
	
	
	
	
	'6FD7'
	
	'6FD8'
	
	'6FD9'
	
	'6FDA'
	
	'6FDB'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFLRPLMNSI
	
	EFNAFKCA
	
	EFSPNI
	
	EFPNNI
	
	EFNCP-IP

	
	
	
	
	
	
	'6FDC'
	
	'6FDD'
	
	'6FDE'
	
	'6FDF'
	
	'6FE2'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFEPSLOCI
	
	EFEPSNSC
	
	EFUFC
	
	EFUICCIARI
	
	EFNASCONFIG

	
	
	
	
	
	
	'6FE3'
	
	'6FE4'
	
	'6FE6'
	
	'6FE7'
	
	'6FE8'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFPWS
	
	EFFDNURI
	
	EFBDNURI
	
	EFSDNURI
	
	EFIWL

	
	
	
	
	
	
	'6FEC'
	
	'6FED'
	
	'6FEE'
	
	'6FEF'
	
	'6FF0'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFIPS
	
	EFIPD
	
	EFePDGId
	
	EFePDGSelection
	
	EFePDGIdEm

	
	
	
	
	
	
	'6FF1'
	
	'6FF2'
	
	'6FF3'
	
	'6FF4'
	
	'6FF5'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFePDGSelectionEm
	
	EFFromPreferred
	
	EFIMSConfigData
	
	EF3GPPPSDATAOFF
	
	EF3GPPPSDATAOFFservicelist

	
	
	
	
	
	
	'6FF6'
	
	'6FF7'
	
	'6FF8'
	
	'6FF9'
	
	'6FFA'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFTVCONFIG
	
	EFXCAPConfigData
	
	EFWLAN_EPS_Roaming_Handover
	
	EF5GSLOCI
	
	

	
	
	
	
	
	
	'6FFB'
	
	'6FFC'
	
	'6FFD'
	
	'6FXX'
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	...
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


***** Next change *****
5.2
USIM security related procedures
…
5.2.XX
EPS Location Information

Requirement:
Service n°yyy "available".

Request:
The ME performs the reading procedure with EF5GS3GPPLOCI or with EF5GSN3GPPLOCI.

Update:
The ME performs the updating procedure with EF5GSLOCI or with EF5GSN3GPPLOCI.
***** Next change *****
Annex A (informative):
EF changes via Data Download or USAT applications

This annex defines if changing the content of an EF by the network (e.g. by sending an SMS), or by a USAT Application, is advisable. Updating of certain EFs "over the air" such as EFACC could result in unpredictable behaviour of the UE; these are marked "Caution" in the table below. Certain EFs are marked "No"; under no circumstances should "over the air" changes of these EFs be considered.

	File identification
	Description
	Change advised

	'2F00'
	Application directory
	Caution

	'2F05'
	Preferred languages 
	Yes

	…
	
	

	'6FFD'
	WLAN to EPS Handover when Roaming
	Yes

	'6FXX'
	5GS 3GPP location information
	Caution (Note 1)

	'6FYY'
	5GS non-3GPP location information
	Caution (Note 1)

	NOTE1:
If EFIMSI is changed, the UICC should issue REFRESH as defined in 3GPP TS 31.111 [12] and update EFLOCI, EFPSLOCI,EFEPSLOCI and EF5GSLOCI accordingly.

NOTE2:
This file may contain eCALL related test and reconfiguration numbers or URIs.

NOTE3: 
If EFUICCIARI is changed, the UICC shall issue a REFRESH command as defined in TS 31.111.  The ME shall read the updated list of IARIs associated with active applications installed on the UICC. 

NOTE4:
Updating EFProSe_UIRC Over-The-Air, especially adding more parameters to the report, may cause a reduction of number of reports to be able to be stored in the UE.



