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* * * First Change * * * *

6.3.6.2.2
Type: AuthenticationInfoRequest
Table 6.3.6.2.2-1: Definition of type AuthenticationInfoRequest
	Attribute name
	Data type
	P
	Cardinality
	Description

	servingNetworkName
	ServingNetworkName
	M
	1
	See 3GPP TS 33.501 [6] subclause 6.1.1.3

	resynchronizationInfo
	ResynchronizationInfo
	O
	0..1
	Contains RAND and AUTS; see 3GPP TS 33.501 [6] subclause 7.5

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See subclause 6.3.8

	ausfInstanceId
	NfInstanceId
	M
	1
	NF Instance Id of the AUSF


* * * Next Change * * * *

A.4
Nudm_UEAU API

******text not shown for clarity*************

    AuthenticationInfoRequest:

      type: object

      required:

        - servingNetworkName
        - ausfInstanceId
      properties:
        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        servingNetworkName:

          $ref: '#/components/schemas/ServingNetworkName'
        resynchronizationInfo:

          $ref: '#/components/schemas/ResynchronizationInfo'
        ausfInstanceId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
******text not shown for clarity*************

* * * End of Changes * * * *


