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	Reason for change:
	In 3GPP TS 23.502, subclause 4.13.5.5, it is stated that AMF shall include the LCS Correlation Identifier in the N2InfoNotify sent to LMF.
4.13.5.5
Network Assisted Positioning Procedure
[…]

5.
The serving NG-RAN node returns any location information obtained in step 4 to the AMF in a Network Positioning message included in an N2 Transport message. The serving NG-RAN node shall also include the Routing identifier in the N2 Transport message received in step 3.

6.
The AMF invokes the Namf_Communication_N2InfoNotify service towards the LMF indicated by the routing identifier received in step 5. The service operation includes the Network Positioning message received in step 5 and the LCS Correlation identifier. Steps 1 to 6 may be repeated to request further location information and further NG-RAN capabilities.

The LCS Correlation Identifier is described in subclause 5.2.2.3.5.3, but not in subclause 5.2.2.3.6.3 in 3GPP TS 29.518:
5.2.2.3.6.3
Using N2InfoNotify during Location Services procedures

The N2InfoNotify service operation is invoked by a NF Service Producer, i.e. the AMF, towards the NF Service Consumer, e.g. the LMF, to notify the positioning parameters received from the 5G-AN in the NRPPa message.

 The requirements specified in subclause 5.2.2.3.6.1 shall apply with the following modifications:

1.
Same as step 1 of Figure 5.2.2.3.6.1-1, the request payload shall contain N2 information of type NRPPa. 

The description should be aligned in the specification and with Stage 2 requirement.


	
	

	Summary of change:
	Add description in subclause 5.2.2.3.6.3 to enforce AMF to include the LCS Correlation Identifier in N2InfoNotify to LMF.
Change the attribute "lcsCorrelationId" to "Conditional" instead of "Optional".
Rev1:

Change "co-relation" to "correlation".
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* * * First Change * * * *

5.2.2.3.6.3
Using N2InfoNotify during Location Services procedures
The N2InfoNotify service operation is invoked by a NF Service Producer, i.e. the AMF, towards the NF Service Consumer, e.g. the LMF, to notify the positioning parameters received from the 5G-AN in the NRPPa message.

 The requirements specified in subclause 5.2.2.3.6.1 shall apply with the following modifications:

1.
Same as step 1 of Figure 5.2.2.3.6.1-1, the request payload shall contain N2 information of type NRPPa and LCS correlation Identifier. 

* * * Next Change * * * *

6.1.6.2.14
Type: N2InformationNotification
Table 6.1.6.2.14-1: Definition of type N2InformationNotification
	Attribute name
	Data type
	P
	Cardinality
	Description

	n2NotifySubscriptionId
	string
	M
	1
	Represents the subscription Id for which the notification is generated. The NF Service Consumer uses this to co-relate the notification against a corresponding subscription.

	n2InfoContainer
	N2InfoContainer
	M
	1
	Contains the N2 information related to the corresponding N2 information class.

	lcsCorrelationId
	CorrelationID
	C
	0..1
	This IE shall be present, if an LCS correlation identifier is received in corresponding N1/N2 Message Transfer service operation.
When present, this IE shall carry the LCS correlation identifier.


* * * End of Changes * * * *

