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*** First Change ***

6.1.3.1
Overview
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Figure 6.1.3.1-1: Resource URI structure of the Namf_Communication API

Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.

Table 6.1.3.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description
(Mapped Service Operations)

	Individual ueContext

	…/ue-contexts/{ueContextId}


	PATCH 

	UEContextTransfer, RegistrationCompleteNotify, N2InfoNotify

	
	
	PUT
	CreateUEContext

	
	…/ue-contexts/{ueContextId}/release


	(POST)

release
	ReleaseUEContext

	
	…/ue-contexts/{ueContextId}/assignEbi

	(POST)

assignEbi
	EBIAssignment

	
	…/ue-contexts/{ueContextId}/transfer
	(POST)

transfer
	UEContextTransfer

	n1N2Message collection
	…/ue-contexts/{ueContextId}/n1-n2-messages
	POST
	N1N2MessageTransfer

	N1N2 Subscriptions Collection for Individual UE Contexts
	../ue-contexts/{ueContextId}/n1-n2-messages/subscriptions
	POST
	N1MessageSubscribe, N2InfoSubscribe.

	N1N2 Individual Subscription
	../ue-contexts/{ueContextId}/n1-n2-messages/subscriptions/{subscriptionId}
	PUT
	AMFStatusChangeSubscribe

	
	
	DELETE
	N1MessageUnSubscribe, N2InfoUnsubscribe

	n1N2Message transfer status notification callback
	{n1N2MessageTransferNotificationUrl}
(NF Service Consumer provided callback reference)
	POST
	Notify n1N2MessageTransfer status

	subscriptions
collection
	…/subscriptions
	POST
	AMFStatusChangeSubscribe

	individual

subscription
	…/subscriptions/{subscriptionId}
	DELETE
	AMFStatusChangeUnSubscribe

	Non UE N2Messages collection 
	../non-ue-n2-messages/transfer
	(POST)

transfer


	NonUEN2MessageTransfer

	Non UE N2Messages Subscriptions collection
	../non-ue-n2-messages/subscriptions
	POST
	NonUEN2InfoSubscribe

	Non UE N2 Message Notification Individual Subscription
	../non-ue-n2-messages/subscriptions/{n2NotifySubscriptionId}
	DELETE
	NonUEN2InfoUnsubscribe


*** Next Change ***

6.2.3
Resources 

6.2.3.1
Overview
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Figure 6.2.3.1-1: Resource URI structure of the Namf_EventExposure API

Table 6.2.3.1-1 provides an overview of the resources and applicable HTTP methods.

Table 6.2.3.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	Subscriptions collection
	.../subscriptions
	POST
	Mapped to the service operation Subscribe, when to create a subscription

	Individual subscription
	… /subscriptions/{subscriptionId}
	PATCH
	Mapped to the service operation Subscribe, when to modify

	
	
	DELETE
	Mapped to the service operation Unsubscribe


*** Next Change ***

6.3.3.1
Overviewl
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Figure 6.3.3.1-1: Resource URI structure of the Namf_MT Service API

Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.

Table 6.3.3.1-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	ueReachInd
	{apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}/ue-reachind
	PUT
	Update the ueReachInd to UE Reachable

	ueContext
	{apiRoot}/namf-mt/v1/ue-contexts/{ueContextId}
	GET
	Map to following service operation:

- ProvideDomainSelectionInfo


*** End of Changes ***
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