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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 

	100
	3GPP-WLAN-APN-Id
	OctetString
	29.234 [6]

	101
	3GPP-WLAN-QoS-Filter-Rule
	UTF8String
	

	102
	3GPP-WLAN-QoS-Filter-Support
	OctetString
	

	Note: The AVP codes from 1 to 255 are reserved for backwards compatibility with 3GPP RADIUS Vendor Specific Attributes (See 3GPP TS 29.061 [13], 3GPP TS 29.561 [42] and 3GPP TS 29.234 [6])

	Note: The AVP codes from 256 to 299 are reserved for future use.


(… rest of the table skipped for clarity …)

* * * Next Change * * * *

8.1.2
Success 
The Success result codes shall use the values from 2001 to 2999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Success result codes are presented in the following table. 

Table 8.1.2: 3GPP specific Success result codes

	Experimental Result Code
	Result text
	Specified in the TS

	2001
	DIAMETER_FIRST_REGISTRATION 
	29.229 [2]

	2002
	DIAMETER_SUBSEQUENT_REGISTRATION 
	

	2003
	DIAMETER_UNREGISTERED_SERVICE 
	

	2004
	DIAMETER_SUCCESS_SERVER_NAME_NOT_STORED 
	

	2005
	Deprecated value
	

	Note: The Experimental Result Codes from 2006 to 2020 are reserved for the TS 29.229.

	2021
	DIAMETER_PDP_CONTEXT_DELETION_INDICATION
	29.061 [13]

	Note: The Experimental Result Codes from 2022 to 2040 are reserved for the TS 29.061

	
	
	29.109 [7]

	Note: The Experimental Result Codes from 2401 to 2420 are reserved for the TS 29.109.

	2421
	DIAMETER_QOS_FLOW_DELETION_INDICATION
	29.561 [42]

	Note: The Experimental Result Codes from 2422 to 2440 are reserved for the TS 29.561.


* * * End of Changes * * * *

