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* * * First Change * * * *

5.4.4.x
Type: BackupAmfInfo
Table 5.4.4.x-1: Definition of type BackupAmfInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	backupAmf
	AmfName
	M
	1
	This IE shall contain the AMF name of the backup AMF related to the specific GUAMI(s) (see subclause 5.21.2.3 of 3GPP TS 23.501 [2]). If no GUAMI is included in BackupAmfinfo, the AMF name of the backup AMF is related to all the GUAMI(s) supported by the AMF.

	guamiList
	array(Guami)
	C
	0..N
	If present, this IE shall contain the GUAMI(s).


* * * Next Change * * * *

5.4.2
Simple Data Types

This subclause specifies common simple data types.

Table 5.4.2-1: Simple Data Types
	Type Name
	Type Definition
	Description

	ApplicationId
	string
	String providing an application identifier and formatted FFS. 

	PduSessionId
	integer
	Unsigned integer identifying a PDU session, within the range 0 to 255, as specified in subclause 11.2.3.1.5, bits 5 to 8, of 3GPP TS 24.007 [13]. 

	Mcc
	string
	Mobile Country Code part of the PLMN, comprising 3 digits, as defined in 3GPP TS 38.413 [11]. 
In an OpenAPI Specification [3] schema, the format shall be designated as "Mcc". 

pattern: '^[0-9]{3}$'

	Mnc
	string
	Mobile Network Code part of the PLMN, comprising 2 or 3 digits, as defined in 3GPP TS 38.413 [11]. 
In an OpenAPI Specification [3] schema, the format shall be designated as "Mnc".
Pattern: '^[0-9]{2,3}$'

	Tac
	string
	2 or 3-octet string identifying a tracking area code as specified in subclause 9.3.3.10 of 3GPP TS 38.413 [11], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the TAC shall appear first in the string, and the character representing the 4 least significant bit of the TAC shall appear last in the string. 

In an OpenAPI Specification [3] schema, the format shall be designated as "Tac".

Examples:

A legacy TAC 0x4305 shall be encoded as "4305".

An extended TAC 0x63F84B shall be encoded as "63F84B"

	EutraCellId
	string
	28-bit string identifying an E-UTRA Cell Id as specified in subclause 9.3.1.9 of 3GPP TS 38.413 [11], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the Cell Id shall appear first in the string, and the character representing the 4 least significant bit of the Cell Id shall appear last in the string.

In an OpenAPI Specification [3] schema, the format shall be designated as "EutraCellId".

Example: 

An E-UTRA Cell Id 0x5BD6007 shall be encoded as "5BD6007".
Pattern: '^[A-Fa-f0-9]{7}$'

	NrCellId
	string
	36-bit string identifying an NR Cell Id as specified in subclause 9.3.1.7 of 3GPP TS 38.413 [11], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the Cell Id shall appear first in the string, and the character representing the 4 least significant bit of the Cell Id shall appear last in the string.

In an OpenAPI Specification [3] schema, the format shall be designated as "NrCellId".

Example: 

An NR Cell Id 0x225BD6007 shall be encoded as "225BD6007".
Pattern: '^[A-Fa-f0-9]{9}$'

	AmfName
	string
	FQDN (Fully Qualified Domain Name) of the AMF as defined in subclause 28.3.2.5 of 3GPP TS 23.003 [7].


* * * Next Change * * * *

A.2
Data related to Common Data Types
[...]
# 

# Data Types related to 5G Network as defined in subclause 5.4
#

# SIMPLE DATA TYPES

#

    ApplicationId:

      type: string

    PduSessionId:

      type: integer

      minimum: 0

      maximum: 255
    Mcc:

      type: string

      pattern: '^\d{3}$'
    Mnc:

      type: string

      pattern: '^\d{2,3}$'
    Tac:

      type: string

      pattern: '(^[A-Fa-f0-9]{4}$)|(^[A-Fa-f0-9]{6}$)'
    EutraCellId:

      type: string

      pattern: '^[A-Fa-f0-9]{7}$'
    NrCellId:

      type: string

      pattern: '^[A-Fa-f0-9]{9}$'
    AmfName:

      type: string
[...]

#

# Structured Data Types

#
# the following data type is FFS

    DefaultQosInformation:

      type: string #FFS
    Snssai:

      type: object

      properties:

        sst:

          $ref: '#/components/schemas/Uinteger'
          minimum: 0
          maximum: 255
        sd:

          type: string

      required:

        - sst

    PlmnId:

      type: object

      properties:

        mcc:

          $ref: '#/components/schemas/Mcc'

        mnc:

          $ref: '#/components/schemas/Mnc'

      required:

        - mcc

        - mnc

    Tai:

      type: object

      properties:

        plmnId:

          $ref: '#/components/schemas/PlmnId'

        tac:

          $ref: '#/components/schemas/Tac'

      required:

        - plmnId

        - tac

    Ecgi:

      type: object

      properties:

        plmnId:

          $ref: '#/components/schemas/PlmnId'

          # PLMN Identity

        eutraCellId:

          $ref: '#/components/schemas/EutraCellId'

      required:

        - plmnId

        - eutraCellId

    Ncgi:

      type: object

      properties:

        plmnId:

          $ref: '#/components/schemas/PlmnId'

        nrCellId:

          $ref: '#/components/schemas/NrCellId'

      required:

        - plmnId

        - nrCellId

    UserLocation:

      type: object

      properties:

        eutraLocation:

          $ref: '#/components/schemas/EutraLocation'

        nrLocation:

          $ref: '#/components/schemas/NrLocation'

        n3gaLocation:

          $ref: '#/components/schemas/N3gaLocation'

    EutraLocation:

      type: object

      properties:

        tai:

          $ref: '#/components/schemas/Tai'

        ecgi:

          $ref: '#/components/schemas/Ecgi'

      required:

        - tai

        - ecgi

    NrLocation:

      type: object

      properties:

        tai:

          $ref: '#/components/schemas/Tai'

        ncgi:

          $ref: '#/components/schemas/Ncgi'

      required:

        - tai

        - ncgi

    N3gaLocation:

      type: object

      properties:

        n3gppTai:

          $ref: '#/components/schemas/Tai'

        n3IwfId:

          type: string

          pattern: '^[A-Fa-f0-9]+$'
        ueIpv4Addr:

          $ref: '#/components/schemas/Ipv4Addr'

        ueIpv6Addr:

          $ref: '#/components/schemas/Ipv6Addr'

        portNumber:

          $ref: '#/components/schemas/Uinteger'

      required:

        - n3gppTai
        - n3IwfId
    UpSecurity:

      type: object

      properties:

        upIntegr:

          $ref: '#/components/schemas/UpIntegrity'

        upConfid:

          $ref: '#/components/schemas/UpConfidentiality'

      required:

        - upIntegr

        - upConfid

    RefToBinaryData:

      type: object

      properties:

        contentId:

          type: string

      required:

        - contentId
    BackupAmfInfo:

      type: object

      properties:
        backupAmf:

          $ref: '#/components/schemas/AmfName'

        guamiList:
          type: array

          items:

            $ref: '/components/schemas/Guami'
      required:

        - backupAmf
[...]
* * * End of Changes * * * *

