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Editor's note:
Other types of payload, such as generic application payload, are FFS.

The further need to add new types of payload for the NAS transport procedure(s) should be handled as business as usual and does not need to have been reminded by an editor’s notes so it’s proposed to remove the editor’s notes.

	
	

	Summary of change:
	The editor’s notes in the sub-clause 5.4.5.1 is removed.

	
	

	Consequences if not approved:
	Editor’s note remains in the specification which is unncessary.

	
	

	Clauses affected:
	5.4.5.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


***** Next change *****
5.4.5.1
General
The purpose of the NAS transport procedures is to provide a transport of payload between the UE and the AMF. The type of the payload is identified by the Payload container type IE and includes one of the following:

a)
a single 5GSM message;

b)
SMS;

c)
an LPP message (see 3GPP TS 36.355 [26]);

d)
a transparent container; or

e)
a UE policy container.


Along with the payload, the NAS transport procedure may transport the associated information (e.g. PDU session information for 5GSM message payload).

