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	The sub-clause 5.5.2.3.2 contains two editor’s notes on which timer to use for T35cd and T35ef, quote:

Editor's note:
It is FFS to use which timer for T35cd.
Editor's note:
It is FFS to use which timer for T35ef.
When looking to the specification, one can see that both T35cd and T35ef should be new timers.
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The proposal is updated so that the timers are called T3584 and T3585 as the timers run in the UE side. Note that in TS 24.501, the T358X series are used for 5GSM timers on the UE side while the T359X are used for timer at the SMF side. Furthermore, the 5GSM state and conditions to start and stop of the timers are added.
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***** Next change *****
5.5.2.3.2
Network-initiated de-registration procedure completion by the UE
Upon receiving the DEREGISTRATION REQUEST message, and the DEREGISTRATION REQUEST message indicates "re-registration required" and the de-registration request is for 3GPP access, the UE shall release the PDU sessions over 3GPP access, if any, locally without peer-to-peer signalling between the UE and the SMF. The UE shall stop the timer(s) T3346, T3396, T35cd and T35ef, if any is running. The UE shall ignore the 5GMM cause IE if received. The UE shall send a DEREGISTRATION ACCEPT message to the network and enter the state 5GMM-DEREGISTERED for 3GPP access. Furthermore, the UE shall, after the completion of the de-registration procedure, and the release of the existing NAS signalling connection, initiate an initial registration. The UE should also re-establish any previously established PDU sessions.



Upon receiving the DEREGISTRATION REQUEST message and the DEREGISTRATION REQUEST message indicates "re-registration required" and the de-registration request is for non-3GPP access, the UE shall release the PDU sessions over non-3GPP access, if any, locally without peer-to-peer signalling between the UE and the SMF. The UE shall stop the timer(s) T3346, T3396, T35cd and T35ef, if any is running. The UE shall ignore the 5GMM cause IE if received. The UE shall send a DEREGISTRATION ACCEPT message to the network and enter the state 5GMM-DEREGISTERED for non-3GPP access. Furthermore, the UE shall, after the completion of the de-registration procedure, and the release of the existing NAS signalling connection, initiate an initial registration over non-3GPP. The UE should also re-establish any previously established PDU sessions.

Upon receiving the DEREGISTRATION REQUEST message and the DEREGISTRATION REQUEST message indicates "re-registration required" and the de-registration request is for both 3GPP access and non-3GPP access when the UE is registered in the same PLMN for both accesses, the UE shall release the PDU sessions over both 3GPP access and non-3GPP access, if any, locally without peer-to-peer signalling between the UE and the SMF. The UE shall stop the timer(s) T3346, T3396, T35cd and T35ef, if any is running. The UE shall ignore the 5GMM cause IE if received. The UE shall send a DEREGISTRATION ACCEPT message to the network and enter the state 5GMM-DEREGISTERED for both 3GPP access and non-3GPP access. Furthermore, the UE shall, after the completion of the de-registration procedure, and the release of the existing NAS signalling connection, initiate an initial registration over both 3GPP access and non-3GPP access. The UE should also re-establish any previously established PDU sessions.

NOTE 1:
When the de-registration type indicates "re-registration required", user interaction is necessary in some cases when the UE cannot re-establish the PDU session (s), if any, automatically.
Upon receiving the DEREGISTRATION REQUEST message and the DEREGISTRATION REQUEST message indicates "re-registration not required" and the de-registration request is for 3GPP access, the UE shall release the PDU sessions over 3GPP access, if any, locally without peer-to-peer signalling between the UE and the SMF. The UE shall send a DEREGISTRATION ACCEPT message to the network and enter the state 5GMM-DEREGISTERED for 3GPP access.
Upon receiving the DEREGISTRATION REQUEST message and the DEREGISTRATION REQUEST message indicates "re-registration not required" and the de-registration request is for non-3GPP access, the UE shall release the PDU sessions over non-3GPP access, if any, locally without peer-to-peer signalling between the UE and the SMF. The UE shall send a DEREGISTRATION ACCEPT message to the network and enter the state 5GMM-DEREGISTERED for non-3GPP access.
Upon receiving the DEREGISTRATION REQUEST message and the DEREGISTRATION REQUEST message indicates "re-registration not required" and the de-registration request is for both 3GPP access and non-3GPP access when the UE is registered in the same PLMN for both accesses, the UE shall release the PDU sessions over both 3GPP access and non-3GPP access, if any, locally without peer-to-peer signalling between the UE and the SMF. The UE shall send a DEREGISTRATION ACCEPT message to the network and enter the state 5GMM-DEREGISTERED for both 3GPP access and non-3GPP access.
Upon sending a DEREGISTRATION ACCEPT message, the UE shall delete the rejected NSSAI as specified in subclause 4.6.2.2.

If the de-registration type indicates "re-registration required", then the UE shall ignore the 5GMM cause IE if received.

If the de-registration type indicates "re-registration not required", the UE shall take the actions depending on the received 5GMM cause value:
#3
(Illegal UE);

#6
(Illegal ME); or

#7
(5GS services not allowed).


The UE shall set the 5GS update status to 5U3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.2.2) and shall delete any 5G-GUTI, last visited registered TAI, TAI list and ngKSI. The UE shall consider the USIM as invalid for 5GS services until switching off or the UICC containing the USIM is removed. The UE shall delete the list of equivalent PLMNs and shall enter the state 5GMM-DEREGISTERED.


A UE operating in single-registration mode shall handle the EMM parameters, EMM state, 4G-GUTI, last visited registered TAI, TAI list and eKSI as specified in 3GPP TS 24.301 [15] for the case when a DETACH REQUEST is received with the EMM cause with the same value and with detach type set to "re-attach not required".
NOTE 2:
The possibility to configure a UE so that the radio transceiver for a specific radio access technology is not active, although it is implemented in the UE, is out of scope of the present specification.

#11
(PLMN not allowed).

The UE shall set the 5GS update status to 5U3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.2.2) and shall delete any 5G-GUTI, last visited registered TAI, TAI list and ngKSI. The UE shall delete the list of equivalent PLMNs, shall reset the registration attempt counter and enter the state 5GMM-DEREGISTERED.PLMN-SEARCH.


The UE shall store the PLMN identity in the "forbidden PLMN list".

The UE shall perform a PLMN selection according to 3GPP TS 23.122 [5].


A UE operating in single-registration mode shall handle the EMM parameters, EMM state, 4G-GUTI, last visited registered TAI, TAI list and eKSI as specified in 3GPP TS 24.301 [15] for the case when a DETACH REQUEST is received with the EMM cause with the same value and with detach type set to "re-attach not required".

#12
(Tracking area not allowed).

The UE shall set the 5GS update status to 5U3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.2.2) and shall delete any 5G-GUTI, last visited registered TAI, TAI list and ngKSI. The UE shall reset the registration attempt counter and shall enter the state 5GMM-DEREGISTERED.LIMITED-SERVICE.


The UE shall store the current TAI in the list of "forbidden tracking areas for regional provision of service".


A UE operating in single-registration mode shall handle the EMM parameters, EMM state, 4G-GUTI, last visited registered TAI, TAI list and eKSI as specified in 3GPP TS 24.301 [15] for the case when a DETACH REQUEST is received with the EMM cause with the same value and with detach type set to "re-attach not required".

#13
(Roaming not allowed in this tracking area).

The UE shall set the 5GS update status to 5U3 ROAMING NOT ALLOWED (and shall store it according to subclause 5.1.3.2.2) and shall delete any 5G-GUTI, last visited registered TAI, TAI list and ngKSI. The UE shall reset the registration attempt counter and shall change to state 5GMM-DEREGISTERED.PLMN-SEARCH.


The UE shall store the current TAI in the list of "forbidden tracking areas for roaming".


The UE shall perform a PLMN selection according to 3GPP TS 23.122 [5]


A UE operating in single-registration mode the UE shall handle the EMM parameters, EMM state, 4G-GUTI, last visited registered TAI, TAI list and eKSI as specified in 3GPP TS 24.301 [15] for the case when a DETACH REQUEST is received with the EMM cause with the same value and with detach type set to "re-attach not required".

#27
(N1 mode not allowed).

The UE capable of S1 mode shall disable the N1 mode capability for both 3GPP access and non-3GPP access (see subclause 4.9).
***** Next change *****
10.3
Timers of 5GS session management

Timers of 5GS session management are shown in table 10.3.1 and table 10.3.2.
Table 10.3.1: Timers of 5GS session management – UE side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3580
	TBD
	TBD
	Transmission of PDU SESSION ESTABLISHMENT REQUEST message
	PDU SESSION ESTABLISHMENT ACCEPT message received or

PDU SESSION ESTABLISHMENT REJECT message received
	Retransmission of PDU SESSION ESTABLISHMENT REQUEST message

	T3581
	TBD
	TBD
	Transmission of PDU SESSION MODIFICATION REQUEST message
	PDU SESSION MODIFICATION COMMAND message with the same PTI is received or PDU SESSION MODIFICATION REJECT message received
	Retransmission of PDU SESSION MODIFICATION REQUEST message

	T3582
	TBD
	TBD
	Transmission of PDU SESSION RELEASE REQUEST message
	PDU SESSION RELEASE COMMAND message with the same PTI is received or PDU SESSION RELEASE REJECT message received
	Retransmission of PDU SESSION RELEASE REQUEST message

	T3583
	Default 1 min.

NOTE 2
	PDU SESSION ACTIVE
	UE creates or updates a derived QoS rule
	UE deletes the derived QoS rule (see subclause 6.2.5.1.4.5)
	On 1st expiry: Deletion of the derived QoS rule

	T3584
	NOTE 3
	PROCEDURE TRANSACTION PENDING
	PDU SESSION ESTABLISHMENT REJECT, PDU SESSION MODIFICATION REJECT, or PDU SESSION RELEASE COMMAND received with 5GSM cause #67 and with a timer value for T3584
PDU SESSION ESTABLISHMENT REQUEST, PDU SESSION MODIFICATION REQUEST, or PDU SESSION RELEASE REQUEST received in a DL NAS TRANSPORT message with 5GSM cause #67 and with a timer value for T3584 (see subclause 5.4.5.3.3)
	PDU SESSION RELEASE COMMAND or PDU SESSION MODIFICATION COMMAND or DEREGISTRATION REQUEST with the re-registration type "re-registration required"
	None

	T3585
	NOTE 3
	PROCEDURE TRANSACTION PENDING
	PDU SESSION ESTABLISHMENT REJECT, PDU SESSION MODIFICATION REJECT, or PDU SESSION RELEASE COMMAND received with 5GSM cause #69 and with a timer value for T3585
PDU SESSION ESTABLISHMENT REQUEST, PDU SESSION MODIFICATION REQUEST, or PDU SESSION RELEASE REQUEST received in a DL NAS TRANSPORT message with 5GSM cause #69 and with a timer value for T3585(see subclause 5.4.5.3.3)
	PDU SESSION RELEASE COMMAND or PDU SESSION MODIFICATION COMMAND or DEREGISTRATION REQUEST with the re-registration type "re-registration required"
	None

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.
NOTE 2:
The network may provide the value of this timer applicable to the derived QoS rules of a specific PDU session as RQ timer value in the PDU SESSION ESTABLISHMENT ACCEPT message and PDU SESSION MODIFICATION COMMAND message. The maximum value of the timer is 30 min. If the network indicates a value greater than the maximum value, then the UE shall use the maximum value.
NOTE 3:
The value of this timer is provided by the network.


Table 10.3.2: Timers of 5GS session management – SMF side

	TIMER NUM.
	TIMER VALUE
	STATE
	CAUSE OF START
	NORMAL STOP
	ON 
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T3590
	TBD
	TBD
	Transmission of PDU SESSION AUTHENTICATION COMMAND message
	PDU SESSION AUTHENTICATION COMPLETE message received
	Retransmission of PDU SESSION AUTHENTICATION COMMAND message

	T3591
	TBD
	TBD
	Transmission of PDU SESSION MODIFICATION COMMAND message
	PDU SESSION MODIFICATION COMPLETE message received or PDU SESSION MODIFICATION COMMAND REJECT message received
	Retransmission of PDU SESSION MODIFICATION COMMAND message

	T3592
	TBD
	TBD
	Transmission of PDU SESSION RELEASE COMMAND message
	PDU SESSION RELEASE COMPLETE message received or

N1 SM delivery skipped indication received
	Retransmission of PDU SESSION RELEASE COMMAND message

	T3593
	TBD (NOTE 2)
	TBD
	Reception of PDU SESSION MODIFICATION COMPLETE message for transmitted PDU SESSION MODIFICATION COMMAND message where the PDU SESSION MODIFICATION COMMAND message included 5GSM cause #39
	PDU SESSION RELEASE REQUEST message received
	Network-requested PDU session release procedure performed

	NOTE 1:
Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.

NOTE 2:
If the PDU Session Address Lifetime value is sent to the UE in the PDU SESSION MODIFICATION COMMAND message then timer T3593 shall be started with the same value, otherwise it shall use a default value.


