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***** Next change *****
8.2.1
Attach accept

8.2.1.1
Message definition

This message is sent by the network to the UE to indicate that the corresponding attach request has been accepted. See table 8.2.1.1.

Message type:
ATTACH ACCEPT

Significance:
dual

Direction:
network to UE

Table 8.2.1.1: ATTACH ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	Security header type
	Security header type

9.3.1
	M
	V
	1/2

	
	Attach accept message identity
	Message type

9.8
	M
	V
	1

	
	EPS attach result
	EPS attach result

9.9.3.10
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	
	T3412 value
	GPRS timer

9.9.3.16
	M
	V
	1

	
	TAI list
	Tracking area identity list

9.9.3.33
	M
	LV
	7-97

	
	ESM message container
	ESM message container

9.9.3.15
	M
	LV-E
	5-n

	50
	GUTI
	EPS mobile identity

9.9.3.12
	O
	TLV
	13

	13
	Location area identification
	Location area identification

9.9.2.2
	O
	TV
	6

	23
	MS identity


	Mobile identity

9.9.2.3
	O
	TLV
	7-10

	53
	EMM cause
	EMM cause

9.9.3.9
	O
	TV
	2

	17
	T3402 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	59
	T3423 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	4A
	Equivalent PLMNs
	PLMN list

9.9.2.8
	O
	TLV
	5-47

	34
	Emergency number list
	Emergency number list

9.9.3.37
	O
	TLV
	5-50

	64
	EPS network feature support
	EPS network feature support

9.9.3.12A
	O
	TLV
	3-4

	F-
	Additional update result
	Additional update result

9.9.3.0A
	O
	TV
	1

	5E
	T3412 extended value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	6E
	Extended DRX parameters
	Extended DRX parameters

9.9.3.46
	O
	TLV
	3

	65
	DCN-ID
	DCN-ID

9.9.3.48
	O
	TLV
	4

	E-
	SMS services status
	SMS services status

9.9.3.4B
	O
	TV
	1

	D-
	Non-3GPP NW provided policies
	Non-3GPP NW provided policies

9.9.3.49
	O
	TV
	1

	6B
	T3448 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	C-
	Network policy
	Network policy
9.9.3.52
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	35
	Extended emergency number list
	Extended emergency number list

9.9.3.37A
	O
	TLV
	FFS

	7C
	Ciphering key data
	Ciphering key data

9.9.3.56
	O
	TLV-E
	35-2291


8.2.1.2
GUTI

This IE may be included to assign a GUTI to the UE during attach or combined EPS/IMSI attach.

8.2.1.3
Location area identification
This IE may be included to assign a new location area identification to a UE during a combined attach.
8.2.1.4
MS identity

This IE may be included to assign or unassign a new TMSI to a UE during a combined attach.
8.2.1.5
EMM cause

This IE shall be included when IMSI attach for non-EPS services is not successful during a combined EPS/IMSI attach procedure.

8.2.1.6
T3402 value

This IE may be included to indicate a value for timer T3402.

8.2.1.7
T3423 value
This IE may be included to indicate a value for timer T3423.

If this IE is not included, the UE shall use the default value.

8.2.1.8
Equivalent PLMNs

This IE may be included in order to assign a new equivalent PLMNs list to a UE.

8.2.1.9
Emergency number list

This IE may be sent by the network. If this IE is sent, the contents of this IE indicates a list of emergency numbers valid within the same country as in the cell on which this IE is received.

8.2.1.9A
Extended emergency number list

This IE may be sent by the network. If this IE is sent, the contents of this IE indicates a list of emergency numbers (with URN information) valid within the same country as in the cell on which this IE is received.

8.2.1.10
EPS network feature support

The network may include this IE to inform the UE of the support of certain features. If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero, except for the S1-u data transfer (S1-U data) (octet 4, bit 2).

NOTE: In this exceptional case, the UE deems that the network supports S1-u data transfer.

8.2.1.11
Additional update result

The network may include this IE to provide the UE with additional information about the result of:

-
a combined attach procedure if the procedure was successful for EPS services and non-EPS services, or for EPS services and "SMS only"; or

-
an attach procedure requested for CIoT EPS optimizations if the procedure was successful for EPS services and "SMS only".

8.2.1.12
T3412 extended value
The network may include this IE to provide the UE with longer periodic tracking area update timer.

8.2.1.13
T3324 value

The network shall include the T3324 value IE if:

-
the UE included the T3324 value IE in the ATTACH REQUEST message; and

-
the network supports PSM and accepts the use of PSM.

8.2.1.14
Extended DRX parameters
The network shall include the Extended DRX parameters IE if:

-
the UE included the Extended DRX parameters IE in the ATTACH REQUEST message; and

-
the network supports eDRX and accepts the use of eDRX.

8.2.1.15
DCN-ID
This IE is included in the message when the network wishes to provide a DCN-ID to the UE.

8.2.1.16
SMS services status

This IE may be included when a normal attach procedure for EPS services and "SMS only" was successful for EPS services only.

8.2.1.17
Non-3GPP NW provided policies
This IE is included if the network needs to indicate whether emergency numbers provided via non-3GPP access can be used to initiate UE detected emergency calls (see 3GPP TS 24.302 [48]). If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero.

8.2.1.18
T3448 value
The network may include this IE if the congestion control for transport of user data via the control plane is active and the UE supports timer T3448.
8.2.1.19
Network policy
This IE is included if the network needs to indicate network policy information to the UE, If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero.

8.2.1.20
T3447 value

The network may include T3447 value IE if:

-
the UE has indicated support for service gap control in the ATTACH REQUEST message; and

-
the EMM context contains a service gap time value.

8.2.1.21
Ciphering key data

This IE is included if the network needs to send ciphering key data to the UE for ciphered broadcast assistance data.

***** Next change *****
8.2.26
Tracking area update accept

8.2.26.1
Message definition

This message is sent by the network to the UE to provide the UE with EPS mobility management related data in response to a tracking area update request message. See table 8.2.26.1.

Message type:
TRACKING AREA UPDATE ACCEPT

Significance:
dual

Direction:
network to UE

Table 8.2.26.1: TRACKING AREA UPDATE ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	Security header type
	Security header type

9.3.1
	M
	V
	1/2

	
	Tracking area update accept message identity
	Message type

9.8
	M
	V
	1

	
	EPS update result
	EPS update result

9.9.3.13
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	5A
	T3412 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	50
	GUTI
	EPS mobile identity

9.9.3.12
	O
	TLV
	13

	54
	TAI list
	Tracking area identity list

9.9.3.33
	O
	TLV
	8-98

	57
	EPS bearer context status
	EPS bearer context status

9.9.2.1
	O
	TLV
	4

	13
	Location area identification
	Location area identification

9.9.2.2
	O
	TV
	6

	23
	MS identity
	Mobile identity

9.9.2.3
	O
	TLV
	7-10

	53
	EMM cause
	EMM cause

9.9.3.9
	O
	TV
	2

	17
	T3402 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	59
	T3423 value
	GPRS timer

9.9.3.16
	O
	TV
	2

	4A
	Equivalent PLMNs
	PLMN list

9.9.2.8
	O
	TLV
	5-47

	34
	Emergency number list
	Emergency number list

9.9.3.37
	O
	TLV
	5-50

	64
	EPS network feature support
	EPS network feature support

9.9.3.12A
	O
	TLV
	3-4

	F-
	Additional update result
	Additional update result
9.9.3.0A
	O
	TV
	1

	5E
	T3412 extended value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	6A
	T3324 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	6E
	Extended DRX parameters
	Extended DRX parameters

9.9.3.46
	O
	TLV
	3

	68
	Header compression configuration status
	Header compression configuration status

9.9.4.27
	O
	TLV
	4

	65
	DCN-ID
	DCN-ID

9.9.3.48
	O
	TLV
	4

	E-
	SMS services status
	SMS services status

9.9.3.4B
	O
	TV
	1

	D-
	Non-3GPP NW policies
	Non-3GPP NW provided policies

9.9.3.49
	O
	TV
	1

	6B
	T3448 value
	GPRS timer 2

9.9.3.16A
	O
	TLV
	3

	C-
	Network policy
	Network policy
9.9.3.52
	O
	TV
	1

	6C
	T3447 value
	GPRS timer 3

9.9.3.16B
	O
	TLV
	3

	35
	Extended emergency number list
	Extended emergency number list

9.9.3.37A
	O
	TLV
	FFS

	7C
	Ciphering key data
	Ciphering key data

9.9.3.56
	O
	TLV-E
	35-2291


8.2.26.2
T3412 value

The MME shall include this IE during normal and combined tracking area updating procedure, and may include this IE during periodic tracking area updating procedure.

The MME shall include this IE if it includes the T3412 extended value IE.

8.2.26.3
GUTI

This IE may be included to assign a GUTI to a UE.

8.2.26.4
TAI list

This IE may be included to assign a TAI list to a UE.

8.2.26.5
EPS bearer context status

This IE shall be included if the network wants to indicate the EPS bearer contexts that are active for the UE in the network.

8.2.26.6
Location area identification
This IE may be included to assign a new location area identification to a UE during a combined TA/LA update.

8.2.26.7
MS identity

This IE may be included to assign or unassign a new TMSI to a UE during a combined TA/LA update.
8.2.26.8
EMM cause

This IE shall be included if the combined tracking area updating procedure was successful for EPS services only.

8.2.26.9
T3402 value

This IE may be included to indicate a value for timer T3402.

8.2.26.10
T3423 value
This IE may be included to indicate a value for timer T3423.

If this IE is not included, the UE shall use the default value.
8.2.26.11
Equivalent PLMNs

This IE may be included in order to assign a new equivalent PLMNs list to a UE.

8.2.26.12
Emergency number list

This IE may be sent by the network. If this IE is sent, the contents of this IE indicates a list of emergency numbers valid within the same country as in the cell on which this IE is received.

8.2.26.12A
Extended emergency number list

This IE may be sent by the network. If this IE is sent, the contents of this IE indicates a list of emergency numbers (with URN information) valid within the same country as in the cell on which this IE is received.

8.2.26.13
EPS network feature support

The network may include this IE to inform the UE of the support of certain features. If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero, except for the S1-u data transfer (S1-U data) (octet 4, bit 2).

NOTE: In this exceptional case, the UE deems that the network supports S1-u data transfer.

8.2.26.14
Additional update result

The network may include this IE to provide the UE with additional information about the result of:

-
a combined tracking area updating procedure if the procedure was successful for EPS services and non-EPS services, or for EPS services and "SMS only"; or

-
a normal tracking area updating procedure requested for CIoT EPS optimizations if the procedure was successful for EPS services and "SMS only".
8.2.26.15
T3412 extended value
The network may include this IE to provide the UE with a longer periodic tracking area update timer.

8.2.26.16
T3324 value

The network shall include the T3324 value IE if:

-
the UE included the T3324 value IE in the TRACKING AREA UPDATE REQUEST message; and

-
the network supports PSM and accepts the use of PSM.

8.2.26.17
Extended DRX parameters
The network shall include the Extended DRX parameters IE if:

-
the UE included the Extended DRX parameters IE in the TRACKING AREA UPDATE REQUEST message; and

-
the network supports eDRX and accepts the use of eDRX.

8.2.26.18
DCN-ID
This IE is included in the message when the network wishes to provide a DCN-ID to the UE.

8.2.26.19
SMS services status

This IE may be included when a normal tracking area updating procedure for EPS services and "SMS only" was successful for EPS services only.

8.2.26.20
Non-3GPP NW provided policies
This IE is included if the network needs to indicate whether emergency numbers provided via non-3GPP access can be used to initiate UE detected emergency calls (see 3GPP TS 24.302 [48]). If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero.

8.2.26.21
T3448 value
The network may include this IE if the congestion control for transport of user data via the control plane is active and the UE supports timer T3448.
8.2.26.22
Network policy
This IE is included if the network needs to indicate network policy information to the UE, If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero.

8.2.26.23
T3447 value

The network may include T3447 value IE if:

-
the UE has indicated support for service gap control in the TRACKING AREA UPDATE REQUEST messages; and

-
the EMM context contains a service gap time value.

8.2.26.24
Ciphering key data

This IE is included if the network needs to send ciphering key data to the UE for ciphered broadcast assistance data.

***** Next change *****
