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*** 1st Change ***

6.1.6.1
General

This subclause specifies the application data model supported by the API.

Table 6.1.6.1-1 specifies the structured data types defined for the Nudm_SDM service API. For simple data types defined for the Nudm_SDM service API see table 6.1.6.3.2-1.

Table 6.1.6.1-1: Nudm_SDM specific Data Types

	Data type
	Section defined
	Description

	Nssai
	6.1.6.2.2
	Network Slice Selection Assistance Information

	SdmSubscription
	6.1.6.2.3
	A subscription to notifications

	AccessAndMobilitySubscriptionData
	6.1.6.2.4
	Access and Mobility Subscription Data

	SmfSelectionSubscriptionData
	6.1.6.2.5
	SMF Selection Subscription Data

	UeContextInSmfData
	6.1.6.2.16
	UE Context In SMF Data

	PduSession
	6.1.6.2.17
	

	DnnInfo
	6.1.6.2.6
	Data Network Name and associated information (LBO roaming allowed flag)

	SnssaiInfo
	6.1.6.2.7
	S-NSSAI and associated information (DNN Info)

	SessionManagementSubscriptionData
	6.1.6.2.8
	User subscribed session management data

	DnnConfiguration
	6.1.6.2.9
	User subscribed data network configuration

	
	
	

	PduSessionTypes
	6.1.6.2.11
	Default/allowed session types for a data network

	SscModes
	6.1.6.2.12
	Default/allowed SSC modes for a data network

	SmsManagementSubscriptionData
	6.1.6.2.14
	SMS Management Subscription Data

	IdTranslationResult
	6.1.6.2.18
	SUPI that corresponds to a given GPSI

	IpAddress
	6.1.6.2.22
	IP address (IPv4, or IPv6, or IPv6 prefix)

	3GppChargingCharacteristics
	6.1.6.3.2
	3GPP Charging Characteristics

	IwkEpsInd
	6.1.6.3.2
	Interworking with EPS Indication

	ModificationNotification
	6.1.6.2.21
	

	UeContextInSmsfData
	6.1.6.2.23
	

	SmsfInfo
	6.1.6.2.24
	

	AcknowledgeInfo
	6.1.6.2.25
	

	SorInfo
	6.1.6.2.26
	Steering Of Roaming Information

	SharedData
	6.1.6.2.27
	Subscription Data shared by multiple UEs

	PgwInfo
	6.1.6.2.28
	Information about the DNNs/APNs and PGW-C+SMF FQDNs used in interworking with EPS


Table 6.1.6.1-2 specifies data types re-used by the Nudm_SDM service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_SDM service API. 

Table 6.1.6.1-2: Nudm_SDM re-used Data Types

	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name

	DurationSec
	3GPP TS 29.571 [7]
	Time value in seconds

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identifier

	RatType
	3GPP TS 29.571 [7]
	Radio Access Technology Type

	Area
	3GPP TS 29.571 [7]
	

	ServiceAreaRestriction
	3GPP TS 29.571 [7]
	

	CoreNetworkType
	3GPP TS 29.571 [7]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] subclause 6.6

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	PduSessionType
	3GPP TS 29.571 [7]
	

	
	
	

	
	
	

	
	
	

	
	
	

	SubscribedDefaultQos
	3GPP TS 29.571 [7]
	Subscribed Default QoS

	Ambr
	3GPP TS 29.571 [7]
	

	PduSessionId
	3GPP TS 29.571 [7]
	

	NfInstanceId
	3GPP TS 29.571 [7]
	

	Supi
	3GPP TS 29.571 [7]
	

	RfspIndex
	3GPP TS 29.571 [7]
	

	SscMode
	3GPP TS 29.571 [7]
	

	Ipv4Address
	3GPP TS 29.571 [7]
	

	Ipv6Address
	3GPP TS 29.571 [7]
	

	Ipv6Prefix
	3GPP TS 29.571 [7]
	

	SorMac
	3GPP TS 29.509 [24]
	

	SteeringInfo
	3GPP TS 29.509 [24]
	

	AckInd
	3GPP TS 29.509 [24]
	

	CounterSor
	3GPP TS 29.509 [24]
	

	TraceData
	3GPP TS 29.571 [7]
	Trace control and configuration parameters

	NotifyItem
	3GPP TS 29.571 [7]
	

	UpSecurity
	3GPP TS 29.571 [7]
	


*** 2nd Change ***
6.1.6.2.9
Type: DnnConfiguration 

Table 6.1.6.2.9-1: DnnConfiguration

	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	M
	1
	Data Network Name

	pduSessionTypes
	PduSessionTypes
	M
	1
	Default/Allowed session types

	sscModes
	SscModes
	M
	1
	Default/Allowed SSC modes

	iwkEpsInd
	IwkEpsInd
	O
	0..1
	Indicates whether interworking with EPS is subscribed:

true: Subscribed;
false: Not susubscribed;
If this attribute is absent it means not subscribed.

	ladnIndicator
	LadnIndicator
	O
	0..1
	Indicates whether the DNN is a local area data network

	5gQosProfile
	SubscribedDefaultQos
	O
	0..1
	5G QoS parameters associated to the session for a data network

	sessionAmbr
	Ambr
	O
	0..1
	The maximum aggregated uplink and downlink bit rates to be shared across all Non-GBR QoS Flows in each PDU Session

	3gppChargingCharacteristics
	3GppChargingCharacteristics
	O
	0..1
	Subscribed charging characteristics data associated to the session for a data network

	staticIpAddress
	IpAddress
	O
	0..2
	Subscribed static IP address(es) of the IPv4 and/or IPv6 type

	upSecurity
	UpSecurity
	O
	0..1
	When present, this IE shall indicate the security policy for integrity protection and encryption for the user plane.


*** 3rd Change ***
6.1.6.2.10
Void

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


*** 4th Change ***
A.2
Nudm_SDM API

[…]
    DnnConfiguration:

      type: object

      required:

        - dnn

        - pduSessionTypes

        - sscModes

      properties:

        dnn:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'

        pduSessionTypes:

          $ref: '#/components/schemas/PduSessionTypes'

        sscModes:

          $ref: '#/components/schemas/SscModes'

        iwkEpsInd:

          $ref: '#/components/schemas/IwkEpsInd'

        ladnIndicator:

          $ref: '#/components/schemas/LadnIndicator'

        5gQosProfile:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SubscribedDefaultQos'

        sessionAmbr:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ambr'

        3gppChargingCharacteristics:

          $ref: '#/components/schemas/3GppChargingCharacteristics'

        staticIpAddress:

          $ref: '#/components/schemas/IpAddress'

        upSecurity:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/UpSecurity'

    IpAddress:

      type: object

      properties:

        ipv4Addr:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv4Addr'

        ipv6Addr:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Addr'

        ipv6Prefix:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ipv6Prefix'

    PduSessionTypes:

      type: object

      required:

        - defaultSessionType

      properties:

        defaultSessionType:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'

        allowedSessionTypes:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'

    SscModes:

      type: object

      required:

        - defaultSscMode

      properties:

        defaultSscMode:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SscMode'

        allowedSscModes:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/SscMode'

          minItems: 0

          maxItems: 2














[…]
*** End of Changes ***
