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	Reason for change:
	In 3GPP TS 29.518 v15.1.0, the type definition of NrppaInformation is incorrect:
   NrppaInformation:

      type: object

      properties:

        nfId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'

        nrppaPdu:

          $ref: '#/components/schemas/N2InfoContent'

      required:

        - routingId

        - nrppaPdu

the required "routingId" doesn't exist, which will fail the OpenAPI inspection.

The attribute "routingId" in NrppaInformaiton structured data type was defined before TS 29.518 v1.1.0. In TS 29.518 v2.0.0, it was agreed that LMF's NF Instance Id shall be used for message routing and attribute "routingId" is renamed to "lmfId". In TS 29.518 v15.1.0, "lmfId" was again renamed to "nfId" in order to support more generic NF service consumers other than LMF. Following this change history, the "routingId" in "required list" is exactly referring to the "nfId" attribute.

This CR propose to resolve the error by renaming "routingId" to "nfId".

	
	

	Summary of change:
	Rename "routingId" in "required:" list to "nfId", in NrppaInformation type definition in A.2

	
	

	Consequences if not approved:
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	Other comments:
	


* * * First Change * * * *

A.2
Namf_Communication API

…

    NrppaInformation:

      type: object

      properties:

        nfId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'

        nrppaPdu:

          $ref: '#/components/schemas/N2InfoContent'

      required:

        - nfId
        - nrppaPdu

    PwsInformation:

…
* * * End of Changes * * * *
* * * Information Start * * * *

3GPP TS 29.518 v1.1.0:
6.1.6.2.29
Type: NrppaInformation
Table 6.1.6.2.29-1: Definition of type NrppaInformation

	Attribute name
	Data type
	P
	Cardinality
	Description

	routingId
	RoutingID (FFS)
	M
	1
	This IE is used to identify an LMF within the 5GC. 

	nrppaPdu
	N2InfoContent
	M
	1
	This IE represents the encoded NGAP NAPPa-PDU IE, which is transparent to AMF.


3GPP TS 29.518 v2.0.0~v15.0.0:

6.1.6.2.28
Type: NrppaInformation
Table 6.1.6.2.28-1: Definition of type NrppaInformation

	Attribute name
	Data type
	P
	Cardinality
	Description

	lmfId
	NfInstanceId
	M
	1
	This IE shall carry the identifier of the LMF that is sending or receiving the NRPPa data.. 

	nrppaPdu
	N2InfoContent
	M
	1
	This IE represents the encoded NGAP NRPPa-PDU IE, which is transparent to AMF.


3GPP TS 29.518 v15.1.0:
6.1.6.2.28
Type: NrppaInformation
Table 6.1.6.2.28-1: Definition of type NrppaInformation

	Attribute name
	Data type
	P
	Cardinality
	Description

	nfId
	NfInstanceId
	M
	1
	This IE shall carry the identifier of the Network Function (e.g. LMF) instance that is sending or receiving the NRPPa data.

	nrppaPdu
	N2InfoContent
	M
	1
	This IE represents the encoded NGAP NRPPa-PDU IE, which is transparent to AMF.


* * * Information End * * * *

