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* * * First Change * * * *

5.4.4.1
Type: DefaultQosInformation

Table 5.4.4.1-1: Definition of type DefaultQosInformation

	Attribute name
	Data type
	P
	Cardinality
	Description

	5qi
	5Qi
	M
	1
	Default 5G QoS identifier

	arp
	Arp
	M
	1
	Default allocation and retention priority

	nonDynamic5Qi
	NonDynamic5Qi
	C
	0..1
	This attribute may only be used for a standardized or pre-configured 5QI. When present, this attribute provides QoS characteristics that override the default values for a standardized or pre-configured 5QI.

	dynamic5Qi
	Dynamic5Qi
	C
	0..1
	This attribute shall only be used for a 5QI that is neither standardized nor pre-configured. When present, this attribute provides an explicit set of QoS characteristics.

	
	
	
	
	


* * * Next Change * * * *

A.2
Data related to Common Data Types
...

    DefaultQosInformation:

      type: object

      required:

        - 5qi
        - arp
      properties:

        5qi:

          $ref: '#/components/schemas/5Qi'

        nonDynamic5Qi:

          $ref: '#/components/schemas/NonDynamic5Qi'

        dynamic5Qi:

          $ref: '#/components/schemas/Dynamic5Qi'

        arp:

          $ref: '#/components/schemas/Arp'

...

* * * End of Changes * * * *

