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	Reason for change:
	TS 22.011 states:

----------------------
When 3GPP PS Data Off is activated in the UE, in order to preserve charging consistency:

-
the UE shall inform the network that 3GPP PS Data Off is activated, 

-
the UE shall cease the sending of uplink IP Packets of all services that are not 3GPP PS Data Off Exempt Services,

-
the network shall cease the sending of downlink IP Packets to the UE for all services that are not 3GPP PS Data Off Exempt Services.

-
the UE shall cease the sending of uplink traffic over non-IP PDN types, and

-
the network shall cease the sending of downlink traffic over non-IP PDN types
NOTE 1:
Disabling of traffic on both the uplink and downlink is needed in order to provide consistency of charging between HPLMN and VPLMN, as well as consistency between what the user expects and what the user may be billed for.

---------------------

	
	

	Summary of change:
	When 3GPP PS data off is activated, the UE does not send any uplink Ethernet user data packets and uplink Unstructured user data packets, via 3GPP access.

	
	

	Consequences if not approved:
	User being billed for data when 3GPP PS data off is activated.
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***** change *****
6.2.10
Handling of 3GPP PS data off

A UE, which supports 3GPP PS data off (see 3GPP TS 23.501 [8]), can be configured with up to two lists of 3GPP PS data off exempt services as specified in 3GPP TS 24.368 [17] or in the EF3GPPPSDATAOFF USIM file as specified in 3GPP TS 31.102 [22]:

a)
a list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN; and

b)
a list of 3GPP PS data off exempt services to be used in the VPLMN.
If only the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN is configured at the UE, this list shall be also used in the VPLMN.

If the UE supports 3GPP PS data off, the UE shall provide the 3GPP PS data off UE status in the extended protocol configuration options IE during UE-requested PDU session establishment procedure, and UE-requested PDU session modification procedure (see subclause 6.4.1 and subclause 6.4.2).

The network shall support of 3GPP PS data off.
The UE shall indicate change of the 3GPP PS data off UE status for the PDU session by using the UE-requested PDU session modification procedure as specified in subclause 6.4.2.

When the 3GPP PS data off UE status is "activated":

a)
the UE does not send uplink IP packets via 3GPP access except:

1)
for those services indicated in the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN as specified in 3GPP TS 24.368 [17] when the UE is in its HPLMN or EHPLMN;

2)
for those services indicated in the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN when the UE is in the VPLMN, if only the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN is configured to the UE as specified in 3GPP TS 24.368 [17];

3)
for those services indicated in the list of 3GPP PS data off exempt services to be used in the VPLMN when the UE is in the VPLMN, if the list of 3GPP PS data off exempt services to be used in the VPLMN is configured to the UE as specified in 3GPP TS 24.368 [17];

4)
for those services indicated in the EF3GPPPSDATAOFF USIM file as specified in 3GPP TS 31.102 [22];

5)
any uplink traffic due to procedures specified in 3GPP TS 24.229 [14]; and

6)
any uplink traffic due to procedures specified in 3GPP TS 24.623 [20];

b)
the UE does not send uplink Ethernet user data packets via 3GPP access; and

c)
the UE does not send uplink Unstructured user data packets via 3GPP access.

Otherwise the UE sends uplink user data packets without restriction.

NOTE:
If the UE supports 3GPP PS data off, uplink IP packets are filtered as specified in 3GPP TS 24.229 [14] in U.3.1.5.

3GPP PS data off does not restrict sending of uplink user data packets via non-3GPP access.


